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EXECUTIVE SUMMARY

The purpose of this report is to present a summary of the results for calendar year 1987 of the
Westinghouse Hanford Company (Westinghouse Hanford) ground-water monitoring program for
radiological constituents in the Separations Area of the Hanford Site, This monitoring program is
implemented to partially fulfill the U.S, Department of Energy (DOE) requirement in DOE
Order 5484.1 that radioactivity in the environment be monitored. The program is also used to

menitor operating disposal facilities for compliance with DOE requirements.

The Separations Area radionuclide ground-water monitoring program is coordinated with other
ground-water monitoring activities on the Hanford Site conducted by Westinghouse Hanford and
Pacific Northwest Laboratory (PNL). The PNL program includes sampling for both radioactive and
nonradioactive chemicals throughout the Site (including 100 and 3090 Areas) and is responsible for
estimating and evaluating the impact on ground water to the general public from all operations at the
Hanford Site. Ground water characterization and monitoring for compliance with Resource

Conservation and Recovery AcﬁﬁCRA) is also being conducted at facilities on the Hanford Site.

Results of PNL and RCRA monitoring activities are reported elsewhere.

The objectives of the Separations Area monitoring program are to (1) assess the quality of ground
water beneath the Separations Area for compliance with Westinghouse Hanford and DOE guidelines,
(2) evaluate the performance of Westinghouse Hanford's disposal and storage sites in the Separations

Area, (3) determine the impact of waste disposal operations in the 200 Areas on the ground water, and

(4) provide data for hydrologic analyses and model applications.
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The 1987 Separations Area unconfined aquifer monitoring network included 149 wells. Water
samples were collected monthly, quarterly, or semiannually from the wells in the network. These
samples were selectively analyzed for total alpha, total beta, tritium (3H), 90Sr, 137Cs, 60Co, 106Rq,
uranium, and nitrate. In general, average radionuclide concentrations in monitoring wells during

1987 were similar to 1986 levels.
Water levels were measured in 200 wells to produce water-table maps of the Separations Area.

Radionuclide concentrations in the ground water are compared with administrative control limits
(ACL) established by Westinghouse Hanford as guidance for operational purposes (Part L of
RHO-MA-139, Environmental Protection Manual). These ACL apply to the level of contamination in
the ground water beneath a waste site. The ACL are based on meeting drinking water standards at
the end of institutional control (assumed to be in the year 2150 AD), which is in accordance with
Westinghouse Hanford’s philosophy to reduce contaminant levels in the environment to as-low-as-

reasonably-achievable (ALARA).

I
Er—

The radionuclide concentrations in the ground water are also compared with the interim derived
concentration guides (DCG) as directed by DOE. The DCG were developed to establish the maximum
allowable radiation exposure to the public at 100 mrem/yr for occasional exposure expected to last
longer than 5 yr. Note that the DCG are applicable at the point of actual exposure to members of the
public; therefore, they are not applicable to the Hanford Site proper. For reference, observations are
made in this report relating how the concentration of a radienuclide in ground water at a waste site
compares with the DCG. Therefore, this comparison is conservative as it neglects the time for ground
water to reach the point of exposure to the public with the attendant sorption, dispersion, dilution,

and radiactive decay.

vi
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Guidelines in the ground water beneath active liquid waste disposal facilities were exceeded in

the following cases:

o Tritium concentrations in the ground water exceed the DCG and the ACL at the 2168-A-10

25000759

2

Crib (deactivated in January 1987), the 216-A-36B Crib (currently in the closure process), the
2168-A-45 Crib (which replaced the 216-A-10 Crib) and the 216-A-37-1 Crib. Basedon
previous experience, the concentrations are expected to be below the DCG by the time the
ground water beneath these cribs reaches the Columbia River. The average tritium
concentrations increased by about 30% over those reperted in 1986, Concentrations of 1291
also exceeded the administrative control limits (ACL), though not the DCG, in wells at the

216-A-10 and 216-A-36B Cribs.

The average 90Sr concentration in two wells at the 216-A-25 Pond exceeded the ACL in 1987,
but was below the DCG. This contamination was localized and at levels similar to those

reported in 1986. The pond was decommissioned in 1987.

The concentration of 234?exceeded the ACL in two wells at the 2&%-3-62 Crib, but was below
the DCG. One of those wells also showed levels of 238U above the ACL but below the DCG.
Uranium concentrations in 1987 were slightly lower than those in 1986. An investigation
indicated that the contamination originates from the nearby inactive 216-B-12 Crib rather

than from disposal to the 216-B-62 Crib,

vii
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Cuidelines were exceeded in the ground water beneath inactive liquid waste disposal facilities in

the following cases:

¢ The 90Sr concentration exceeded the DCG and the Westinghouse Hanford ACL at the inactive
216-B-5 reverse well. Because %0Sr is readily sorbed on sediment, the concentration of 98¢
from the reverse well is expected to be below the DCG at the Columbia River. The
concentration of 137Cs exceeded the ACL but was below the DCG. The %0Sr and 137Cs

concentrations were similar to those for 1986.

® The concentration of 997T¢ exceeded the ACL, but not the DCG, in a single sampling from well

299-E33-07 near the inactive 216-B-48/49/50 Cribs.

¢ Concentrations of 234 and 238U remained above the DCG and the ACL in the ground water
at the inactive 216-U-1/2 Cribs, Modeling of ground-water flow and transport indicates the
DCG will not be exceeded at the Columbia River. The concentrations in the seven monitoring
wells have stabilized since completion of the remedial pumping and treatment in 1985. The

ACL, but not the DCQG, for 99T¢ is also exceeded in one of the- -wells monitoring the

218-U-1/2 Cribs.

® The concentrations of 234U and 2381 exceeded the ACL, but were below the DCG in one well
at the 216-U-10 Pond. The concentrations are similar to those for 1986. The 216-U-10 Pond

was deactivated in 1984,

® The total uranium concentration in the well monitoring the inactive 216-U-8 Crib exceeded

the ACL for 234U, but remained below the DCG, after increasing steadily during 1987.

viii
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Although the 216-U-8 Crib received large quantities of uranium during its operation, the

current increase may be due to movement of contamination from the 216-U-1/2 Crib area.

e 'The concentration of 1291 exceeded the ACL, buf was below the DCG in well 699-35-70, located

east of 200 West Area. The 1291 is a result of discontinued past operations in 200 West Area.
Nitrate is a common substance in effluent streams, and because of its mobility in ground water is

useful, along with tritium, as an indicator of the extent of ground-water contamination. Maps

showing the extent of the nitrate and tritium plumes are included in this report.

ix
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1.0 INTRODUCTION

1.1 BACKGROUND

The U.S. Department of Energy (DOE)
Hanford Site is located in south-central
Washington State, approximately 170 mi
(270 km) southeast of Seattle and 125 mi
(200 km) southwest of Spokane (Figure 1). The
Hanford Site is used, in part, for nuclear reactor
operation, reprocessing of spent fuel, and
management of radioactive waste. The fuel
reprocessing and radioactive waste management
faecilities in the 200 East and 200 West Areas are
operated by Westinghouse Hanford Company
(Westinghouse Hanford) for DOE,

This report addresses radiological
constituents in the ground water beneath the
Separations Area (Figure 1 and Appendix A),
which has been designated as an area of interest
for ground-water monitoring purposes. The
Separations Area encompasses all of the liquid
waste disposal facilities associated with
processing in the 200 East and 200 West Areas.
Westinghouse Hanford maintains a program for
monitoring radionuclides in the ground water
beneath the Separations Area as part of its
waste management responsibility. This
monitoring program, based on the requirements
of DOE Order 5484.1, Environmental Protection,
Safety, and Health Protection Information
Reporting Requirements, focuses on evaluating
the impact on the aquifer of radioactive liquid
waste discharged to the ground, as specified in
DOE Order 5480.18, Environment, Safety and
Health Programs for DOE Qperations
(DOE 1986).

The Separations Area radionuelide ground-
water monitoring program is coordinated with
other ground-water monitoring activities on the
Hanford Site conducted by Westinghouse
Hanford and Pacific Northwest Laboratory
{PNL). The PNL program includes sampling for
both radicactive and nonradicactive chemicals
and is responsible for estimating and evaluating
the impact on ground water to the general publie
from all operations at the Hanford Site.

A discussion of the ground water for the entire

Hanford site, including the impacts of 100 Area
and 300 Area liguid waste disposal, is found in
the PNL annual environmental monitoring
report (PNL 1988). Ground-water
characterization and monitoring for compliance
with the Resource Conservation and Recovery
Act (RCRA) is being conducted at the
Transportable Grout Facility near 200 East
Area, 183-H Solar Evaporation Basins in the
100H Area, 300-Area Process Trenches, Solid
Waste Landfill, and Non-radioactive Dangerous

Waste Landfiil. Detailed results of these RCRA

activities will be available in fortheoming
reports from Westinghouse Hanford and PNL.

Westinghouse Hanford maintains an
environmental monitoring program dealing
with air, soil, vegetation, surface water, and
ground water and also issues an annual report
(Elder et al. 1988). The present report expands
on the ground-water monitoring results from the
Separation Area reported in the annual
environmental report.

Radionuclide concentrations in the ground
water are compared with Westinghouse Hanford
operating limits, as defined in Part L of
RHO-MA-139, Environmental Protection
Manual (Rockwell 1987) and with DOE
guidelines. The Westinghouse Hanford limits
have been established with the goals of assuring
that radicactive contamination in the ground
water is as-low-as-reasonably-achievable
(ALARA) (DOE 1986) and of meeting drinking
water standards (EPA 1976) at the end of
institutional control (assumed to be in the year
2150 AD).

1.2 PURPOSE AND OBJECTIVES

The purpose of this report is to present
ground-water data collected in the Separations
Area during calendar year (CY) 1987 and to
denote the impacts of Westinghouse Hanford
processing operations in the 200 Areas on the
unconfined aquifer. The scope of this report is
limited to radionuclide data only, with the
exception of nitrate, which historically has been
reported because it is useful for indicating the
maximum extent of contamination.
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Nonradioactive chemical data for the ground
water are collected and reported this year by
PNL (PNL 1988).

The objectives of the Westinghouse Hanford
ground-water monitoring program in the
Separations Area are as follows:

®  Assess the quality of ground water in the
Separations Area for compliance with
Westinghouse Hanford and DOE
radionuclide guidelines.

Evaluate the performance of
Westinghouse Hanford disposal and
storage sites in the Separations Area.

Determine the impact of radioactive
wagste disposal operations in the 200
Areas on the ground water.

Provide data for hydrologic analysis and
model application. To compilement the
water quality data obtained by sampling
and analyses, water-table contour maps
are developed to provide basie
information on the directions and rates
of ground-water flow.

The Plutonium and Uranium Extraction
(PUREX) Plant and associated facilities which
dispose of liquid effluent in the 200 Areas
continued operation in 1987. This annual report
discusses ground-water monitoring results at
each of the active liquid-waste disposal sites in
the 200 Areas during CY 1987. Additionally,
the condition of the ground water beneath
selected inactive liquid waste disposal sites,
where previous disposal has impacted the
aquifer, is presented.

1.3 GEOHYDROLOGY

Detailed documentation of the geology and
hydrology of the Separations Area is reported in
Geology of the Separations Areas, Hanford Site,
South-Central Washington (Tallman et al.
1979), Hydrology of the Separations Area
{Graham et al. 1981), and Hydrologic Studies
within the Columbia Plateau, Washington: An
Integration of Current Knowledge (Gephart et al.

1-3

1979). These reports are summarized in the
following paragraphs.

The Hanford Site is located within the Pasco
Basin, a structural and topographic basin (see
Figure 1) with boundaries defined by anticlinal
structures of the basalt. Three main geologic
units are located beneath the Hanford Site: in
ascending order, the Columbia River Basalt
Group, the Ringold Formation, and the
glaciofluvial sediments. The Columbia River
Basalt Group, composed of the Grande Ronde
Formation, the Wanapum Formation, and the
Saddle Mountaing Formation, is a thick
sequence of basalt flows extruded from fissures
during the Miocene epoch. The Ringold
Formation, a Pliocene fluvial sedimentary unit,
overlies the Columbia River Basalt Group
except in areas where erosion has removed these
sediments. The Ringold Formation is
suhdivided into four units {on the basis of
texture), which are, in ascending order, the
Basal Ringold unit (sand and gravel), the Lower
Ringold unit (clay, silt, and fine sand with lenses
of gravel), the Middle Ringold unit (oceasionally
cemented sand and gravel), and the Upper
Ringold unit (siit and fine sand). The
glaciofluvial sediments, informally named the
Hanford Formation, were deposited on top of the
Columbia River Basalt Group and the Ringold
Formation during the Pleistocene epoch. The
Hanford Formation consists of unconsolidated
coarser sands and gravels overlain by finer-
grained sands and silts with a combined
thickness of 100 to 250 £t (30 to 75 m) on the
200 Area plateau.

1.3.1 Ocecurrence of Ground Water

The unconfined aquifer is affected by
disposal of waste water to surface and
subsurface disposal sites. The depth to ground
water is dependent on topography and the extent
of the water table mounding caused by waste-
waler disposal. The 200 Areas are located on an
elevated plateau where the top of the aquifer lies
from 180 to 340 ft (55 to 105 m) below the
surface. North and east of this plateau the depth
to ground water decreases significantly from
125 ft (40 m) at B-Pond to 25 {t (8 m) at the
deactivated Gable Mountain Pond. The
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unconfined aquifer is contained within the
Ringold Formation and the overlying Hanford
Formation. Beneath the unconfined aquiferisa
confined aquifer system consisting of
sedimentary interbeds or intraflow zones that
occur between dense basalt flows or flow units.
The bottom of the unconfined aquifer is the
uppermost basalt surface or, in some areas, a
clay zone of the Ringold Formation. The
thickness of the unconfined aquifer in the
Separations Area varies from less than 56 ft
{15 m) to over 230 f£ (70 m}.

The prineiple source of natural recharge to
the unconfined aquifer is rainfall runoff from
areas of high relief to the west of the Hanford
Site, which feeds the ephemeral streams, Cold
Creek and Dry Creek. From these recharge
areas, the ground water generally flows
eastward and discharges into the Columbia
River (see Plate 1). In the Separations Area this
flow pattern is modified by basalt outerops and
subcrops and by artificial recharge.

The unconfined aquifer beneath the
Separations Area receives artificial recharge
from liquid disposal areas. Cooling water
disposed to ponds has formed ground-water
mounds beneath three high-volume disposal
sites: U-Pond in 200 West Area, B-Pond east of
200 East Area, and Gable Mountain Pond nerth
of 200 East Area (Figure 2).. Compared with pre-
Hanford conditions (Newcomb et al. 1972), the
water table has risen approximately 35 ft (11 m)

"under B-Pond and 15 ft (4.5 m) near Gable

Mountain Pond. The water table under U-Pond
rose approximately 65 £t (20 m) while it was in
operation, although it has declined about 8 ft
(2.5 m) from that level since the pond was
deactivated in 1984. Gable Mountain Pond was
deactivated in late 1987and has been completely
backfilled.

1.3.2 Aquifer Properties

Large differences in aquifer properties are
evident between the Hanford Formation and the
middle member of the Ringold Formation, the
major units of the unconfined aquifer.

Hydraulic conductivities range from 10 to 230
ft/day (3 to 70 m/day) for the middle Ringold unit,

and from 2,000 to 10,000 ft/day (600 {0 3,000
m/day) for the Hanford Fermation.
Transmissivity increases from the 200 West
Area to the 200 East Area, This transmissivity
increase is a result of two factors: the saturated
thickness of the aquifer is greater (the result of a
drop in the basalt surface), and more of the
unconfined aquifer is contained within the more
permeable Hanford Formation.

1.3.3 Flow Dynamics

Ground-water flow is perpendicular to the
water-table contours delineated in Figure 2.
Flow patterns are dominated by ground-water
mounds under B-Pond and the deactivated U
Pond. Flow from 200 West Area is primarily
toward the east. The flow system in 200 East
Area is complex due to changes in aquifer
thickness and hydraulic properties, the
influence of B-Pond, and the basalt subcrops and
structures of Gable Mountain and Gable Butte.
The flow from 200 East Area and environs is
northward through Gable Gap (between Gable
Butte and Gable Mountain) and also
southeastward toward the Columbia River.
Radjal flow from the mound under B-Pond is
channeled to the north, east, and southeast by
the flow regime in 200 East Area. These flow
patterns are reflected in the Separations Area
total beta, tritium, and nitrate piume maps
included in this report.

1.3.4 Contaminant Transport

Contaminants in ground water move along
flow paths that are perpendicular to water table
contours. The concentration of contaminants
may be attenuated by factors within the
geohydrologic system: sorption, dispersion, and
dilution. For radiological constituents, the
concentration may also be reduced by
radioactive decay depending on the half-life of
the radioisotope.

Sorption is the process by which
contaminants are chemically bound to the
surface of sediment particles in the subsurface
environment. A measure of sorption is the
distribution coefficient, K4, which describes the
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partitioning of a solute between liquid and solid
phases in the subsurface environment (Freeze
and Cherry 1979). A small K4 value indicates
that the solute would move with ground water;
that is, the solute would be very mobile. A large
K4 value would denote that the solute is
sssentially immobile; tha$ is, it would be sorbed
on the sediment particles. The distribution
coefficient is a function of the ion involved, the
mineralogy of the sediments, and the chemistry
of the solution. For example, tritium and
nitrates are considered mobile because neither is
sorbed by the soil, while plutonium is readily
absorbed by sediments and is immobile.

Dispersion is the process whereby ground-
water contaminants are spread out along the
flow path because sediment particles serve as
obstacles to flow. Dispersionis primarily a
mechanical process.

PO T

1-7

The process of dilution occurs when water
containing contaminants mixes with cleaner
water resulting in a decrease in contaminant
concentration.

The concentration of radioactive
contaminants in a plume rnay be reduced over
time by the natural decay of the radioisotopes.
The half-life of a radioisotope is the time
required for a quantity of radioactive material to
decay to one-half of its activity. The
concentration of a radicisotope will be reduced to
1% of the original concentration in less than
seven half-lives.

The mechanisms of sorption, dispersion,
dilution, and radicactive decay attenuate the
concentrations of radionuclides disposed of to the
sediments at the Hanford Site. Thus,
concentrations of contaminants at any
downgradient location are lower than when
disposed of in a liquid waste site.



230900775

9 2

WHC-EP-0152

This page intentionally left blank.

i-8



250007 7 6

9 2

WHC-EP-0152

2.0 SEPARATIONS AREA
GROUND-WATER
MONITORING PROGRAM

The ground-water monitoring networlk was
established to observe the radiological quality of
the ground water beneath waste storage and
disposal facilities in the Separations Area. The
network is composed of one or more wells located
downgradient from all active and major inactive
liquid waste sites. Primary concerns in the
operation of the monitoring program include the
location of monitoring wells relative to the sites,
the identification of radionuclides to monitor,
the collection of representative ground-water
samples, and the use of appropriate analytical
techniques to obtain concentration values. The
menitoring program is also responsible for
identifying any condition that might enhance
subsurface migration of contaminants.

2.1 WELLNETWORK

The routine unconfined aquifer radionuclide
monitoring network for CY 1987 was comprised
of 149 wells, a net increase of 12 from 1986 (Law
et al. 1987, Appendix B.1). Fourteen monitoring
wells were added and two deleted from the 1985
networlk (Table 1). Well 299-W21-01 was
removed from the schedule because no
contamination has been detected thereand itis
not directly associated with a waste disposal
facility, while 299-W18-19 can no longer be
sampled because the water table has dropped
below the bottom of the screen. A brief
discussion of the well numbering and facility
numbering systems is presented in Appendix A,
in addition to 2 map identifying the perimeter of
the Separations Area as used in this report,
maps showing well locations, and drawings
showing the location of monitoring wells at
disposal facilities.

2-1

2.1.1 Well Construction

Monitoring wells are normally 6 to 8 in.
(15.2 or 20.3 cm) in diameter. Most of the wells
in the ground-water monitoring network are
constructed of carbon-steel casing. However,
during 1986, the design of wells was revised to
incorporate the use of stainless steel for the
primary casing to permit sampling for
nonradicactive constituents that be may leached
from or absorbed to the casing material if carbon
steel were used. An essential feature in new
well construction is the use of grout, either
bentonite or cement, to seal the annular space
between the well casing and the soil to prevent
the migration of contaminants down the outside
of the well casing.

The outmoded construction method using
carbon-steel casing may be referred to as the
"old" method. (This method is also used for the
renovation of older wells that were not sealed
when constructed.) The construction process can
be discussed in three stages (Figure 3). Stage 1
shows the emplacement of the outer casing of the
well from the ground surface to the desired
depth. Stage 2 involves perforation of the outer
casing and emplacement of a smaller-diameter
liner casing inside the outer casing. The bottom
end of the liner casing contains a packer and is
flared to be flush with the outer casing to reduce
the chance of pumps or down-hole tools catching
on the lip during rethoval from the well. Finally,
in stage 3 the well is grouted by placing grout in
the annular space between the liner casing and
outer casing, which also flows through the
perforations to seal the outside of the casing
against vertical migration of contaminants.

To ensure the integrity of wells, a program of
well renovation was continued in 1987. This
work addresses older wells that are not
adequately sealed and are located within 300 ft
(91 m) of liquid waste disposal sites. Without
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Table 1. List of Changes to Routine Well Monitoring

bNewly constructed wells,
<The new 216-U-17 Crib was not activated in 1987.

2-2

Network in CY 1987.
Wells added Wells deleted
Well no. Waste site Well no. Waste site

299-E24-11a 216-A-10,38 299-W18-19 216-Z-20

299-E25-02a 218-A-1,17 289-W21-01 | 200 West Area

299-128-07a 216-B-56

299-E28-24a 216-B-5

299-E28-252 216-B-5

299-W22-10a 216-3-1,2

299-W22-182 216-S-8

699-45-42a 216-B-3
Contingency
Pond

299-W19-19b 216-U-17¢

299-W19-23b 216-U-17¢

299-W19-24b 216-U-17¢

299.W19-25b 216-1-17¢
-299-W19-26b 216-U-17¢

299-W19-27b 216-U-14

aF xisting wells added. PSTS8-3241-1
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the protection of an adequate seal at the surface
and between the casing and sediments, veoids
around the weil casing can provide a possible
pathway for surface or subsurface
contamination to reach the ground water.
Renovation is accomplished by applying stages 2
and 3 of the "old" method of well construction to
the unsealed well. Four wells were renovated in
CY 1887 (Table 2).

Table 2. List of Wells Renovated in

CY'1987.
299-W15-06 299-W15-09
299-W15-08 299-W22-10

PSTBA-3281-2

The "new" method of well construction
emplaces a permanent stainless-steel casing
after pulling back two temporary construction

' casings of carbon steel (Figure 4). Three stages

are also used in this technique. Instage I, two
casings are emplaced: a starter casing of carbon
steel to a depth of 100 £% (30.5 m}, with a carbon-
steel well casing of smaller diameter placed
inside and extending to the desired depth.

Stage 2 involves placement of a third casing of
stainless steel with a sereen at the bottom inside
the outer two casings. This is the only casing
that is left in place. The carbon-steel well casing
that was placed to the desired depth is then
pulled back in stage 3, while placing a sand pack
to a depth of 10 £t (3.0 m) above the top of the
well sereen and then bentonite grout uptoa
depth of 20 £t (6.1 m) below ground surface. The
starter casing is also pulled back to the 20-ft
(6.1-m) depth while placing bentonite. Cement
grout is then placed on top of the bentonite in the
upper 20 ft (6.1 m) of the well. The six wells
constructed in 1987 (see Table 1) are constructed
in this manner.

For both construction methods, the wells are
fitted with a cement collar at the ground surface.
A brass plate bearing the well number is
embedded in the collar to prevent
misidentification.

2-4

2.2 SAMPLING

The following criteria are used to determine
sampling frequencies for routinely monitored
wells:

¢ Wells monitoring active liquid waste
disposal sites are sampled monthly.

e Wells monitoring inactive liquid waste
disposal sites that contain radionuclides
with a high potential for being
remobilized are sampled monthly.

¢ Wells monitoring inactive liquid waste
disposal sites that contain radionuclides
with a low potential for being
remobilized are sampled monthly or
quarterly, depending upon the level and
trend of concentration.

® Wells yielding samples indicating
background concentrations are sampled
semiannually.

To supplement routine sampling, nonroutine
samples are often requested at wells to confirm
increasing trends or unusual patterns observed
during routine monitoring. Nonroutine
sampling may include special sampling of wells
not on the sampling schedule and the addition of
new constituents to the analysis of scheduled
samples.

Monitoring wells with dedicated sampling
pumps are pumped to remove stagnant water
from the well before a sample is collected
{Figure 5). Wells that do not contain a pump are
sampled by bailing. Samples are collected from
the screened or perforated section of the well in
the uppermost 20 to 40 ft (6 to 12 m} of the
aquifer, where the highest levels of
contamination are typically found.

The ground-water sampling data presented
in this report were collected according to the
schedule listed in Appendixz C of last years
raport {Law et al. 1987). Sampling during
CY 1988 will proceed according to the schedule
listed in Appendix C of this report.
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2.3 ANALYSES

Under the routine monitoring program
samples are analyzed selectively for the
following constituents: total alpha, total beta,
tritium, total uranium, %0Sr, 137Cs, 60C0, 106Ry,
and nitrate. Results of these analyses are
summarized in Tables B-1 and B-2 of
Appendix B. Routine analyses for isotopic
uranium (234, 238U and 238U) and isotopic
plutonium (238Pu and 239.240Py) are also
performed, primarily for establishing a baseline.
These results are listed in Table B-3 of
Appendix B. The constituent analyses
conducted for each well are listed in Appendix C.
Selection of these parameters is based on the
waste disposal history of each site. The analyses
are performed by U.S. Testing in accordance
with their procedures. In addition to the routine
program, special analyses are conducted for 1291
and 99Te. A discussion of these results is
provided in Section 7.0 of this report.

2.4 WATER-LEVEL MEASUREMENTS

Water-level measurements of the
unconfined aquifer are made in 200 wells to
produce a contoured water-table map of the
Separations Area (Figure 2). Depth to water in
wells completed in the Rattlesnake Ridge
confined aquifer are also measured to construct
a map comparing the potentiometric surfaces of
the uppermost confined and uncenfined aquifers
(Figure 27). The Hanford Site water table map
(Plate 1) supplements the Separations Area map
with measurements from 111 additional wells
throughout the site.

2.5 DATA STORAGE AND
INTERPRETATION

Data are received electronically from the
laboratory and also in the form of a computer
printout. The data are reviewed in the context of
the concentration history of the well to establish
the validity and are also examined for trends
that may suggest modification of the sampling
frequency or require other action. Repeat
analyses may be performed on data that are not
consistent with previous trends. Rerun values

W
-

that are confirmed to be fliers by subsequent
data may be eliminated from the calculations
used to create T'ables B-1 and B-2 in Appendix B.
These fliers are listed in Table B-4 for
completeness. All ground-warer analysis results
generated on the Site are stored in the PNL
Hanford Ground-Water Data Base.
Westinghouse Hanford maintains a subset of the
PNI data base in a PARADOX? data base for
analyzing and reporting Separations Area data.

Radionuclide concentrations in the ground
water are compared with administrative control
limits (ACL) established by Westinghouse
Hanford as guidance for operational purposes
(Part L of RHO-MA-139, Environmenial
Protection Manual). These ACL, listed in
Table 3, apply to the leve] of contamination in
the ground water beneath a waste site. The ACL
are based on meeting drinking water standards
at the end of institutional control (assumed to be
in the year 2150 AD}, which is in accordance
with Westinghouse Hanford’s philesophy to
reduce contaminant levels in the environment to
as-low-as-reasonably-achievable (ALARA). .
Because differences in travel times to the
Columbia River between 200 East Area and 200
West Area affect the amount of radioactive
decay that can ceeur during transit, two ACL
were created for each constituent. The ACL for
200 West Area are higher than those for 200
East Area because the travel time to the
Columbia River is longer, allowing a greater
reduction in contamination by radioactive
decay. Incomputing the ACL, no allowance is
made for dispersion or dilution, which would
reduce concentrations further.

The radionuclide concentrations in the
ground water are also compared with the
derived concentration guides {DCG) as directed
by DOE. The DCG, listed in Table 3, were
developed to establish the maximum allowable
radiation exposure to the public at 100 mrem/yr
for occasional exposure expected to last longer
than § yr. Note that the DCG are applicable at
the point of actual exposure to members of the
public; therefore, they are not applicable to the
Hanford Site proper. For reference, observations
are made in this report relating how the
concentration of a radionuclide in ground water
at a waste site compares with the DCG.
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Derived RHO-MA-139
concentration 200 Area administrative Previously used
Radionuclide ides (DCQ)a East (E) or control limit 'Le
gul (Ci/L) West (W) (ACL)b (pCi/L)
(pCi/Ly)
Tritium (3H) 20E+086 E (d) --
W (d) _—
§0Co 5.0E+03 B 50E+03 (3.0E+04)
w 50E+03
30Sr 10E+03 E T4E+01 (3.0E+01)
w 4.8E+02
9Tc 1.0E+05 E 40E+03 (2.0E+05)
W 4.0E+03
106Ru 6.0E+03 E’ 6.0E+03 (1.0 E+04)
w 80E+03
1291 5.0E+02 E 2.0E+01 (6.0 E+01)
w 20E+01
137Cs 3.0E+03 E 21E+02 {2.0E+03)
w 1.2E+03
23417 5.0E+02¢ E 2.0E+01f (3.2E+01)
w 20E+01
2354 6.0E+02 B 2.4E+01 (3.2E+01)
W 2.4E+01
238y 6.0E +02 E 2.4E+01 (4.3 E-+00)
w 24E+01
238Puy 40E+03 E 2.0E+02 (4.4 E+02)
o w 36E+02
239,240Py 3.0E+03 E 1.2 E+02 (4.0 E+01)
W 1.2E+02
aRH(O-MA-139, Appendix A (Rockwell 1987). P5TEE-1241.3
bRH(-MA-139, L.30 C (Rockwell 1987).
¢RHO-MA-139, 1985 version. .
dNo ACL for tritium. Annual tritium dischar%e to ground water from Westinghouse
Hanford facilities shall not exceed 2.0 E + 04 Cifyr (Rockwell 1987).

eFor the isotopic composition of uranium in
equivalent concentration of total uraniumis 1.0

£;

+03 pCi/L.

ound water in the Separations Area, the

fFor the isotopic composition of uranium in ground water in the Separations Area, the
equivalent concentration of total uranium is 4.0 E + 01 pCi¥/L.

2-8
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Therefore, this comparison is conservative as it
neglects the time for ground water to reach the
point of exposure to the public, with attendant
sorption, dispersion, dilution, and radioactive
decay.

If the concentration of a radionuclide in the
ground water at a disposal facility is found to
exceed the ACL, an investigation is initiated to
determine the cause. If an active disposal
facility is found to be the cause of exceeding the
ACL, the facility is either removed from service
or a deviation is written specifying the
conditions under which the facility may
continue to operate under management control.
The need for remedial action is also evaluated.

When little or no measurable radicactivity is
evident, the background activity of the counting
instrument may be greater than the activity of
the sample, resulting in negative analytical
values, Following DOE guidance (ERDA 1977),
these negative numbers are maintained in the
computation of average concentrations.

Uranium is measured chemically in the
laboratory and reported as total uranium
representing the sum of 2341, 236U, and 2381,
Laboratory results for total uranium are
reported in chemical units of micrograms per
liter, and are converted to the radioactivity units
of pico curies per liter using a conversion factor
derived from a series of isotopic uranium
analyses of ground-water samples. The
computed conversion factor is 0.679 pCi/ug.
Based on the relative abundances and activities

2-9

of the three uranium isotopes that comprise total
uranium, the DCGand ACL for 234U are the
most restrictive. Therefore, total uranium
concentrations are compared to the equivalent
derived 234U concentration. The derived ACL
for total uranium is 40 pC¥/L, which is caleuiated
from the 23417F ACL of 20 pCi/L. The derived
DCG for total uranium is 1,000 pCV/L.

Nitrate is mobile in ground water; therefore,
nitrate concentrations are determined and the
results are used to prepare maps for evaluating
the extent of ground-water contamination. The
maps show the EPA drinking water standard
(EPA 19786) of 45 parts per million (ppm),
reported as nitrate, for reference purposes only.
These drinking water standards are not
currently applicable to the Hanford Site (until
2150 AD) because the ground water isnot a
public drinking water supply.

2.6 QUALITY ASSURANCE

Quality assurance is included in all aspects
of the monitoring program: well maintenance;
sampling; analytical procedures; and data
interpretation, storage, and reporting. A quality
control plan is in place and is being
administered. The monitoring program is
subject to external audits by Quality Assurance
(QA) and to internal audits by the
Environmental Technology Section.

PARADOX is a registered trademark of
Borland International, Scotts Valley, California.
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3.0 ACTIVE DISPOSAL SITES

This section reports the results of the
ground-water monitoring program at active
liguid waste disposal sites in CY 1987.

Low-level radioactive liquid wastes
generated in the processing facilities in the
200 Areas are discharged to the soil column for
disposal. Potentially contaminated cooling
water is disposed of to surface ditches and ponds.
Other liquid wastes containing low-level
radioactive constituents are disposed of to
subsurface facilities designated as eribs.
Ground-water monitoring near surface ponds is
discussed in Section 3.1; monitoring near
subsurface facilities is discussed in Section 3.2.

In the following discussions of the pond and
erib sites, the average, maximum, and minimum
coencentrations of constituents are tabulated for
each ground-water monitoring well. The
average concentrations are then compared with
the ACL and DCG (see Table 3). The comparison
with the DCG is very conservative because the
DCG is applicable at the point of actual exposure
to the public. The concentrationofa
radionuclide during transport from a site to the
river will be atteniuated by dispersion, dilution,
sorption, and radioactive decay (see
Section 1.3.4) and would be further attenuated
by dilution and dispersion in the Columbia
River. Nitrate results are reported in terms of
nitrate, rather than nitrogen. For comparison,
the drinking water standard for nitrate is
45 ppm when reported as nitrate versus 10 ppm
when reported as nitrogen. The 1987 results are
also compared with 1986 results
(Law et al. 1987).

Because there is no established ACL for
tritium in the ground water, reiease of tritium in
liquid waste streams is limited by RHO-MA-139
to 2.0 E + 04 Ci/fyr (Table 3), During 1987, a
total of 2.01 E + 03 Ci of tritium were released
from Separations Area facilities. Tritium in the
ground water is compared against the DCG in
this report, though the DCG is only applicable at
the point of actual exposure to the publie.

3-1

3.1 SURFACE LIQUID DISPOSAL SITES

Four major surface liquid disposal sites were
in operation during 1987 for the disposal of
waste water, primarily cooling water: 218-A-25
(Gable Mountain Pond), 216-B-3 (B-Pond),
216-B-63 Ditch in 200 East Area, and the
216-U-14 Ditch in 200 West Area.
Decommissioning of Gable Mountain Pond was
completed in late 1987, and the facility is no
longer in service. The locations of the two ponds
are shown in Figure 2.

In 1987, a total of 5.94 E + 09 gal
(2.25 E+10 L) of liquid effluent was discharged
from the 200 Area to B-Pond, Gable Mountain
Pond, and the 216-B-63 Ditch by the following
effluent streams:

¢ PUREX cooling water (CWL)
® B Plant cooling water (CBC)
®  242.A evapérétor cooling water (ACW)

® 242-A evaporator steam condensate
' (ASC)

¢ 244 AR Vault cooling water (CAR)

¢ 241-A Tank Farm cooling water (CAR)
e PUREX chemical sewer (CSL)

¢ B Plant chemical sewer (BCE).

These streams are routed to either Gable
Mountain Pond (prior to deactivation) or the
B-Pond system, with the exception of the CSL
effluent steam, which goes directly to B-Pond,
and the BCE stream, which is discharged to the
216-B-63 Ditch.

In the 200 West Area, the only major surface
liquid disposal facility is the 216-U-14 Ditch.

Several minor surface liquid waste disposal
facilities that receive low volumes of effluent are
not discussed: the 216-S-10 Ditch for the Redox
air conditioning water; the 216-T-1 Ditch, which
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receives waste from the T Plant drain flush and
headend wastes; the 218-T-4-2 Ditch and
216-T-4 Pond, which receive chemical drain
compressor wastes from the 221-T and

224-T Buildings; the 216-2-21 Basin, which
receives noncontaminated air conditioning
condensate from the Plutonium Finishing Plant
(PFP); and the powerhouse ponds in 200 East
and 200 West Areas.

3.1.1 216-A-25 (Gable Mountain) Pond

Gable Mountain Pond and the associated
overflow pond were deactivated when
backfilling was completed in the fall of 1987.
Final stabilization of the site, located north of
200 East Area and south of Gable Mountain (see
Figure 2), will be completed in 1989, Prior to
deactivation, the pond received 2.47 E +08 gal
(9.35 E+08 L) of liquid waste during 1987,
about 30% less than in 1986,

Present ground-water monitoring activities
center on tracking an accidental 908r spill that
was released to the pond in 1964 when a cooling
coil broke in PUREX and that showed up in the
ground water in 1984. Increases in 90Sr
concentration in well 699-53-47A prompted an
investigation in 1984 (Law et al. 1986). Five
new wells were drilled and several existing wells
were added to the monitoring network to
determine the extent of the plume. Distribution
coefficients calculated for 908r in the soil
samples from the new wells were relatively
high. The investigation concluded that the
piume was localized and transport of
contamination to the Columbia River was so
slow as to have no significant environmental
impact at the Hanford Site boundary.

Twelve wells in the Gable Mountain Pond
vieinity continue to be monitored (see
Figure A-5). Concentrations of radioactive
constituents in the six near-field downgradient
wells and the six far-field downgradient wells
are summarized in Table 4. The average
concentration of 90Sr exceeds the ACL, but not
the DCG, in two wells, 699-53-47B and
699-53-48B. No other ACL or DCG are
exceeded. Trends in the near-field wells indicate
that while 699-53-47B is showing very little
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change in 908y concentration (Figure 6), wells
699-54-48 (Figure 7) and 699-54-49 (Figure 8),
which are further downgradient, have
increasing concentrations suggesting a
northwesterly movement of the plume.
However, the reduction of discharge to Gable
Mountain Pond, which may have been diluting
the 20Sr contamination, could be responsible for
these increases as well as the upturn observed in
well 699-53-48B (Figure 9). Decline of the small
water-table mound beneath the pond may also
affect 90Sr concentrations in near-field wells as
the ground-water flow paths adjust.

3.1.2 216-B-3 (B-Pond) System

The B-Pond system is composed of the
34-acre (14-ha) main pond, 216-B-3; two 11-acre
(4-ha) expansion ponds, 216-B-3A and 216-B-3B;
and a third expansion pond of 41 acres (17 ha),
216-B-3C. A contingéncy pond was constructed
north of the main pond in 1987 for use in case of
an emergency. The total capacity was not
completely used in 1987 with the B-Pond system
receiving an estimated 5.86 E+09 gal (2.22
E+10L) of effluent. .

The pond system is monitored by wells
699-42-40A and 699-42-40B (see Figure 2 and
Figure A-11). Concentrations of radionuclides,
listed in Tabie 5, are below the DCG and ACL
and are similar to 1986 results. The contingency
pond, which was not used in 1987, is monitored
by well 699-45-42. Baseline data collected from
this well during the last four months of 1987 are
also summarized in Table 5.

3.1.3 216-B-63 Ditch

The 216-B-63 ditch, located in north-central
200 East Area (see Figure 10), receives the
B Plant Chemical Sewer (BCE) stream. The
1,400-ft (430-m) long ditch was activated in 1970
and received 9.26 E+ 07 gal (3.51 E +08 L) of
liquid waste in 1987.

Well 299-E34-01 is currently being used to
monitor the ditch because it is the closest
available well (see Figure A-15). However, it is
located 500 ft (150 m) away from, and possibly
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Table 4. Concentrations of Radiological Constituents and Nitrate in Ground Water Near the 216-A-25 (Gable Mountain)
Pond in 1987. (sheet 1 0f 2)
-Gell no, Alpha Beta Tritium 80Co 03 "1668Ru 137(0s Uranium Nitrate
(pCi/L) {pCi/L) (pCi/L) (pCi/L) (pCi/L) {pCi/L) (pCi/L) {ug/L) {PPB)

At ) o e i o o o ko S 2 o e o o o o g b e e Ak g A T T TR - - - ) 21 L2 A e Akl A e e b e e ko ke

Near-Field Downgradient Wells

Max? 6.20E+00 1.43E+02 5.61E+00 T.99E+01 3.39E+401 4.66E+00

699-53-47A AV 2.50E+00 1.11E+02 xnd -4.15E+00 6.15E+01 6.28E+00 -3.00E-01 HN RK
MIN® 1.00E-01 8.68E+01 ~1.72E+01 4,27E+01 -3.08E+01 ~1.12E+01
MAX 5.40E+00Q 1.90E+02 6.41E+00 1.16E+02 5.48E+0) 2, 75E+00

B689-563-478 AVG 3.70E+00 1.57E+02 KN 3.50E-01 B,52E+01 -8,50E-01 -1,80E-01 X HN
MIN 2,90E+00 1.35E+02 -7.88E+00 7.03E+01 -4, 32E+01 ~4,16E+00
MAX 1.8BE+01 1.62E+01 7.00E+00 1.682E+00 7.85E+01 3.20E+00

899-53-4BA AVG 4.60E+00 9, 70E+00 NN ~6.,10E-01 8.00E-01 1.47E+01 ~1.10E+00 HH i
MIK 5.00E-01 5.90E+00 ~1.01E+01 ~1.00E-D2 -1.76E+01 -4.16E+00
HMAX 2. 20E+00 6.91E+02 9.73E+00 4.38E+02 4.42E+01 1.13E+01

699-53-48B AVG 4.00E-01 5.45E+02 NN 3.36E+00 3.14E+02  -2.41E+01 2. 50E+00 NN NN
HIN -2.00E-01 3.85E+02 ~4.91E+00 2.01E+02 ~7.36E+01 ~-3.85E+00
MAX 1.80E+00 9.60E+00 5.36E+00 2.70E-01 3.66E+00 7.70E+00

689-53-b5A AVG 1.10E+00 8,.00E+00 NN 4,35E+00 8.00E-02 -3.66E+01 5.54E+00 BN RN
MIN 3.00E-01 6.30E+00 i 2.81E+00 -2.00E-D1 ~8.80E+01 4.00E+00
MAX 2. 20E+00 1.17E+02 : 6.30E+00 5.90E+01 6.46E+01 7.18E+00

699-54-48 AVG 1.50E+00 1.05E+02 NN 1.95E+00 5.05E+01 1.84E+00 -4.00E-01 HN NH
MIN 9.00E~01 8.956E+01 ~1.7T0E+00 3.78E+01 ~5.64E+01 =9.24E+00
MAX 1.80E+00 1.23E+02 5.81E+01

698-54-49 . AVG 1.10E+00 6.93E+01 HK NN 3.2B8E+01 HN NN HH NN

MIN 8.00E-01 2.24E+01 1.20E+01

g810-dE-0HM
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Table 4. Concentrations of Radiological Constituents and Nitrate in Ground Water Near the 216-A-25 (Gable Mountain)
Pond in 1987. {sheet 2 of 2)
Twell mo. Alpha Beta tritiem  80Co sosr 1osRa 1370s Dranium  Ritrate
{pCi/L) (pCi/L) {pCisL) (pCi/L) (pCi/L) {(pCi/l) (pCisL) tug/Ly tPPEN

e e e a0 o 0 . T 8 e o 2 2 o £ il B = o i o o o o o kT T A e e e b e A e s

MAX - 8,00E-01 5. 80E+00 7.60E-01
699-55-50C AVG . 7.00E-01 4 .80E+00 RN - BN 5.00E-01 RN NN NN NN
MIR 4.00E-01 3. 70E+00 -8.00E-02
. MAX 1.90E+00 4.56E+01 9.10E-01
699-55-50D AVG 9.00KE-01 2.48E+01 NN RN 3.30E-01 KN NN NN NN
MIN ~1.00E-01 4.80E+00 ~1.80E~01
MAX 4.00E-01 5.10E+00
689-56-51 AVG 4.00E-01 5.10E+00 BN NN NN iy HR NN HN
MIN 4.00E-01 5.10E+Q0
HAX 1, 20E+00 5.00E+00 -3.00E-01
699-59-58 AVG 1. 20E+00 4.80E+00 HH NH ~3.70E-01 KR NN RH NN
MIR 1.20E+00 4.50E+00 -4.40E-01
MAX 9.00E-01 1.78E+(Q1 &.00E-02
699-83-568 AVG 8.00E-01 1.681E+01 RN NN -3.00E-02 RN RN HN KR
MIN 7.00E-01 1.43E+01 : -1.50E-01

s Maximum.
b Average.
¢ Minimum.
¢ Analysis not necessary (as determined from inventory, effluent history, or gross alpha/beta analyses).

oS10-dH-OHM
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Figure 6. Strontium-90 Concentration History for Well 629-53-47B at the 216-A-25 Pond.
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Figure 7. Strontium-90 Concentration History for Well 639-54-48 at the 216-A-25 Pond.
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Figure 8. Strontium 90 Concentration History for Well 699-54-49 at the 216-A-25 Pond.
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Figure 9. Strontium 990 Concentration History for Well 699-53-48B at the 216-A-25 Pond.
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Table 6. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the 216-B-3
) (B Pond) System in 1987.

Alpha Beta Tritium B0Co 808y 108 Ry 1370s Uraniom Hitrate
_ {pCi/L) (pCi/L) {pCi/L) {pCi/L) (pCi/L) {pCi/L} (pCi/L) {pCi/L) (EPM)
Effluent
PUREX/B Plant AVG®  <3.31E+00 <2.64E+01 1.29E+04 Nab <1.77E+01 NN <4.12E+01 BN 7.10E-01
(see Table 23
for streams)
Well

uaxd 1. 70E+00 5.10E+00 7.00E+02  7.49E+00 8. 30E-01 6. 338401 7.14E+00 1.00E+00 2. 31E+04
699-42-40A AVG 7.00E-01 4.10E+00 3.19E+02  2,37E+00 2.10E-01 3.04E+00 2. 52E+00 7.00E-01 9.37E+03

MIN® 0.00E+00 3. 30E+00 3.40E+00 -7.81E+00 -2,60E-01  ~6.34E+01  -4.53E+00 4.00E-01 2. 50E+03

MAX 6.90E+00 2,TTE+03  6,27E+00 4.40E~01 6.83E+01 7.33E+00 2.50E+03
699-42-40B AVG HN 4 .00E+00 5.25E+02  1.B2E+00 1.80E-01 1.19E+01  -4.00E-01 MN 1.51E+03

MIN 2.10E+00 -9,52E+01 -9.73E+00 -3.00E-02 -3.87E+01 -~4.79E+00 5.0DE+02

HAX 2. 10E+00 4. B0OE+00 5.20E+04  4.05E+00 2,20E-01 6. 20E+01 7.28E+00 2. 50E+00
609-45-42 AVG 1.80E+00 3.90E+00 5,20E+04 -4,50E+00 6.00E-02 -8.54E+00 1.30E-01 2, 20E+00 o]

HIN 1.TOE+00 3.00E+00 5.11E+04 -2.03E+01  -2,70E-01 -7.23E+01  -9,B3E+00 1.90E+00
———————————————————————————————————— .-.-—--.-...._--.--.--i---.----------------—.-—-—--——-—.-.-...-—.--.-.-------...-.--...—-_..‘...______-.--..-.......__-_....._._..___

Average.
Hot available.

Analysis not necessary (as determined from

Maximum.
Minimum.

inventory, effluent history.dor gross alpha/beta analyses).

GeI0-dIA-DHM
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Figure 10. Location Map for Selected Liquid Waste Disposal Sites in 200 East Area:
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upgradient of the ditch; therefore, it may not be
providing adequate monitoring. Table 8 lists the
average concentration of radionuclides in well
299-E34-01, which are all below the DCG and
ACL and are similar to values observed in the
past.

3.1.4 216-U-14 Ditch

The portion of the old 218-U-14 Ditch
between the 207-U retention basin and the
242-S Evaporator was activated in March 1985
to receive steam condensate waste, chemical
sewer waste, cooling water from the 224-U and
271-U Plants, and nonprocess effluent from the
242-S Evaporator. The ditch is located west of
271-U Plant and north of the 242-S Evaporator
in the 200 West Area (Figure 11). The volume of
the effluent stream totaled 9.42 E -+ 07 gal
(3.5E-+08L)in 1987.

Wells 299-W19.21 and 299-W19-27 (see
Figure A-22) were constructed in 1986 and 1987,
respectively, to monitor the ditch. Data relating
to these wells are listed in Table 7.
Concentrations of all radionuclides were below
the DCG and ACL, though uraninm was
detected in both wells. An investigation was
conducted to determine if disposal of uranium
bearing effluent to the ditch is contributing to
the elevated values in the ground water. The
study indicated that most of the disposed
uranium is retained near the bottom of the ditch
and that effluent percolating to the aquifer hasa
lower uranium coneentration than the aquifer
water. This evidence suggests that uranium
contamination beneath the ditch originates from
another source, possibly the decommissioned
216-U-10 Pond.

3.2 SUBSURFACE LIQUID DISPOSAL
SITES

Low-level radicactive liquid wastes from
processing operations are disposed of to
subsurface cribs. A typical erib (Figure 12)
consists of a long, trapezoidal, rock-filled trench
covered with a sheet of plastic and several feet of
backfill. A perforated distributor pipe disperses
the waste throughout the length of the crib.

Vents allow gases to escape, and liquid-level
gauges are emplaced to evaluate the ability of
the crib to drain to the soil.

There were 14 cribs classified as active
during 1987, as indicated in Table 8. Four of
these cribs, 216-A-8, 216-B-55, 216-B-62, and
216-5-25, did not receive any waste in 1987 but
are still considered active. Two other eribs,
216-A-10 and 216-A-36B, were removed from
service in January and August 1987,
respectively, but are also considered active for
this report. Ground-water samples were
collected from monitoring wells near these
active crib sites (crib locations are shown in
Figures 10 and 11; the location of monitoring
wells at erib sites is shown in a series of maps in
Appendix A).

To provide a perspective on crib perfor-
mance, the concentrations of radionuclides in
the effluent streams are included in the table for
each site.

Graphs depicting long-term concentration
histories of selected constituents in the effluent
stream and monitoring wells are presented in
Appendix D for cribs receiving waste water from
the 202-A Building (PUREX) and associated
facilities and the 221-B Building (B Plant).
Effluent concentrations are shown on the
concentration history graphs only for years that
disposal occurred. Ground-water data points are
shown for all years that data are available.
Consecutive years are connected by a solid line;
a dashed line is drawn between data points when
no data are provided for the intervening years.

3.2.1 216-A-8 Crib

The 216-A-8 Crib receives condensate waste
(A8) from the 241-A, AY, and AZ Tank Farms.
The erib is located east of the 241-AX Tank
Farm outside the 200 East Area perimeter fence
(see Figure 10). The crib was in operation
during 1955 to 1958, 1966 to 1976, 1978, and
1983 through 1985, No effluent was discharged
to this crib in 1986 or 1987 due to problems with
the inline sampler, which will be fixed this year.
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Table 6. Concentrations of Radiolegical Constfjtupnts and Nitrate for the Effluent and for Ground Water Near the 216-B-63

Diteh in 1987.
Alpha Beta Tritium 8000 165y 108Rn 137Cs Oranium Nitrate
teCi/I) (pCi/L) (pCi/sL) (pCi/L) (pCisL)y (pCi/L} (pCi/L) (pCi/L} (PPM)
Effluent
B Plant Ave? 9. T5E+00 <6.16E+01 niP Nat <6.55E+01 i <1.07TE+02 HN
{BCE}
Well
Maxd 2.90E+00 1.21E+01 1.34E+03 6.83E+00 7.21E+01 9,86E+00
298-E34-01 AVG 2.30E+00 9.50E+00 7.84E402 1.80E+00 NN 2.56E+00 3.90E-01 RN NN
MINE 1.40E+Q0 7.60E+00 2.54E+02  -1.08E+01 -5,78E+01  ~6.04E+00
L Average.

b Analysls not necessary {(as determined from inventory, effluent history, or gross alpha/beta analyses).
¢ Not available.

Maximam.

Minimum.

T o

GE10-dH-OHM
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Figure 11. Location Map for Selected Liquid Waste Disposal Sites
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Table 7. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the 216-U-14

Ditch in 1987.
Alpha Beta Tritium 80Co 905y 166 Ru 137QCs Uranium Nitrate
{pCi/L) {pCi/L) (pCi/L) (pCi/L) (pCi/L) (pCi/L) {pCi/L} (ug/L) {PPB)
Effluent
U0z AvVGR <B.TTE+00  <7.12E+01 Nnb Ha© <1.09E+00 BN <3.52E+Q0 6.64E+00 6.00E-01
Plant
Well

Maxd 1.99E401 1.89E+01 .08E+02 5.63E+00
293-W19-21 AVG 1.70E+01 1.15E+01 .21E+02 1,09E+00

3 .T0E-01 7.28E401  6.69E+00  2.69E+01  3.02E+03
1
MIN® 1,18E+01 7.70E+00 -9.66E+01 -4,B1E+00
z
1
1

.10E-01 2.62E+01 2.08E+00 2.22E+01 2.40E+03
.00E-02 ~2,82E+00 -2.33E+00 1.21E+01 1.26E+03

MAX 1.04E+01 1.82E+01
289-W19-27 AVG 9.10E+00 1.57E+01

.23E+02 2.13E+00 .00E+00  ~-4.78E+01 -1.33E+00 1, 20E+01 3.17E+03
MIN 8.50E+00 1.16E+01

4
3
2
.41E+02 5,358E+00 4.7T0E-01 5.38E+01 4.70E+00 1.30E+01 3.86E+03
¢
.51E+01  -8.1BE+00 -2.90E-01% -2.00E+02 -1,.40E+01 1.08E+01 Z2.50E+03

a Average, R

b Analysis not necessary (as determined from inveniory, effluent history, or gross aipha/beta analyses}.
¢ Not avallable.

¢ Maximum.

¢ Minimum.

2810-dE-DHM
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Table 8. Active Cribs in CY 1987.

Crib Description of waste
216-A-8 241-A, AX, AY Tank Farms Steam coil condensate (A8}
218-A-10, 216-A-45a PUREX process condensate (PDD)
216-A-30, 216-A-37-2 | PUREX steam condensate (SCD)
216-A-36B PUREX ammeonia scrubber waste (ASD)
216-A-37-1 242-A evaporator process condensate (AFPC)
216-B-55 B Plant steam condensate (BCS)
216-B-62 B Plant process condensate (BCP)
216-S-25 Effluent from ion exchange column, 242-S evaporator
216-S-26 Waste water from 222-S Laboratory
216-U-12 UOg Plant process condensate (U-12)
216-W-LWC Laundry waste water (LWC)
216-Z-20 Waste water from 231-Z and 234-5Z (231-Z and 2904-ZA)

2216-A-10 deactivated and 216-A-45 activated March 1987,

Wells 299-E25-06 and 269-E25-09 monitor
this crib (see Figure A-3). Average
concentrations of all monitored constituents are
below the DCG and ACL. The concentrations
determined in 1987 (Table 9) were similar to the
results for 1986.

Long-term concentration histories for the
monitoring wells at the 216-A-8 Crib are shown
in Appendix D. Total beta, tritium, and nitrate
concentrations determined for 1987 are in good
general agreement with the decreasing long-
term trend.

3.2.2 218-A-10 Crib

The 216-A-10 Crib received only 1.71 E +06
gal (6.47 E+06 L) of effluent in January 1987
before being deactivated and replaced by the
216-A-45 Crib (see Section 3.2.6). Disposal of
80Sr to the erib during the 1960s created a plume
that was migrating toward the ground water in
the unsaturated zone beneath the crib. After
sporadic use in the 1970s, the crib was
reactivated in 1981, receiving acidic PUREX

PSTA8-3241.4

process condensate (PDD) waste. In 1983,
breakthrough to the ground water for the 20Sr
plume was estimated to occur in 3 to 8 yr. The
216-A-45 Crib was built as a replacement
disposal facility and was activated in March
1987.

The ground water beneath this crib is
monitored by wells 209-E17-01 and 299-E24-02
(see Figure A-4). Average concentrations of
constituents monitored in these wells are listed
in Table 10. While tritium concentrations
exceed the DCG (which are applicable at the
point of actual exposure to the public), the
radiological parameters of 20Sr, 137Cs, 60Co, and
108Ru are below the DCG and the ACL.
Concentrations of tritium and nitrate have
increased slightly during 1987 as depicted in
Figures 13 and 14, which reflect the operation of
PUREX. The increase in tritium was predicted
in DOE (1983). Tritium in the ground water at
levels above the DCG is centered beneath the

. 216-A-10 Crib but encompasses the active

3-18

216-A-36B and 216-A-45 Cribs and the inactive
218-A-5 Crib (see Figure 10).
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Table 9. Concentrations of Radiological Constituents and Nitrate in Ground Water Near the 216-A-8 Crib in 1987.

Well no. Alpha Beta Tritium B0Co 8058y 106 Ru 137Cs Uranium
{pCi/L) (pCi/L) (pCisL} (pCi/L} {pCis/L) (pCi/L) {pCi/L} (pCi/L)

Mﬂxg 1.60E+00 8. T0E+00 3.39E+04 4,.21E+00 3.30E-01 4.51E+01 5.56E+00 d
299-E25~06 AVG 1.10E+00 4.T0E+00 1.10E+04 6.00E-02 1.10E-01 1, 70E+01 4.22E+00 RR
- HINC 2.00E-01 1.10E+00 4.3BE+03  -3.54E+00 -1.808-01 ~-2.24E+01 2.66E+00

(<5}

[}

:3 MAX 1.60E+400 6.40E+00 4,32E+03 7.50F+00 7.00E-01 3.53E+01 8.95E+00
298-E25-G9 AVG 7.008-01 5,00E+00 3.36E+03 3:07E+00 3.60E-01 -7.97E+00 2.14E+00 NN

MIN 1.00E-01 4.10E+00 2,36E+03 -1.52E+00 3.00E-02 -8.21E+01 -2.56E+00

L28E+00
. 25E+00
.H3E+00

.hOE+00
L94E+00
. 34E+00

e o o e e Bk Sk e A s e ko e e ek ok i A i A T o o e A 0 0 o o Y T T Y = T Y e T T Y T T Y Y Y —__n -

2 Maximum.

b Average.

¢ Minimum.

4 Analysis not necessary (as determined from inventory, effluent history, or gross alpha/beta analyses).

IR
i3

e810-dI-DHM
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Table 10. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the
216-A-10 Crib in 1987.
""""""""""""""""""""""""""""""""""" Teitium  €9Co %08y 106Ra  181Cs  Urantum  Nitrate
(pCi/sL)

Alpha

205y

106 Ry
{pCi/L)

137Cs
(pLi/sL)

Uranium
(pCisLY

PUREX AvG?
(PDD)
MAXE
299-~E17-01 AVG
MIN
MAX
209-E24-02 AVG
mInd

2 Avarage.
b Not available.
¢ Maximum.
2 Minimum.
-4

Analysis not necessary (as determined from inventory,

3.40E+00
2.70E+00
1.40E+00

6.50E+00
6.00E+00
3.90E+00

3.29E+01
2.81E+01
2.37TE+01

Z.11E+01
1.79E+01
1,41E+01

. 2TE+08
.02E+08
. B4E+06

.85E+06
.19E+06
.B3E+06

9. 72E+00
2.7T9E+00
~3.75E+00

5.05E+00
-3.07E+00
-8.58E+00

6. 84E+00
6.43E+00
5.91E+00

3.34E400
2. 40E+00
1.42E+00

6.25E+01
4.80E+00
~3.25E+01

1.10E+02
3.39E+01
§5.91E+00

6.42E+00
1.29E+00
~5,98E+00

3.33E+00
-3.35E+00
-8.66E+00

effluent history, or gross alpha/beta analyses).

4,17E+02
3.52E+02
2.46E+02

2.04E+02
1.76E+02
1.49E+02

2510-dd-0HM
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Figure 13. Tritium Concentration History for Well 299-£17-01 at the 216-A-10 Crib.
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Figure 14. Nitrate Concentration History for Well 299-E17-01 at the 216-A-10 Crib.
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Long-term concentration histories for the
wells and effluent at the 216-A-10 Cribare
shown in Appendix D. Concentrations of tritium
and nitrate in the ground water, though higher
than in 1986, began leveling off in 1987 because
no significant discharge was sent to the crib
in 1987.

3.2.3 218-A-30 Crib and 216-A-37-2 Crib

The 216-A-30 Crib and 216-A-37-2 Crib,
both located just east of the 200 East Area (see
Figure 10), receive steam condensate (SCD)
waste from PUREX. The 216-A-30Crib has
been in continuous operation since 1961, with
the exception of 1974 and 1975. The 216-A-37-2
Crib began operation in 1984 with the restart of
PUREX. The SCD waste stream discharged
1.56 E+08 gal (5.93 E + 08 L) to these cribs
during 1987. About 1.05 E+08 gal
{(3.97 E+08 L) of the effluent went to the
216-A-30 Crib, with the remainder of the
effluent, 5.17 B+ 07 gal, (1.96 E +-08 L) going to
the 216-A-37-2 Crib.

* The 216-A-30 Crib is monitored by wells
299-E16-02 and 299-E25-11 (see Figure A-6).
The 216-A-37-2 Crib is monitored by four wells,
299-E25-21 through 299-E25-24 (Figure A-9).
Monitoring results for 1987 are listed in
Table 11. A comparison with results from the
previous year reveals an increasing tritium
concentration trend in well 299-E25-11
(Figure 15) accompanied by slight increases in
total beta and nitrate. The tritium in this well
remains below the DCG. Since tritium
discharge to the 216-A-30 Crib is minimal, the
increases are attributed to movement of tritium
discharged to the nearby 216-A-37-1 Cribin
1985 and 1986, All other values remain
essentially unchanged and all constituents are
below the DCG and ACL.

The long-term concentration histories for
wellg 209-F16-02 and 299-E25-11 are shown in
Figures D-7 and D-8 of Appendix D.
Concentrations for 1987 are observed to fall
within established trends.

3.2.4 216-A-36B Crib

Ammonia serubber waste (ASD) discharged
from PUREX is received by the 216-A-36B Crib
{see Figure 12), which is located just south of the
PUREX Plant. This disposal facility was active
from 1966 to 1972 and was activated againin
1982. The crib was removed from service in
August 1987 when it was confirmed that the
waste stream contained reportable quantities of
ammonium hydroxide. The ASD stream is being
routed to Tank Farms until suitable ammonium
treatment equipment can be installed.

Following shutdown of the crib, a study
(Buelt et al. 1988, WHC 1988) was conducted to
evaluate the environmental impact of the ~
ammonium hydroxide discharges. Although no
affect on the radionuclide constituents, which
are the topie of this report, is indicated, the
investigation predicted that the primary impact
to the ground water may be from an increase in
nitrate. This oceurs because studies showed that
ammonium hydroxide may be converted to
nitrate and nitrite by biological activity in the
soil. Modeling showed nitrate increases of more
than 300 ppm occurring at a distance of 2 km

“from the crib due to past ammorium discharges,

3-21

most of which occurred since the 1984 start up of
PUREX. Actual menitoring data do not confirm
the predictions at this time.

Wells 209-E17-05 and 299-E17-09 monitor
the 216-A-36B Crib (see Figure A-7). Data for
1987 are presented in Table 12. The average
tritium concentrations in both wells exceed the
DCG (which are applicable at the point of actual
exposure to the public) but all other constituents
are below the DCG and the internal ACL. The
tritium concentration in well 299-E17-05 has
increased over 1986 (Figure 16) but appears to
be leveling off, while the concentration in well
299-E17-09 has begun to decrease slightly.
Simultaneous increases in total beta, 106Ru, and
nitrate were observed in August 1987 in well
299-117-05 and also in well 299-E24-12, which
monitors the nearby inactive 216-A-21 Crib,
The concentrations of these constituents peaked
in September 1987 and have steadily declined
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Table 11, Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the

Alpha
(pCi/L)

Beta
(pCi/L}

21 2

Doas8a07

216-A-30 Crib and 216-A-37-2 Crib in 1987.

Tritium
{(pCi/L)

8000
(eCi/sL)

905y
{pCi/L)

1068 Ry
(pCi/LY

137Cs
(pCi/L)

Uranium
(pCi/L)

Nitrate

(PPM)

299-E16-02 AVG

299-E25-11 AVG

2.30E+00
1.50E+00
9.00E-01

1.80E+00
1,10E+00
5.00E-01

1.81E+01
1.29E+01
9.80E+00

1.50E+01
1.11E+01
8.80E+00

8.45E+03
4.46E+03
1.681E+03

8,02E+05
4.21E+05
2.93E+05

8.51E+00
5.00E~02
-8.12E+00

8.54E+00
~2.70E-01
-1.12E+01

6.20E-01
1.90E-01
~2.30E-01

2.61E+00
7.60E-01
2.00E-02

5.06E+01
-1.40E~01
-6.07E+01

5,11E+01
-~8.38E+0Q0
~&.88E+01

8.21E+00
~-7.80E-01
-1.10E+01

8. 99E+00
-3.20E-01
-1.31E+01

7.02E+00
3.87E+0D
1.3BE+0Q

5.50E+01
3.B80E+01
2.80E+01

e T T T T 1 1 40 4 B o i L Y T o L bk ok o ke o e ke o kB A T o i B A0 s o oo e e

299-E25-21 AVG
299-E25-22 AVG
299-E2b-23 AVG

299-E25-24 AVG

2.30E+00
1.60E+00
9.00E-01

1.50E+00
1.00E+00
6.00E-01

1.50E+00
1.00E+00
7.00E-01

1.30E+00
1.00E+00
7.00E-01

1,47E+01
1.12E+01
9.00E+0D

1.09E+01
6.2Q0E+00
3.50E+00

1.89E+01
1.49E+01
1.32E+01

2.22E+01
1.50E+01
8.10E+00

§,09E+03
4.72E+03
2.45E+03

1.34E+04
6.94E+03
4.67E+03

1.58E+03
_6.08E+02
-1.71E+02

3.1BE+03
1.06E+03
4.80E+02

9.B4E+00
1.84E+00
-9, 12E+00

9., 74E+00
-2.06E+00Q
~1.02E+01

4.05E+00
-6,30E-01
-6.42E+00

1.12E+01
3.66E+00
-4.29E+00

9.60E-01
2.90E-01
~}.60E-01

8.40E-01
4.00E-01}
3.00E-02

1.50E-01
1.00E-02
~1.40E-01

2.80E-01
1.50E-01
3.00E-02

5.07E+01
~1.22E+01
-9.40E+01

6.99E+01
=1.86E+00
=1.44E+02

9.55E+01
3,38E+01
2.83E+00

89.04E+01
1.62E+01
~4.08E+01

5.55E+00
-1.00E+00
-1.09E+01

1.02E+01
1.29E+00
-1.12E+01

8.48E+00
1.B1E+00
=-4.48E+00

1.07E+01
~2.80E-01
-7.89E+00

NH

NN

1.24E+01
9.01E+00
5. 72E+00

7.04E+Q0
5. 27E+00
4. 30E+00

4.03E+00
2.86E+00
2.30E+00

5. 30E+00
3. 14E+00
2, 60E+00

Avarage.
Not available.

Maximum.
Hinimum,

a
b
: Analysis not necessary (as determined from inventory, effluant history. or gross alpha/beta analyses).
e

6S10-dd-OHM
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Figure 15. Tritium Concentration History for Well 209-E25-11 at the 216-A-30 Crib.
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Table 12. Concentrations of Radiclogical Constituents and Nitrate for the Efftuent and for Ground Water Near the
216-A-36B Crib in 1987.

___..__-_...._....-..___-..___—_.....__.....____-__...—..__-.........._.._,__—-_........-_........-_...__..--_-._.._____.,.._,......______,_..,___-____-_.._,......_.......__.__,.,___..._____.

Alpha Beta Tritium 8000 S¢Sy L08Ry 137Cs Uranium Nitrate
{pCi/L) {pCi/L)} {pCisL) (pCi/L) (pCi/LY (pCisl) (pCi/L} {pCisL} (PPH)
Effluent.
PUREX AvGR <9.01E+0 2.71E+04 1.41E+086 nab 8.68E+02 1,48E+04 3.31E+03 NN <5 DOE~-01
(ASD)
Hell
Maxd 8.90E+00 7.24E+02 5.39E+06 6.22E+01 6. 78E+00 5.57E+02 7.94E+00 7.27E+Q0D 2.76E+02
289-E17-05 AVG 8.80E+00 2.09E+02 4.32E+08 1.63E+01 3.78E+00 1.08E+02 3.80E-01 5.64E+00 1.40E+02
MINE 5. 80E+00 5.268E+01 3.83E+06 -9.11E+00 2.52E+00 -5.43E+01 -5.98E+Q0 4.01E+00 7.52E+01
MAX 4.20E+00 3.40E+01 6.29E+06 5.61E+00 3.43E400 1.12E+02 8.55E+00 2.99E+00 1.70E+02
298-E17-09 AVG 3.10E+00 2.35E+01 5.10E+058  -1.40E+0G 3.19E+00 2.01E+01 -1.11E+00 2.44E+00 1.39E+02
MIN 2.10E+00 1.42E+01 3.61E+08 -1,07E+01 2. T5E+00 -5.42E+01 ~1.58E+01 1.90E+00 1.14E+02

& Average.

¥ Not available, . B

¢ Analysis not necessary (as determined from inventory, effluent history, or gross alpha/beta analyses).
4 Maximum.

¢ Minlimum.

CE10-dE-OHM
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Figure 16. Tritium Concentration History for Well 209-E17-05 at the 216-A-36B Crib.
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sinece, with December 1987 values only slightly
higher than concentrations observed before the
increases. The total beta concentration history
graph for well 299-E17-05 (Figure 17) is typical
of the type of pattern observed in the other two
constituents and at the other well. The origin of
this contamination spike is believed to be the
216-A-36B Crib because 106Ru is a significant
component of the ASD stream. Except for
tritium, none of the monitored constituents
exceed the DCGor ACL.

The long-term concentration histories for
the two monitoring wells and the effluent
stream at the 216-A-36B Crib are shown in
Appendix D. The influence of the contamination
spike at well 299-E17-05 is seen in the higher
total beta average. Tritium results arein
general agreement with previous results.

3.2.5 216-A-37-1 Crib

Process condensate from the 242-A
Evaporator (AFPC) is disposed to the 218-A-37-1
Crib after retention and monitoring in the
concrete 207-A Retention Basin. Theceribis
located outside the 200 East Area, just east of
the evaporator (see Figure 10). The waste
stream has been active since 1977, and in 1987 a
total of 6.46 E + 06 gal (2.4 E+07 L) of effluent
was disposed to the erib, ™

The crib is monitored by four wells,
299-E25-17 through 299-E25-20 (Figure A-8).
The monitoring results for 1987 are contained in
Table 13. The average tritium concentration in
well 299-E25-19 was above the DCG (which is
applicable at the point of actual exposure to the
public) during 1987 after peaking in March at
6.83 E + 06 pCi/L {Figure 18). Smaller tritium
increases during the early part of 1987, followed
by returns to 1986 levels later in the year, were
observed in the three other monitoring wells at
the erib. The tritium increase in well
299-E25-19 was accompanied by a similar
response in total beta coneentration (Figure 19).
Except for tritium in well 298-E25-19, all other
results were below DCG and ACL during 1987.

3-26

Long-term concentration histories for the
effluent and ground water are shown in
Appendix D. Increases in tritium concentrations
in the ground water are apparent and may
reflect the higher levels of tritium seen in the
effluent stream.

3.2.6 216-A-45Crib

The 216-A-45 Crib was constructed in 1986
to replace the 216-A-10 Crib (see Section 3.2.2).
The crib is located south of the PUREX plant
close to the 216-A-10 and 216-A-36B Cribs (see
Figure 10). The PDD waste line was diverted
from the 216-A-10 Crib and tied into the
216-A-45 Crib in March 1987. During the
remainder of the year, the erib received
1.18 E+07 gal (4.48 E + 07 L) of effluent.

Two ground water wells, 299-E17-12 and
299-E17-13 (see Figure A-10), were drilled to
monitor the crib. Baseline monitoring data were
collected from mid-1986 until the crib began
receiving effluent. Table 14 lists the average
radionuclide concentrations in the two wells
during 1987, The average tritium concentration
in well 299-E17-13 exceeded the DCG
(applicable at the point of actual exposure to the
publie), but all other resuits are below
guidelines. The tritium contamination was
present prior to-crib startup and can be
attributed to past disposal to the nearby
216-A-10 Crib, No changes in concentration
that can be directly attributed to the startup of
216-A-45 have been observed in the data.

Long-term concentration history graphs are
not appropriate for this crib.

3.2.7 216-B-55 Crib

The 216-B-55 Crib is located west of B Plant
in the northwestern part of 200 East Area (see
Figure 10). Steam condensate waste (BCS) from
B Plant was disposed of to the crib between 1967
and 1988. No effluent was discharged to the erib
in 1987, although the crib remains on active
status.
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Figure 17. Total Beta Concentration History for Well 299-E17-05 at the 216-A-36B Crib.
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Table 13. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the

Alpha
(pCi/L)

Beta
{pCisL)

216-A-37-1 Crib in 1987.
"""""""""""""""""""""""""""""""""""" Tritivm
(pC?/L)

[4

80 Co
(pCi/L)

Effluent

908y
(pCi/L)

i

108Ry
(pCi/IN

137Csg
{pCi/LY

Uranium
(plisLy

Nitrate
{PPHY

242-4 AVER
(AFPC)

HAxd

299-E25-17 AVG

MIN®

] MAX

299-E25-18 AVG

MIN

MAX

299-E25-19 AVG

MIN

MAX

209-R26-20 AVG

MIR

1.80E+00
1.10E+00
1.00E~-01

1, 80E+00
1.30E+00
1.00E+00

1.TOE+00
1.10E+00
4,00E-01

2.40E+00
1.80E+00
1.20E+00

1,78E+01
1.03E+01
6.30E+00

1.17E+01
7.50E+00
4,40E+00

1.18E+02
5.44E+01
g.30E+00

1,78E+01
1,37E+01
9.20E+00

L
3.
. T9E+05

1

to M [ R )

8.
8.
2.

02E+05
64E+05

.12E108
.T1E+05
.70E+04

. B3E+08
L97E+08
4.

23E+05

58E+05
OBE+08
86E+05

-1, 70E+00
~6.45E+00
~1.50E+01

7.93E+00
-7.90E-01
-1.17E+01

6.09E+00
1.77TE+00
-~3.56E+00

5.61E+00
6.20E-01
-5.35E+00D

1.22E+00
5.80E-01
-2.30E-01

2.34E+00
6.70E-01
5.00E-02

4,10E-01
-4.00E~-02
~6,30E-01

1.680E-01
7. 00E-02
-1.30E-01

3.98E+01
-2.95E+00
=3.11E+01

5.38E+01
1,25E+01
~5.34E+01

1.46E+01
-4.00E+01
-1.23E+02

B.B7E+01
3.71R+01
1.41E+01

5.00E+00
2.17E+00
-6, T0E-01

8.33E+00
1.27E+00
-7,.03E+00

6.818+00
4.13E+00
3.20E-01

8.55E+00
3.66E+00
-6.706E-01

HH

NN

2.
1.
7.

2.
.83E+01
.S5E+00

bt =BG o e DO o=

65E+0]
64E+01
T5E+0Q0

67E+01

5TE+02
L BTE+02
. 27E+01

. 29E+02
CTORHOR
LJIZEHDZ

Avearage.
Hot availablae,

Maximum.
Minimum.

]
b
c Analysis not necessary {as determined from inventory,
a
&

effluent history. or gross alpha/beta analyses).

2810~ dT-DHM
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| Figure 18. Tritium Concentration History for Well 299-E25-19 at the 216-A-37-1 Crib.
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Table 14. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the

Hitrate
{PFPM)

e o ekt Ty = T T T ot o o ko o e e e b e AL R 8 A e L 4 T o o e o . o e o e et s e e ks e B Ak R A R R S T T T o T o o o s o e e

108 Ru
{pCi/L)

137C0s
(pCi/L)

Uranium
{(pCi/i)

Alpha Bata
(pCi/L) (pCi/L)
PUREX AVE? 5.B8BE+02 5.71E+02
(PDD)
Maxe 4, 90E+00 4.5BE+01
209-E17-12 AVG 3. TOE+00 2.57E+01
Mind 1.80E+00  1.48E+01
MAX 7.70E+00 3.B9E+01
299-E17-13 AVG 5.40E+00 2. 43E+01
MIN 3.10E+00 1.07E+01

& Average.
b Not available.
¢ Maximum,
4 Minimum.

218-A-45 Cribin 1987.
Tritium 88Co _903r
(pCi/L) (pCi/L) (pCi/L)

Effluent
3.38E+07 Hab <9, 8B6E+01
Hell
3.09E+06  8.55E+00 6.10E-01
1.66E+06 -7.00E-02 6.00E~-02
2.54E+05 ~9.01E+00  -2.10E-01
3.83E+08  B.41E+00 7.40E-01
2,37E406  1.34E+00 3, 90E-01
1.14E+08 -1.12E+01 1.00E-D1

Froe

8.28E+01
2.B4E+01
~2.67E+01

5.91E+01
-2.21E+01
-1.11E+02

7.18E+00
-8.00E-01
-1.93E+01

§.13E+00
9.00E-02
=-6.33E+00

4.01E+00
2.98E+00
1. 70E+00

5.64E+00
4.07E+00
3.06E+00

J1TE+O2
.28E+01
.42E+01

.51E+02
.11E+01
.35E+01

2810-dH-OHM
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Wells 299-E28-12 and 299-F28-13 monitor
this erib (Figure A-13), Concentrations of all
radionuclides are observed to be below the DCG
and ACL. Results of the monitoring for 1987 are
listed in Table 15 and are typical for this crib as
illustrated in the long-term concentration
history graphs shown in Appendix D.

3.2.8 216-B-62 Crib

Process condensate from B Plant (BCP) has
been routed to the 216-B-62 Crib, which is
located northwest of B Plant (see Figure 10),
since 1973, though in 1987 no effluent was
discharged to the erib.

Wells 299-E28-18 and 299-E28-21
(Figure A-14) provide monitoring capability for
this crib. Table 16 summarizes the data
obtained during 1987. This crib has had
elevated uranium concentrations in the ground
water for several years (Law et al. 1987). The
conc¢entrations of uranium have been declining
and are below the DCG but still above the
Westinghouse Hanford internal ACL, Should
the decline continue at the present rate, the
uranium concentrations in both wells will drop
balow the ACL by the end of 1988. Isotopic
uranium results, which can be directly compared
with established ACL, are listed in Table B-3 of
Appendix B, Resultsof an gvaluation indicated
that the uranium was not from the 216-B-62
Crib, but most likely originated from the
inactive 216-B-12 Crib, located several hundred
feet to the south.

Long-term concentration history graphs for
this erib, shown in Appendix D, indicate that
1987 concentrations are congistent with
previous data.

3.2.9 216-8-25 Crib
The 216-5-25 Crib is located just outside the

200 West Area fenice and south of the
deactivated 216-U-10 Pond (see Figure 11). The

crib received process condensate from the

242-8 Evaporator from 1973 to 1980, and in 1985
was activated for a 6-mo period to receive
effluent from the ion-exchange column in the
evaporator that treated ground water pumped
from the vicinity of the 216-U-1/2 Crib. No
effluent was discharged to the 216-S-25 Cribin
1986 or 1987, but the facility remains on active
status.

The crib is monitored by three wells,
299-W23-09 through 299-W23-11 (Figure A-16).
Table 17 is a summary of the results from
monitoring in 1987. Although all radionuclides
are below the DCG and ACL, concentrations of
uranium are increasing slightly in all three
wells while tritium and nitrate rose sharply
toward the end of 1986 but have leveled off
during 1987. Increases in uranium and nitrate
can be attributed to operation of the ion-
exchange column in 1985 or to movement of
contamination from U-Pond, but a source for
tritium has not been identified.

3.2.10 216-8-26 Crib

The 216-S-26 Crib receives steam
condensate and sink waste from the
222-3 Laboratory. The crib is located south of
the 222-8 Laboratory just outside the 200 West
Area perimeter fence (Figure 10). Operation of
the crib commehced in 1984 as a replacement for
the 216-S-19 Pond. During 1987, the crib
received 9.08 E+06 gal (3.44 E+ 07 L) of
effluent.

The erib is monitored by well 299-W27-01
(Figure A-17). Average concentrations of
radionuclides in the ground water near the crib
(Table 18) are below the DCG and the ACL.

3.2.11 216-U-12 Crib
The UO3 Plant in 200 West Area supports

the operation of PUREX. The process
condensate effluent stream (¥J-12) from this

3-32
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Table 15. Concentrations of Radiological Constituents and Nitrate for Ground Water Near the 216-B-55 Crib in 1987.

_______ - e 41 AR o A 77 = = P T £ A = o e T o o =B s o o kb R T e o 0 R e A e T ke 8 T = 79 Y 4 a0 (ot ey B P o

Hell no. Alpha Bata Tritium 80Co 305y 1080y 137Cs Uranium Nitrate

{pCi/L) (pCi/L} (pCisL) (pCi/L) {pCisL) _(pCi/L) (pCL/L) {pCi/L) (PPM)
MAKE 2.04E+01 4.01E+05 6.09E+00 d 4. 87E+01 7.18E+00

299-E28-12 AVGb HE 1.54E401 1.46E+05 -1.00E+00 3433 ~2.55E+00 1.40E-01 NN N
MIKC 9.40E+00 T.02E+04 ~-1.64E+01 -3.85E+01 ~-6.89E+00
HAX 9. 50E+Q0 8.98E+03 4.518+00 4,65E+01 5.98E+00

299-E28-13 AVG RN 8. 20E+00 6.70E+03 1.91E4+00 HN -3.11E+00 2.80E400 NN NN
MIN 7.00E+00 5.30E+03 1.0LE+GO ~5,35E+01 ~1.58E+00

ot i = £k i e o e e B e e e e e o A i T e ok R A B T e iy 0 o o b o ok e o . g R e o et T 4 it ol e e B M e Bkt i o iy o P B e . o Y o e -

2 Maximum.
b Average.
¢ Minimom.
4 Analysis not necessary (as determined from inventory, effluent history, or gross alpha/beta analyses).

8GT0-dE-OHM
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Table 18, Concentrations of Radiological Constituents and Nitrate for Ground Water Near the 216-B-62 Crib in 1987.

Well no. Alpha Beta Tritium 6¢Co soSp 106 Rn 137(s Uraniun Nitrata
(pC1/L) {(pCi/L) {pCi/L) {pCi/L) (pCi/L) (pCi/L) (pCi/L) (pCi/sL) (BFM)
Max2 9.41E+01 2.868E+01 1.19E+04 7.01E+00 9.40E-01 4.3BE+01 5.67TE+00 8.22E+01 7.338+01
299-E28-18 AVGb 5.51E+01 1.91E+01 7.98E+03 2.40E+00 3.80E-01 ~-3.87E+00 -3.10E-01 4. 9BE+0} 5.13E+01
. MINC 3.66E+01 1.4G6E+01 5.13E+03 -9.13E+00 5.00E-02 -4.03E+01 -1.87E+01 3.48E+01 3.81E+01
HAX 5,567E+01 1.95E4+01 9,59E+03 9, T3E+00 1.19E+00 6.88E+01 T.18E+00 5.38E+01 4.4TE+01
299-E28-21 AVG 4.54E+01 1.54E+01 6.85E+03 3.04E+00 5.10E-01 -3.60E+00 7.30E-01 4.34E+01 4.04E+01
MIN 3.05E+01 1.03E+01 4.80E+03 ~7.96E+00 1.10E-01 ~-§.34E+01 -1.07E+0) 3.00E+01 3.07E+01
& Maximum.
b Average.
¢ Minimum. i

P

G510-dU-OHM
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Table 17. Concentrations of Radiological Constituents and Nitrate in Ground Water Near the 216-58-25 Crib in 1987.

 n e o ok ok AR - = T P o - o b ) o o ke B ok o ey T e T B = T it i o w0 o A ot o o b od e e e o o e b kL b e e e e b -

Hell no. Alpha
(pCi/L)

Beta
(pCi/L)

Tr&tium
{(pCi/L)

80Cg 0S¢ 108Ry 1370s
{pCi/L) (pCisL) (pCi/L) (pCi/L)

Uranium
(pCi/L}

o e o e e = A e i e v e o e e e e o A A T e = T T n A T A S o ko e i o e ek e e e e Bk ke e R SR e i e R R

Max2 4.B4E+01

299-W23-09 Avagb 2. 713E+01
‘ MINC 1.43E+01

HAX 4.47E+01

299-W23-10 AVG 3.62E+01
MIN 2,428+01

MAX 4.26E+01

299-¥W23-11 AVG 2.16E+01

HMIN 1,.79E+01

2. 24E+01
1. 268E+01
8. TOE+00
3.40E+01
2
1

.D5E+01
.32E+01

:1.99E+D1

1.11E+01
7.00E+00

1.55E+06
1.29E+086
T.76E+05

1.02E+06
7.01E+05
3.08E+05

8.51E+04
2.12E+04
1.00E+03

6.11E+00 4.80E-01 4.65E+01 8.82E+00
1. 44E+00 2.40E-01 3.10E-01 1.67E+00
-6.83E+00 -2.30E-01 ~6.65E+01 =-1.28E+01

5.058E+00 8.00E-01 5,33E+01 6.39E+00
2.40E-01 1.70E-01 1.01E+01 7.70E-01
-6.40E+0¢  ~2.40E-01 ~3.87E+01 -6.B4E+00

1.41E+00 d 4.80E+01 1.71E+00
-3. 30E+00 NN -3, 28E+01 -3.80E-01
~1.0iE+01 -1.15E402  ~2.57E+0D

4.97TE+01
2.70E+01
1.83E+01

4.6BE+0
3.47E+01
2.70E+01

2.15E+01
1.50R+01
1.26E+01

4.09E+02
2,10E+02
7.7T1E+01

2,28E+02
1.93E+02
1.3BE+02

2.15Ev00
2, h55+00
2.508+00

e b e o A B v Ak Ak = 1 T = = e T ¥ = e 2 o o o T e Bk Tt ) PP ki T ey A o S o o e o g e 4 oy e ke R e e N A8 2 A L A

Maximum.
Average.
Minimam.

Analysis not necessary (as determined from inwpntory,

1

effluent history, or gross alpha/beta analyses).

2510-dH-OHM
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Table 18. Concentrations of Radiologicai Constituents and Nitrate for the Effluent and for Ground Water Near the

216-5-26 Crib in 1987.
Alpha Beta Tritium 80Ca 8035y 108Rn 137(s Uranium Nitrate
{pCi/L) {pCi/L {pCi/L) (pCi/L) (pCi/L) (pCi/L) {pCi/L) {pCi/L) (PFM)
: Effluent
222-8 AVGA <2.54E+00 <1.52E+01 NNb NAC <B.8BE+00 NN <3.28E+01 NN 1.J0E+0Q
Laboratory-
Well
paxd 1.03E+01 1.02E+01 1.45E+04 1,22E+01 7.30E-01 1.02E+02 5.51E+00 6.31E+00 1.1BE+02
298-¥W27-01 AVG 7.40E+00D 7.50E+00 5.7T8E+03 3. 24E+00 2.T0E-01 3.20E+01 4 _30E+00 5.16E+00 1.05E+02
MIN® 5.30E+00 5. T0E+00 1.08E+02 -2.84E+00 ~-3.70E~01 -1.08E+01 1. 28E+00 4.0TE+00 7.682E+01
2 Average.

b Analysls not necessary (as determined from inventory, effluant history, or gross alpha/beta analyses).
Hot avallabla.

c
d
e

Maximun.
Minimum.

e510-dd-O0HM
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plant is discharged to the 216-U-12 Crib {see
Figure 11). This crib will be replaced by the
newly constructed 216-U-17 Crib (see

Section 3.2.12). The volume of effluent in 1987
was 1,69 E+05 gal (6.40 E+05 L}.

The monitoring well for this crib is
299-W22-22 (Figure A-21), Average
concentrations of radionuclides in this well
(Table 19) are below the DCQ and the ACL.
These concentrations are similar to those
reported in 1986.

Long-term concentration history for the
monitoring well at this crib, shown in
Appendix D, provides a comparison with
previous operation of the crib.

3.2.12 216-U-17 Crib

Construction of the 216-U-17 Crib was
completed in 1987 as a replacement for the
216-U-12 Crib (see Section 3.2.11), but the crib
did not receive effluent in 1987. The baseline
monitoring that occurred at the crib last year is
reported here for informational purposes.

Baseline data for the 216-1J-17 Crib are
collected from six wells that surround the
facility (Figure A-23). Two wells, 299-W19-19
and 299-W19-20, were originally planned for
ground-water monitoring; however, after
elevated uranium readings were found during
initial sampling, four more wells, 299-W19-23
through 299-W19-26, were constructed in
May 1987. The 1987 baseline data summarized
in Table 20 and Table B-3 of Appendix B
indicate that uranium concentrations in all six
wells already exceed the ACL. Since no effluent
had been discharged to the crib the
contamination must originate from some other
facility. An investigation designed to
characterize the extent and identify the source of

3-37

the contamination beneath 216-U-17 Crib is
planned for FY 1983,

3.2.13 216-W-LWC Crib

Liquid wastes from the laundry building are
directed to the 216-W-LWC Crib in 200 West
Area (see Figure 11). This erib was placed into
operation in 1981, and during 1287 received
1.60 E+07 gal (6.08 E+07 L) of effluent. Partof
the crib was excavated in late 1987 to cleanout a
plugged distribution pipe, but discharge to the
crib was uninterrupted.

Well 299-W14-10 (Figure A-24) monitors
this erib. Average concentrations of
radionuclides and the effluent streams are listed
in Table 21, Concentrations were below the
DCG and the ACL and similar to last year,

3.2.14 216-Z-20 Crib

The 216-Z-20 Crib receives effluent (231-Z
and 2804-ZA waste streams) from the 231-Z and
234-5Z Buildings. The crib is located south of
the 234-5Z Building in 200 West'Area (see
Figure 11), and became operational in 1981. In
September 1987, an uncontaminated, :
nonhazardous component of the 2904-ZA stream
amounting to about 25% of the total discharge to
the crib was routed to the 216-Z-21 Basin
hecause poor infiliration into the 216-Z-20 Crib
necessitated a reduction in flow. The total
discharge to the crib amounted to 6.5 E+07 gal
{249 E4+08 L) in 1987.

The 216-2-20 Crib has ground-water
monitoring wells along the length of the crib,
identified as 299-W18-17, 299-W19-18 and
299-W18-20 (Figure A-25). Results of the
analyses for 1987 (Table 22) are all below the
DCG and the ACL and similar to the low values
observed in 1986.
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Table 19. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the

216-U-12Crib in 1987.

Alpha
(pCL/L)

Beta
{pCi/L)

Uranium
(pCi/L)

Nitrate
{PPM)

T L T e T 4 R o e ot e g Sy T T A i L A8 ks e U o e i e e o A T e 4t e T L b o o e e e = ok et 2 T T e e e e 8 e e o

Tritium 86Go 808y 108 Ry 137Qg
(pCl/L) (pCi/L} {pCi/L) (pCisL) {pCi/t)
Effluent
Nb RAE HR NN NN
Hall

Maxd 1.10E+00
299-K22-22 AVG 6.00E-01
HMIN® 1.00E-01

5.10E+00
3.30E+00
~3.00E-01

2.10E+03 7.49E+00 7.80E-01 4.7T7E+0L 1.07E+01
1.88E+03 2.19E+00 2.80E-01 3.39E+00 3.90E-01
1.59E+03 -9.B4E+00 -1.70E-01 —-%.83E+01 =7.94E+00

8,15E-01
4.07E-01
6.79E-02

4.08E+00
2. 04E+00
5.00E-01

Average.

Analysis pot necessary (as determined from

Maximum,

&
b
¢ Not available.
¢
e Minimum.

inventory, effluent hilstory, or gross alpha/beta analyses).

2510-dE-DOHM
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Table 20, Concentrations of Radiological Constituents and Nitrate in Ground Water Near the 216-U-17 Cribin 1987,

e = = - 1 o 40 i o A8 7 e R 1 e e B gk e Ak o e e o B i o ki e iy A i b b e ok e b e e e o e ot R e e R i e B e e e kA e ok AL o T A T o oy e

Alpha
(pCisL)

Beta
(pCi/L)

Tritium
(pCi/L)}

80Co
{pCL/L)

08y
(pCi/L)

108 Ry
(pCi/L)

1370s
{pCi/L)

Uranium
(pCi/L)

Nitrate
{PPM)}

299-W18-19

299-W19-20

299-¥18-23

289-¥19-24

2989-W19-256

299-W1i9-26

5.05E+02
3.86E+02
2.72E+02

3. 44E+02
2.52E+02
1.54E+02

1.T1E+02
1.35E+02
8.57TE+01

5.4BE+02
4,3bE+02
1.8TE+02

2.93E+02
2.45E+02
1.82E+02

1.66E+02
1.30E+02
1.07E+02

5.18E+02
2.84E+02
1.80E+02

1.15E+03
6.35E+02
1.33E+02

3.45E402
2.30E+02
8.57E+01

1.44E+03
9.92E+02
6,26E+02

3.09E+03
1.95E+03
6, 37E+02

3.83E+02
2.11E+02
8.67E+01

3.57E403
1.87E+03
1.139E+03

1.85E+03
1.46E+03
8.18E+02

1.23E+03
1.04E+03
8.47E+02

2.30E+03
1.98E+03
1.78E+03

2.50E+03
1.71E+03
1.47E+03

1.51E+03
1.3BE+03
1%30E+03

6.07E+00
1.7T0E-01
-1.02E+01

1.67E+01
2.50E+00
-3.7T0E+00

3. 47E+00
8.80E-01
~3.51E+00

6.43E+00
2.35E+00
~2.53E+00

1.07E+01
2.60E+00
-3.05E+00

8.08E+00
1.67E+00
1.14E+00

9. 30E-01
4.00E-01
-1.00E-01

6.70E-01
3.30E-01
~1.30K~-01

6.20E+00
9, 80E~01
-7, 40E-01

1.95E+00
1.25E+00
4.00E-01

6.00E-01
2.10E-01
~7.00E-02

6.40E-01
1.70E-01
-3.90E-01

5. 91E+01
1.13E+01
-3.54E+01

8.69E+0L
1.09E+01
-3.33E+01

1.64E+01
-1.18E+01
-6.41E+01

6.47E+01
1.53E+01
~1,42E+01

1.66E+01
-1.72E+00
-6, 89E+D1

1.61E+01
~1.66E+01
~7.09E+01

5.88E+00
1.06E+00
-3.44E+00

6.88E+01
4.04E+00
-8.32E+00

3.58E+00
4.80E-01
~4,2TE+00

3.20E-01
-1.52E+00
-3, 83E+00

8.96E+00
2,31E+00
~3.57E+0D

3.97E+00
3.10E-01
~2.41E+00

5.14E+02
3.7BE+02
2.82E+02

4.698+02
2.87E+02
1.34E+02

1.56E+02
1.40E+02
1.26E+02

5.00E+02
4.35E+02
3.78E+02

2.79E+02
2,.438+02
1.51E+02

1.66E+02
1,23E+02
8.42E+01

1. 50E+403
1.27TE+03
1.10E+03

1.07E+03
8.88E+02
1.01E+02

5,75E+02
4.82E+02
1.0BE+02

1.50E+03
1.32E+03
1.27E+03

7.28E+02
§6.21E+02
1. 49E+02

1.20E+03
T7.95E+02
6. 21E+02

e o ke A e i AL i Y . o Yt T A e - o L RS ok T S e e A o o AL A et R A o T A R i 0 T A L

a Maximum.

b Average.
¢ Minimum.

Fantirr:
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Table 21. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the
216-W-LWC Crib in 1987.

Alpha Bata Tritium 80Co 305y 166 Ru 137(Csg Uranium Nitrate
{(pCi/L) {pCi/L) (pCi/L) (pCi/L) (pCi/L) (pCi/L} (pCi/L) (pCi/L) (PPHM)
Effluent
Laundry AVGR <9.97E+01 <2.82E+03 NRD NAC 1.15E+02 KN 1.897E+02 NN 1.50E+00
(LWC)
Hall
Maxd 7.30E+00 9. TO0E+00 2.41E+03 7.11E+Q0 3.90E-01 4.09E+01 4.Q0E+00 1.03E+02
299-H14-10 AVG 4. Y0E+0D 6.40E+00 1.48E+03 2.00E+0D 1.20E-01 -2.21E+01 ~1.81E+00 NN 8.93E+101
MIN® 1.30E+00 4, 70E+00 2.48E+02  ~5.60E+00 1,00E~-02 -7.85E+01 -9.00E+00 6.42E+01
A Average. i :
b Analysis not necessary {as determined from inventory, effluent history, or gross alpha/beta analyses).
¢ Not available.
4 Maximum,
¢ Minimum,

GS10-dE-DHM
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Table 22. Concentrations of Radiological Constituents and Nitrate for the Effluent and for Ground Water Near the

216-Z-20 Crib in 1987.
Alpha Beta Tritium 8000 805y 108Rn 137Cs Urantium Mitrate
(pCi/L) {pCi/L) (pCi/L) (pCi/L) {pCisL) (pCi/L) {pCi/L) (pCi/L) (PPH)
¥ Effluent
e ——— R ek e m e — e en o] e o e ot o e et e e e e o e e 5 7 e P
234-5 1 AVGR 3.31E+01 <2.11E+01 KRP NAC <1.57E+01 N <3.68K+01 Nt 9.70E-01
(2904~AZ} -
231-2
{231-2)
Wall
. Maxd 1.40E+0Q0 6.10E+00 7.63E+02 7.02E+00 6.12E+01 2.86E+00 8.03E+00
299-W18~-17 AVG 3.00E-01 4.10E+00 3.44E402 1.69E+400 Ni 1.74E+01 -6.00E~-02 NN 5,56E+00
MIN® 2.00E-01 2. 30E+00 8.70E+01 ~-6.31E+00 -2 1BE+(1 -2, 998+00 2.50E+00
MAX 1.40E+09 4.40E+00 2,33E402 8.43E+00 4. 3TE+01 2.145400 3.01E+00
299-W18-18 AVG 6.00E-0} 3. 10E+00 7.77E+01} 2_.00E+00 NN 2_00E+00O 2,90E-01 HH 1,068E+0Q0
MIN 0.00E+00 2.50E+00 -7.89E+01 -6.07E+00 -7.218+01 -2.65K+00 5.00E-D1
MAX 2. 30E+00 6. 10E+00 1.89E+03 2.14E+00 3.35E+01 9, 33E+00 3.88E+00
299-Wi8-20 AVG 1.00E+00 4.70E+00 5.40E+02 -4, 24E+00 RN -9.43FE+00 3.70E-01 NN 3.01E+00
R MINR 4.00E-01 3.70E+00 1,29E+01 -1.09E+01 -6.53E+01 ~1,62E+01 2.50E+00
& Average.
b Analysis not necessary {as determined from -inventory, effluent history, or gross alpha/beta analyses).
¢ Not available.
4 Maximum.
e Minimum,

Se10-dE-DHM
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4.0 SEPARATIONS AREA WATER-
DISPOSAL SUMMARY

Water for processing, sanitary use, and
power generation is obtained from the Columbia
River and pumped to treatment and storage
facilities in the 200 East and 200 West Areas,

4-1

Summaries of water disposal in each area are
provided in Tables 23 and 24. These tables also
indicate the disposal facility for each waste
stream. Sanitary water is disposed of to ground
via septic tank drainage systems near the plant
buildings. Water-disposal data were obtained
from facility processing records and estimates
and from powerhouse records.
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Table 23. Water-Disposal Summary for 200 East Area During CY 1937,

Disposal Volume
Effluent stream :
Faeility No. (gal) (L)
202-A process condensate (PDD) 216-A-10 1.71E+06 |[647E+06
216-A-45 118K+ 07 448 E+07
202-A steam condensate (SCD) 216-A-30 1.05 E+08 3.97TE+08
216-A-37-2 5.17TE+07 196 E +08
202-A ammonia serubber waste (ASD) 216-A-36B T41E+06 2.81 E+07
242-A process condensate (AFPC) 216-A-37-1 6.46E+06 |245E+07
(2;(15—8?‘[, AZ Tank Farm coil condensate | 216-A-§ No discharge | Nodischarge
PUREX chemical sewer (CSL) 216-B-3 2.23E+08 8.45 E +08
PUREX cooling water (CWL) 216-B-3 565E+09 2,14 E+10
242-A cooling water (ACW) 216-A-25
242-A steam condensate (ASC)
244-AR Vault cooling water (CAR)
241-A Tank Farm cooIing water (CAR)
B Plant cooling water (CBC)
Powerhouse water (B3 SUM)
B Plant chemical sewer {(BCE) 216-B-83 9.26 E+07 3.51E4+08
B Plant steam condensate (BCS) 216-B-55 No discharge | No discharge
B Plant ﬁrocess condensate (BCP) 216-B-62 No discharge | No discharge
Water Treatment Facility 216-A-25 9.10 E+ 07 3.45E+08
216-B-3
Powerhouse ash sluice Ash Pit 8.10E+06 3.07TE+07
Baghouse cleaning -~
Sanitary water Mise. Tile Fields | 240 E+07 9.10E +07
Total Water Disposed of in 200 East 6.28 E+09 2.3BE+10
Areain 1387

4-2

P5788-3241-23
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Table 24. Water-Disposal Summary for 200 West Area During CY 1987.

Disposal Volume
Effluent stream :

No,
Faeility No (gal) (L)
Redox chemical sewer (S-10) 216-5-10 522E+07 1.98E+08
222.S laboratory pond (207-SL}) 216-S-28 9.08 E-+06 344 E+07
242-5 process condensate (RC3) (Jen 216-3-25 Nodischarge | Nodischarge
Exchange Column}
03 Plant process condensate (U-12) 216-U-12 1.69 E+405 6.40E+05
242-S steam condensate (RC1) 216-U-14 3.83E+06 147TE+07
U4 Plant steam condensate and 216-U-14 9.05 E+07 3.43E+08
cooling water (207-11)
231-Z cooling water (231-Z) 216-Z-20 657E+07 |249E+08
234-57 liquid waste (2904-ZA)
Laundry (LWC) 216-W-LWC 1.60E +07 6.07TE+07
Powerhouse and Water Treatment Powerhouse 1.52 E+07 2.85E+08
Facility Pond
Powerhouse ash sluice Ash Pit 8,10E+06 3.9TE+07
Baghouse ¢leaning
Sanitary water Mise. Tile Fields | 2.47TE+07 9.36 E+07
T Plant drain flush and headend wastes 1{216-T-1 6.12E+04 2.32E+05
9221-T cold chemical drain and 216-T-4-2 507TE+06 |1.92E+07
compressor
Total Water Disposed of in 200 West 3.51E+08 1.33E+09
Areain 1987 -

4-3
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5.0 INACTIVE DISPOSAL SITES

Liquid waste disposal sites that no longer
receive wastes are monitored for changes that
would indicate a potential problem. While no
concentration guidelines exist for inactive sites,
concentrations of ground-water samples are
compared with the DCG and ACL for reference
purpeses. In last year's report (Law et al. 1987),
five inactive sites that yielded samples
exceeding guidelines were discussed: the
216-B-5 reverse well (90Sr and 137Cs), the
216-3-1/2 Cribs (90Sr}), the 216-U-1/2 Cribs
{uranium), the 216-U-10 Pond (uranium), and
the 216-U-16 Crib (uranium). Wells at the
216-8-1/2 Cribs and the 216-U-16 Crib are now
below guidelines, so those sites will not be
discussed. Recent uranium increases in the well
monitoring the inactive 216-U-8 Crib are
responsible for including the facility in the
discussion this year. The extent to which the
uranium contaminations beneath 200 West
Area facilities are related is not well known.
Discovery of uranium beneath the unused
216-U-17 Crib reaffirmed the importance of a
study to investigate the uranium ground-water
plume in 200 West Area, which is planned for
FY 1989.

Monitoring resuits for wells near other
inactive liquid disposal sites are reported in
Appendix B.1.

5.1 INACTIVE 216-B-5 REVERSE WELL

A reverse well at the Hanford Site is a well
that received liquid waste for disposal to ground.
The 216-B-5 Reverse Well discharged waste
containing 908y, 137Cs and plutonium to the
water table from 1945 to 1947. Thisreverse well
is located northeast of the 221-B Buildingin
200 East Area (see Figure 10 and Figure A;12),
and received waste from this building.

A characterization study (Smith 1980)
determined that contamination in the sediments
near the water table has remained within 40 ft
(12 m) of the reverse well. Results from four
closely spaced monitoring wells (Table 25)
indicate that contamination of the ground water

5-1

is also very localized. Three of the wells,
299-E28-07, 299-E28-24 and 299-E28-25, were
added to the previously used well, 299-E28-23, to
enhance ground-water monitoring of 216-B-5
well in 1987. In well 299-E28-23, located several
feet from the reverse well, average
concentrations of S0Sr and 137Cs are the highest
of the four wells, with 90Sr exceeding both the
DCG and ACL and 137Cs exceeding the ACL.
However, levels of these contaminants have
been declining over the past 3 yr in this well.
The 90Sr ACL is exceeded in the other three
wells but both 90Sr and 137Cs decrease rapidly
with distance from the reverse well. Sampling
for plutonium is conducted in all four wells but
the results are all below the DCG and ACL (see
Appendix B.3).

5.2 INACTIVE 216-U-1/2 CRIBS

The 216-U-1/2 Cribs are located southwest of
the 221-U Building in the south-central part of
the 200 West Area {see Figure 11). These cribs
received waste from the 221-U and
224.U Buildings from 1952 to 1967.

" Inearly 1985, uranium concentrations in
one of the monitoring wells were discovered to
have increased abruptly te 72,000 pCi/L.
Subsequent investigation revealed that the
contamination resulted from the combination of
past use of this crib and the activation in 1984 of
the 216-U-16 Crib. Remedial action consisted of
grout sealing of three wells and pumping of
ground water to remove uranium through an ion
exchange process. Four additional monitoring
wells were also constructed. The details of these
activities were discussed in Law and Schatz
(1986) and Delegard et al. (1986).

The cribs are now monitored by seven wells
(see Figure A-18). Alist of these wellsand a
summary of 1987 monitoring are provided in
Table 26. Except in wells 299-W18-15 and
299-W19-17, ursnium concentrations exceed the
DCG and ACL, but other radionuclides are
below both of these guidelines. Ground-water
transport modeling indicates that the
concentration of uranium is expected to be below
the DCG when it reaches the Columbia River.
Isotopic uranium results for 1987 are listed in
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Table 25. Concentrations of Radiological Constituents and Nitrate in Ground Water Near the Inactive 216-B-5 lieverse

3 Well in 1987.
Hell no. Alpha Beta Tritlum 8000 808y 108 n 137Cs Uranium Hitrate
: {pCi/L} {pCi/L) (pCi/L) {pCi/L) (pCi/L) (pCi/L) (pCi/L) (pCi/L) {PPM)
HAX; 1,60E+00 2.98E+02 d 6.T9E+00 1.45E+02 8.83E+00 3.20E+00 1.29E+00
259-E28-07 AVG 1.10E+00 1,92E+02 RN 1.50E+Q0 8. 40E+01 -4.40E+01 -1.73E+00 1.15E+00 NN
MING 8.00E-01 1,12E+02 ~3.684E+00 6.93E+01 -9, 22E+01 -7.67TE+00 1.02E+00
MAX 5.72E+01 1.57E+04 7.43E+03 8.94E+01 7.80E+03 6.11E+01 2.49E+03 3.50E+0} 1.14E+01
299-E28-23 AVG 3.30E+01 1.24E+04 6.29E+023 1.88E+01 6.10E+03 ~5.35E+01 1.88E403 2.684E+01 1.02E+01
MIN 1.18E+01 1.01E+04 5, 53E+03 -2.44E+00 4.04E+03 ~3.12E+02 1.58E+03 2.32E+01 9, 27E+0Q
. HMAX 6.00E-01 3.81E+02 1.22E401 1.92E+02 2.24E+01 9. 65E+00 4,75E-01
299-E28-24 AVG 3.00E-01 2.98E+02 NN 6,30E-01 1.89E+(2 L.07E+01 4.53E+00 2.7T2E-01 RN
MIR 2.00E-01 2.01E+02 ) ~-1.13E+01 1.88E+02 2. T9E+DQ -3.00E+00 1.36E-01
MAX 9.0CE+00 8.83E+03 6.73E+00 . 3.49E+(¢3 3.52E+01 4,7bE+01 4,98E+00
299-E28-25 AVG 6.90E+00  6.10E+03 NN 2.60E+00  3.1BE+03  -2.50E+01 3.61E+01 _3.67E+00 NN
. MIN 3.40E+00  4.37TE+03 -5.46E+00  2,73E+03 -1.03E+02  1.90E+01  2.44E+00
_________________________________________________ e e et e e ek b o e e 1 e e e e 1 £ 8 e 8 e e e e e
a Maximum.
b Average.
¢ Minimum.

4 Analysie not necessary (as determined from inventory, efflﬁent hlstory, or gross alpha/beta analyses).

2ST0-dE-DHM
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Table 26. Concentrations of Radiological Constituents and Nitrate in Ground Water Near the Inactive 216-U-1/2 Cribs in
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1987.
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299-W19-03
289-W19-09
299-¥W19-11
299-W19~15
299-W19-18
299-W19-17

299-H19-18

Alpha
(pCi/L)

1.05E+04
7.28E+03
3.93E+03

4.26E+03
2.81E+03
1.56E+03

5.24E+03
4.03E+03
2,86E+03

B.52E+02
2.22E+02
5.81E+01

1.79E+03
1.38E+03
1.02E+03

5.37E+01
2.19E+01
8.30E+00

5.08E+03
4.48E+03
3.62E+03

Beta
(pCi/L)

1.01E+04
6.8BE+03
4.05E+03

5.06E+03
3.28E+03
1.83E+03

6.97E+03
4.988+03
3.27E+03

8.17E+02
4.18E+02
8.19E+01

2.68E+03
1.8SE+03
1.42E+03

8.21E+01
6.01E+01
4,27E+01

9,29E+03
7.94E+03
6.29E+03

Tritium
{pCisL)

1.99E+03
1.41E+03
9. Z1E+02

nnd

1.71E+03
1,12E+03
2.82E+02

NN

HN

NN

80Co
(pCi/L)

2.88E+01
2.82E+00
-1.52E+01

NN

7.78E+00
2.44E+00Q
-3.85E+00

NN

HN

RN

305y
{pCi/L)

6. 34E+00
2.80E+00
3.90E-01

NN

2.79E+00
1.87E+00
8.00E-02

NN

NN

NN

106 Rn
(pCisL)

4.23E+01
1.44E+00
-2.18E+01

NN

6. 48E+01
3.65E+00
~-7.76E+01

HE

NN

RN

137(s
(pCi/L)

8.12E+00
4,.80E-01
-5, 23E+00

NN

3.58E+00
-4.60E-01
=1.15E+0]

NN

NN

NN

Uranium
(pCi/L)

1.13E+04
7.40E+03
3.998+03

6.50E+03
3.38E+03
1.54E+0G3

6.43E+03
4,56E+03
.04E+(13

3

5.42E+02
2.61E+02
1, 30E+02

1.76E+03
1.37E+03
1.04E+03

4.11E+01
3.208+01
2.13E+01

6,56E+03
5.04E+03
4.18E+03

Nitrate
(FPM)

T Al e L e b i b o ke g . o i . i 4t e s o e i e e

1.13E+02
9.96E+01
7.14E+01

1.26E+Q2
.44E+01
.ASE+01

4 oo

L41E4+02
.17E+02
LQZ2E+02

- P

.26E+02
.77E+01
. 17TE+00

. T1E+01
L49E+01
.52E+01

th [A R ) TO =) =

52E+01
1.51E+01
1.04E+01

3.03E+02
2.37E+02
1.87E+02

* Maximum.
b Average.
¢ Minimom.
a

Analysis not necesaary (as determined from inventory,

effluent history, or gross alpha/beta analyses).

S810-dH-DHM
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Appendix B.3, Figure 20 illustrates the decline
in uranium concentrations in well 299-W19-11
as a result of the pumping and treatment action.
This well had the highest initial uranium
concentration, and it was alse close to the
pumped well and exhibited a maximum response
to pumping. The other monitoring wells are
showing a similar decline in uranium
concentration.

5.3 INACTIVE 216-U-8 CRIB

The 216-U -8 erib received process
condensate {from U3 Plant operations between
1952 and 1960. The facility is located south of
221-U Plant in the south-central part of
200 West Area (see Figure 11}. During its 8-yr
lifetime the crib received approximately
24,000 kg of uranium. In 1960, the ¢rib was
removed from service and the waste stream was
routed to the 216-17-12 Crib (see Section 3.2.11).

The well 299-W19-02 monitors the site
(Figure A-19). Table 27 lists the average
concentrations of constituents monitored in the
well during 1987. Radionuclide levels had
remained stable and below guidelines until the

beginning of 1987, when uranium and total beta

readings began to increase. Nitrate levels were
already trending upward in 1986. By the end of
1987, the average uranium concentration
exceeded the derived total uranium ACL, but -
remained below the DCG (see Figure 21).
Sampling from this well will be conducted
monthly rather than quarterly,

5.4 INACTIVE 216-U-10 POND (U POND)

The 216-U-10 Pond was deactivated in
December 1984, after 40 yr of operation. The
pond, located in the southwest corner of
200 West Area (see Figure 11), was removed
from service to eliminate the driving force acting
on the contaminated sediments of the pond
bottom and as a water conservation measure,

The 1987 ground-water monitoring results
for the three monitoring wells 299-W18-15,
299-W23-11, and 699-35-7T8A (see Figure A-20)
are summarized in Table 28. Average
concentrations of radionuclide constituents are
below the DCG and the ACL with the exception
of uranium at well 259-W18-15, which is ahove
the derived total uranium ACL of 40 pCi/L.
Uranium conecentrations in the three wells have
remained unchanged for the past 3 yr.




1N 08 3 6

2 5

2

Concentration (pCI/L)

WHC-EP-0152

1.0E+06
1.0E+05
s .9
[ a
%.. ok
[ ]
‘.... L.
] .‘ >
. * .
1.0 E+04 otva
1.0E+03 < Derived
1285 1986 1987 Concentration
Calandar Year Guide
28803-025.12

Figure 20. Uranium Concentration History for Well 299-W19-11 at the 216-U-1/2 Crib.
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Table 27. Concentrations of Radiological Constituents ari(; gl itrate in Ground Water Near the Inactive 216-U-8 Crib in
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T L 4 e kB8 e e o T o o R e e e e B Bk o o e e i e o = T B B Ak S o o e e 4 e

Alpha
(pCisL)

sagr
{pCi/L)

108 Ry
(pCi/L)

139Cs
{pCi/L)

Uranium
(pCi /L)

Nitrate

{PPH)

9.14E+01
6.34E+01
1.68E+01

1.28E+02
9.72E+01
6.98E+01

Tritium 8200
(pCi/L) (pCi/LY
1.29E+05 2.29E+00

1.08E+05 -2.03E+00
6.99E+04 -7,02E+00

1.74E+01
1.38E+01
1.06E+01

2.91E+00
-4.22E+01
-8, 42E+01

5.98E+00
7.30E-01
~-8.26E+00

6.42E+01
4.16E+01
1.58E+01

5.86E+02
4.60E+02
3.17E+02

a Maximum.
b Average.
¢ Minimum,

= A

ee10-dH-DHM
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Figure 21. Uranium Concentration History for Well 299-W19-02 a¢ the 216-U-8 Crib.
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Table 28. Concentrations of Radiological Constituents and glg.rate in Ground Water Near the Inactive 216-U-10 Pond in
1

921 2591898

9

80Co

08r
{pCi/L)

108Rn
(pCi/L)

137(0s
(pCi/L)

Uranium
{pCi/L)

Nitrate
(PPM)

299-W18-15

299-%23-11

699-35-78A

8.03E+01
8.30E+01
4.12E+01

4.26E+01
2.16E+01
1.739E+01

1,37E+01
9. 40E+00
4.70E+00

2.93E+01
1,75E+01
1.00E+01

1.99E+01
1.11E+01
7.00E+00

1.01E+01
6. 50E+00
4.40E+00

J3.35E+02
1.41E+02
-4.86E+01

8.51E+04
2.12E+04
1.00E+03

3.19E+02
8.23E+01
-1.6BE+D2

3.21E+00
-1.27E+00
-4.57E+00

1.41E+00
~3.30E+00
-1.01E+01

5.63E+00
3.08E+00
1.61E+00

NN

5.06E+01
-1.57E+00
~-2.30E+01

4.B0E+01
~-3.28E+01
=1,15E+02

-7.33E+00
-3.43E+01
=-5.93E+01

2.338+00
1.10E-01
-2.338+00

1.71E+00
-3.80E-01
~2.57E+00

9.66E+00
5.06E+00
0.00E+00

6.15E+01
4.61E+0}
3.99E+01

2.15E+01
1.58E+01}
1.26E+01

1.32E+01
7,81E+00
5.38E+00

.T8E+00
.B7E+00
.41E-01

. THE+00
L BEE+0D
.H0E+Q0

2,50E+00
1.83E+00
5.00E-01

[ oot = pa

& Maximum.
b Average.
¢ Minimum.
]

Analysis_not necessary (as determined from inventory, effluent history, or gross alpha/beta analyses).
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N0ooSs4don

25

9

WHC-EP-0152

6.0 CONCENTRATION PLUME
MAPS

Isopleth maps have been prepared to
illustrate the spatial distribution of the average
concentration of several ground-water
constituents in relation to processing facilities in
the Separations Area. Maps showing the total
beta, tritium, and nitrate plumes in the
Separations Area were prepared by
Westinghouse Hanford, while Hanford Site
tritium and nitrate plume maps were prepared
by PNL (PNL 1988). Data collected for
Westinghouse Hanford and PNL were used in
constructing all of the maps.

Plume maps were prepared for average
concentrations of tritium and nitrate because
the high mobilities associated with these
constituents indieate the maximum extent of
contaminant migration. A map of the extent of
total beta contamination has been prepared for
the Separations Area only. The total beta
concentration has decayed downgradient from
the Separations Area; thus, a Hanford Site map
was not appropriate.

6.1 TOTALBETA

Beta radiation measured in ground-water
samples is primarily attributed to the presence
of 908¢, 99T¢, and uranium daughter products.
The total beta map for the Separations Area
(Figure 22) shows the 10-, 100-, 1,000-, and
10,000-pCi/L isopleths. Exceptfor the 216-A
Cribs near PUREX, higher concentrations of
total beta are associated with past dispasal to
now inactive facilities. Total beta
contamination around Gable Mountain Pond,
deactivated in 1987, is the result of a 90Sr spill in
1964 (see Section 3.1.1). At the inactive 216-B-5
Reverse Well in 200 East Area, 808r is also
responsible for total beta readings in excess of
10,000 pCi/L (see Section 5.1). The plume
emanating from the inactive 216-BY Cribs in
the northern part of 200 East Area is due to 99Tc
contamination. In the southern part of 200 West
Area, 99T¢ and 20Sr are the causes of plumes
issuing from the 216-S Cribs. Beta-emitting
decay daughters of uranium are responsible for
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the plume originating from the 216-U-1/2 Cribs
in 200 West Area.

The total beta plume map for 1987 differs -
somewhat from the 1986 version (Law et al.
1987) due to an increase in the number of data
points and the addition of the 10-pCi/L isopleth.
However, concentrations of total beta have not
changed significantly.

8.2 TRITIUM

Maps depicting tritium concentrations in the
Separations Area and the Hanford Site are
shown in Figures 23 and 24, respectively.
Tritium isopleths for 5,000, 20,000, 200,000, and
2,000,000 pCY/L are shown in these figures. The
2,000,000-pCi/L isopleth is equal to the DCG.

The tritium plume map for the Separations
Area (see Figure 23) shows tritium from five
sources: the inactive 216-S and 216-T Crib areas
in 200 West Area; the active 216-A and 216-B-55
Cribs in 200 East Area; and B-Pond. Tritium
levels in excess of 5,000 pCi/L are also observed
at Gable Gap (between Gable Mountain and
Gable Butte) north of 200 East Area. Although
northward ground-water flow oceurs through
Gable Gap, there are insufficient data to
determine whether or not this plume isa
continuation of the tritium plume beneath the
northwest corner of 200 East Area.

In 200 West Area, the plume from the 216-S
Crib area is moving eastward and the plume
from the 216-T Crib area is moving northward,
both of which are caused by radial flow from the
ground-water mound beneath the deactivated
U-Pond (see Figure 2}, The large plume from the
southeast corner of 200 West Area results from
past operations in 200 West Area, Elevated
tritium concentrations in the southeast corner of
200 East Area, around the 216-A Crib area
south of PUREX, reflect recent operations and
exhibit a slightly larger area in 1987 over 1986.
Figure 24 reveals that the tritium plume in the
southeast corner of the 200 East Area extends
southeasterly in a continuous manner toward
the Columbia River. The tritium plume from
prior operations in 200 East Area has moved
eastward and divided inte two lobes: one moving
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Separations Ares, 1987,



1 10 3

{Denctivated)

Gabla Mtn. Pond
(Dasctivated)

WHC-EP-0152

Tritium Plumes Within
the Separations Area
1987 Data

Tritium pCi/L
() <5000

3 5,000-19,000
) 20,000-159,000
200,000-1,998,000
= 2,000,000

Locations of Wells Sampled
for Tritium in 1987

7 Estimated Basalt Cutcrops
m Above Water Table

0 1 Mile ‘\
{ ] ]

! i -N-
1] 1 Kilorneter n

Figure 23. Tritium Plume Map for the
Separations Area, 1987,

§-5/6



921 2500130844

WHC-EP-0152

oNu

Hanford
L Site
Boundary

ZOé-East
Area

Congentrations, pCi/L

E:l <Detection to 5000

. Area

: 2 - Nl

2,000,000 / - 300 > 38

o . Area . \

. Unconfined Aquifer %0‘ < 3

Monitoring Wel! Sampled for Iy ) ;

ali 123 Kilometers A
> Generalized Basait Outcrop @ Vi, 1
///A Above the Water Table —— . g
0 1 2 3 Miles 11

Figure 24. Tritium Plume Map for the Hanford Site, 1987 (PNL 1988).




259200845

9 2

WHC-EP-0152

eastward to the Columbia River and the other
moving southeastward toward the 400 Area (see
Figure 24).

6.3 NITRATE

Figure 25 shows the nitrate plumes in the
Separations Area. Nitrate (reported as nitrate)
isopleths have been constructed for 20 and
45 ppm. The greatest concentrations of nitrate
in 200 East Area surround the 216-A Cribs,
216-B-62 Crib, and the 218-BY Cribs. In
200 West Area, the highest concentrations
resuit from disposal to the 216-T Cribs, 216-2
Cribs, 216-5-25 Crib, 216-U-1/2 Cribs, and
216-W-LWC Crib. The nitrate plumes from
200 West Area flow eastward toward 200 East
Area. In 200 East Area, the nitrate plumes exit
the Separations Area to the northwest, through

LIRS
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Gable Gap, and alse to the southeast. This
general flow pattern of the nitrate plume from
the 200 Areas conforms to the general tritium
plume flow pattern. The nitrate isopleths in
200 East and 200 West Areas in 1987 are
somewhat different than those plotted in 1986
(Law et al. 1987) due to the elimination of some
anomalously low values, the addition of new
wells, the elimination of the 5 and 10 ppm
isopleths, and minor changes in interpretation,

Nitrate concentrations for the Hanford Site
are shown in Figure 26. Concentrations of
nitrate exceeding 45 ppm (equivalent to the
drinking water standard) southeast from the
200 East Area are the result of past operations
in 200 East, Area. Nitrate is also generated by
past and present operations at the 100 and
300 Areas.
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7.0 SPECIAL GROUND-WATER
SAMPLE ANALYSES

Special sampling for 99Te and 1291 analyses
was continued in 1987, The 1291 analyses were
conducted to monitor the cribs associated with
the operation of PUREX and to monitor elevated
1291 concentrations associated with past
operations. The 1291 samples were collected from
six wells at three active and one inactive
PUREX cribs and at a well downgradient from
200 West Area. The 99T¢ analyses were runon
samples collected from a number of wells in the
Separations Area where elevated total beta
readings are not explained by the presence of
90Sr or uranium.

7.1 IODINE (123])

The results of special sampling for 1291 are
listed in Table 29. Note that in 1987, 1291
analyses were performed by UJ.S. Testing rather
than by PNL as in the past. The changes
observed in the 1987 values may result from the
implementation of the U.S. Testing procedure,
which is not as sensitive as the PNL method.

Comparing the new readings with average
values from previous years, only the result from
well 299-E17-01, at the now inactive 216-A-10
Crib, is significantly higher. At this well, the
1987 value of 47 pCV/L is twice the average of
11 previous results dating back to 1984. In well
299-E17-09, at the 216-A-36B crib, the latest
value of 27 pCi/L is similar to the average from
previous years and slightly lower than last
year's reading of 32 pCi/L.. Both of these wells
exceed the ACL for 1291 of 20 pCi/L, though
remain below the DCG. Readings below the
ACL are observed in wells 299-E17-06, which is
several hundred feet (100 m) south of 216-A-36B
Crib, and in well 299-E17-02, located at the

inactive 216-A-27 Crib north of the 216-A-36B
Crib, Initial readings in both wells at the new
216-A-45 Crib are elevated though below the
ACL. The well downgradient from 200 West
Area, 699-35-70 (see Figure A-2 in Appendix A
for well location), continues to exceed the ACL,
although the 1987 value of 47 pCi/L is lower
than the average of three previous results,
which is 75 pCi/L. The 1291 in this well is from
prior processing operations in 200 West Area.

7.2 TECHNETIUM (3%T¢c)

The results for the 99Tc analyses performed
in 1987 are listed in Table 30. All of the results
are helow the DCG, although wells at several
inactive sites exceed the ACL of 4000 pCi/L. The
wells exceeding the ACL are 299-E33-07, at the
216-B-48/49/50 Cribs, 299-W19-18, at the 218-U-
1/2 Cribs, and 299-W19-20, 299-W19-24, and
299-W19-25, at the 216-U-17 Crib, which had
not yet received effluent in 1987 and for which a
baseline is being determined (see
Section 3.2.12).

The 99T¢c values are expected to be about five
times as high as the corresponding total beta
values if 99T ¢ is the primary cause of elevated
total beta readings in the wells surveyed. This is
due to the relative weakness of beta emissions
by 99T¢ as compared with $0Sr, which is the

. calibration standard chosen by Westinghouse
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Hanford for total beta analyses. With the
exception of the 216-U-1/2 and 216-U-17 Crib
sites, most of the 99T¢ values are at the levels
which indicate that 99T¢ is the primary beta
emitter. At the 218-U-1/2 Cribs, total beta
readings are higher than can be accounted for by
98T¢ alone because uranium daughter products
contribute significantly to the beta
radioactivity. Atthe 218-U-17 Crib, 99Tc results
are higher than predicted by total beta, the
cause of which has not been determined.
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Table 29. Results of 1291 Analyses of Ground Water Samples in 1987,

Waste site Well number | Sample date (pg;i)a
216-A-10 Crib (deactivated 1987) 299-E17-01 08/1.0/87 47.3
216-A-27 Crib (inactive) 299-F17-02 11/10/87 1.33
216-A-36B Crib (deactivated 1987) 299-E17-06 12/02/87 4.73
299-E17-09 08/10/87 27
216-A-45 Crib 299-E17-12 12/02/87 7.29
299-E17-13 12/02/87 10.1
200 West Area 699-35-70 07/09/87 47.2

aDetection limit is 15 pCi/L.

PST88.3241-5
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Table 30. Resuits of 99T¢c Analyses of Ground Water Samples in 1987.

Waste site Weil number | Sample date | 99Te (pCi/L)

216-A Cribs 299-E17-01 08/10/87 34.2
299.E17-02 09/02/87 114
299-E17-05 08/10/87 226
10/07/87 411
216-B Cribs 299-E33-01 Q8/04/87 964
299.E33-03 08/06/87 1,400
299.-E33-05 08/10/87 1,880
299-E33-07 08/04/87 4700
289-E33-08 08/04/87 192
299-E33-09 09/02/87 592
299-E33-24 08/66/87 1,580
289-E33-26 09/01/87 1,420
216-T Cribs and 241-T 299-W10-03 09/22/87 610
Tank Farm 299-W10-04 07/22/87 297

299-W10-08 08/19/37 - 1.39

299-W1ii-11 09/18/87 385
299-W11-18 09/18/87 510
299-W11-23 09/18/87 270
299-W11-24 09/18/87 25
216-U Cribs 299-W19-02 05/11/87 289
09/17/87 581
299-W19-03 06/10/87 2,590
Q8/13/87, 2,260
09/15/87 2,336
12/09/87 1,860
299-W19-09 12/09/87 1,120
299-W19-11 06/10/87 3,200
09/15/87 2,320
12/09/87 2,590
299-W19-15 12/09/87 784
s 299.-W19-16 12/09/87 - +1,630
2909-W19-17 12/09/87 194
299-W19-18 12/08/87 8,160
299-W19-20 12/68/87 11,600
299-W19-23 12/08/87 1,330
299-W18-24 05/15/87 13,000
09/15/87 13,760
299-W19-25 05/15/87 16,300
09/15/87 10,700
12/08/87 13,800
299-W19-26 12/08/87 1,800

216-3 Cribs and 241-SX 299-W22-20 08/18/87 35.6
Tank Farm 299-W22-21 09/17/87 906
299-W22-26 08/18/87 102
299-W23-01 09/22/87 380
299-W23-02 12/28/87 5,420
209-W23.07 09/22/87 2,480
12/28/87 5,380
200 West Area 699-38-70 09/15/87 2,860
12/03/87 2,570

7-3
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8.0 AQUIFER INTER-
COMMUNICATION

The Elephant Mountain Member, the
uppermost basalt in the Saddle Mountains
PFormation, serves as the bottom of the
uncenfined aquifer and the confining layer of the
underlying Rattlesnake Ridge interbed. This
sedimentary interbed is considered to be the
uppermost confined aquifer in the Separations
Area at the Hanford Site.

A report (Graham et al. 1984) identifies
areas of complete erosion of the Elephant
Mountain basalt near West Lake and near well
699-54-57 and areas of suspected erosion near
well 699-47-50 (Figure 27). A potential for
downward migration of water from the
unconfined aquifer to the confined aquifer, or
aquifer intercommunication, exists if the water
table of the unconfined aquifer is above the
potentiometric surface of the confined aquifer in
places where the confining stratum is permeable
or missing.

Aquifer intercommunication could result in
contamination being introduced into the
Rattlesnake Ridge confined aquifer. The report
by Graham et al. (1984) concluded that a
downward gradient in the eroded areas did not
exist in June 1982, e

Monitoring of water levels in the unconfined
and confined aquifer continued in 1987, along

with sample collection and analyses for the
tracer constituents tritium and nitrate.

Results of the confined aquifer sampling
program are given in Appendix B.2, Well
locations are shown in Figure 27, Nitrate
concentrations are all below the detection limit
of 0.5 or 2.5 ppm, depending on the nitrate
analysis procedure used, except for a value of
7.6 ppm in well 699-47-50, which is higher than
the concentration reported last year (Law et al.
1987). Tritium concentrations are also mostly
below the detection limit of 500 pCY/L, except in
wells 699-42-40C and 699-51-46. The high
average at the latter well may be caused by an
erroneous result because a subsequent sample
was below the detection limit. The tritium
concentration of 1,000 pC¥/L in well §99-42-40C
is higher than observed in previous years and
may indicate intercommunication. However,
this interpretation must await further analyses
with a lower detection limit for tritium.

A comparison of the water table of the
unconfined aquifer and the potentiometric
surface of the confined aquifer, based on
December 1987 measurements, is depicted in
Figure 27. The area with a downward hydraulie
gradient east of 200 East Area is similar to that
reported for December 1986 (Law et al. 1987).
Well 699-42-40C is located in this area, which
reinforces the need for tritium analyses with a
lower detection limit.
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COMPARISON OF POTENTIOMETRIC
SURFACE OF THE RATTLESNAKE RIDGE
CONFINED AQUIFER WITH THE WATER
TABLE OF THE UNCONFINED AQUIFER

DECEMBER 1987

POTENTIOMETRIC SUAFACE OF THE RATTLESNAKE

400 RIDGE IN FEET ABOVE MEAN SEA LEVEL (ft MSL}

WATER.-TABLE CONTOURS N FEET
ABOVE MEAN SEA LEVEL {ft MSL}

i AREAS OF COMPLETE ERQSION OF THE

AANNANNAN ELEPHANT MOUNTAIN BASALT (from RHQ-RE-5T-12}

AREAS OF DOWNWARD HYDRAUUIC GRADIENT

CONFINED WELLS USED 1t¥ PREPARATION OF MAP

FOND

BASALT OUTCROPS ABOVE WATER TABLE,
AS INFERRED 6/1984

G,

THE RATTLESNAKE RIDGE AQUIFER, WHICH 1S CONFINED BY THE ELEPHANT MOUNTAIN
BASALT, IS MONITORED QUARTERLY IN THE EASTERN PORTIGN OF THE SEPARATIONS
AREA. THE DECEMBER 1287, WATER-LEVEL MEASUREMENTS IN 13 WELLS COMPLETED
IN THE RATTLESNAKE AIDGE INTERSED WERE USED 70 CONTOUR THE POTENTIOMETRIC
SURFACE OF THE AQUISER, AREAL EXTENT OF DOWNWARD HYDRAULIC GRADIENT
FROM THE UNCONFINED AQUIFER TO THIS CONFINED AQUIFER 1S INFERRED FROM THE
WATER-TABLE MAP AND THE CONTOURS OF THE PQTENTICMETRIC SURFACE OF THE
RATTLESNAKE RIDGE. THIS AREA AEPRESENTS THE ZONE IN WHICH DOWNWARD FLOW
MIGHT OCCUR IF A PATHWAY IS AVAILABLE, SUCH AS ABSENCE OF THE ELEPHANT
MOUNTAIN BASALT DUE TO EROSION QA OF SUFFICIENTLY HIGH HYDRAULIC
CONDUCTIVITY IN THE BASALT, SINCE DECEMBER 1386, THE ZONE OF THE DOWNWARD
HYDRAULIC GRADIENT HAS SLIGHTLY DECREASED IN SIZE,

THE POTENTIOMETRIC SURFACE OF THE RATTLESNAKE RIDGE CONFINED AQUIFER MAP
15 PREPARED BY THE ENVIRONMENTAL TECHNOLOGY SECTION OF THE DEFENSE
WASTE MANAGEMENT DIVISION OF WESTINGHOUSE HANFORD COMPANY.

0 1 MILE
| I W
NOTE: ) e E—
TQ CONVERT TQ METRIC, MULTIPLY o 1 KILOMETER

ELEVATION {ft} Y 0,3048 TO OBTAIN
ELEVATION (m}

Figure 27. Comparison of Potentio metric
Surface of the Rattlesnake Ridge Confined
Aquifer with the Water Table of the Un-
confined Aquifer, Decemnber, 1987.
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9.0 SUMMARY

The Separations Area ground-water
monitoring network for CY 1987 consisted of
149 wells.

Samples from weils in the monitoring
network were collected on a monthly, quarterly,
or semiannual schedule, depending on the
history of the liquid waste disposal site.
Samples were analyzed selectively for total
alpha, total beta, tritium, 30Sr, 137Cs, 60Co,
106Ru, total uranium, and nitrate. Additionally,
routine analyses were supplemented with
special sampling at a few wells for 99T¢, 1291, and
isotopic uranium and plutonium. The results of
ground-water monitoring indicate that average
concenttrations of contaminants in most wells
were essentially the same in 1987 as in 1986.

For active facilities, the following
radionuclides exceeded either the DCG (which is
applicable at the point of actual exposure to the
public) or the internal ACL (specified in
RHO-MA-139):

Guideline

Active Site Contaminant Exeeeded
216-A-10Crib  Tritium DCG
129§ ACL
216-A-25 Pond  903r ACL
216-A-36B Crib  Tritium DCG
t29] ACL
216-A-37-1 Crib Tritium DCG
216-A-45Crib  Tritium DCG
216-B-82 Crib Uranium ACL

9-1

The 216-A-10 Crib and the 216-A-25 Pond
were deactivated in 1987, and effluent discharge
to the 216-A-36B Crib has ceased, Tritium in
the ground water at the 216-A-37-1 and
216-A-45 Cribs is expected to fall below the DCG
before reaching the river. Uranium
concentrations beneath the 216-B-62 Crib are
declining and should be below the ACL in 1988,

For inactive facilities, the following
radionuclides exceeded either the DCG
(applicable at the point of actual exposure to the
publie) or the Westinghouse Hanford ACL:

Guideline
Inactive Site Contaminant Exceeded
216-B-5 Reverse 905p DCG and
Well ACL
137Cs ACL
216-B-48/49/50 99T¢ ACL
Cribs
216-U-1/2Cribs Uranium DCG and
ACL
89T¢ ACL
216-U-8 Crib Uranium ACL
216-U-10Pond Uranium ACL

The contamination at the 216-B-5 reverse
well is localized and stable. The uranium found
in the ground water beneath 200 West Area,
including the new 218-U-17 Crib, which will
become active in 1988, is the subject of a planned
investigation aimed at identifying the sources
and extent of the plume. The cause and
significance of 99T¢ contamination is also under
evaluation.
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A.1 WELL NUMBERING SYSTEM

A detailed description of the well numbering system is given in MeGhan et al. (1985). The
numbering system used for well identification in the 200 Areas is a three-part system, comprised of
seven digits and one letter separated by dashes (i.e., 299-E25-21). The first set of digits (299}
identifies it as a well (99) in one of the 200 Areas. The second part contains the prefix E or W for
200 East or 200 West Area, and is followed by a two-digit block number (E25). These block numbers
are denoted in McGhan et al. (1986) for the 200 East and 200 West Areas. The third part (21)
represents the consecutive numbering of a well constructed in a given block. For example,
well 299-E25.21 is identified as the 21st well drilled in bloek 25 of 200 East Area.

Wells in the 600 Area use a different coding system. The well identification number contains
three parts. The first part (699) identifies it as a well (99) in the 600 Area. The second and third parts
represent the north and west Hanford Site coordinates of a well expressed in 10,000 ft. For example,
well 699-35-70 has the coordinates of N34523 and W69988 (McGhan et al, 1985). Letters are added
when more than one weil in a zone is described by the same coordinates, such as 699-42-40A and
699-42-40B.

REFERENCE

McGhan, V. L., P. J. Mitchell, and R. S. Argo, 1985, Hanford Wells, PNL-5397, Pacific Northwest
Laboratory, Richland, Washington.
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A.2 FACILITY NUMBERING SYSTEM

The facility numbering system is a five- or six-digit, one-letter system separated with dashes (e.g.,
216-A-37-2). Liquid waste disposal facilities (crib facilities, ponds, and ditches) are identified as
216-sites; Tank Farms as 241-sites.

The letter in the second part of the number represents a zone: A, B, C, E are zones in 200 East
Area,and S, T, U, W, Z are zones in 200 West Area. The third part of the number represents
consecutive numbering within a zone. In some cases, an additional identification tag has been
included. For example, site 216-A-37-2 is the 37th liquid waste disposal site in Zone A of the 200 East
Area. The (-2) differentiates this facility from 216-A-37-1, In other cases, a letter is added. For
example, site 216-A-36B represents the 36th facility in bleck A of 200 East Area.

The facility number may be modified for use at Tank Farms. For example, 241-A Tank Farm,
241-AX Tank Farm, 241-AY Tank Farm, or 241-AZ Tank Farm. The third part of the Tank Farms

numbering system is defined as the number assigned to that tank within the farm, such as
241.A-103 Tank.

A4
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A.3 DEFINITION OF THE SEPARATIONS AREA

For the purpose of ground-water monitoring the Separations Area is defined on the basis of the
U.S. Public Land System and is composed of 80 sections of land in 6 townships as follows:

o T12N,R25E:* Sections 1,2, 11,1213, 14, 23,24

& T12N, R26E:

2500086 8

¢ T12N,R27E:
¢ TI13N, R25E:
¢ T13N, R26E:
¢ T13N,R27E:
in Figurs A-1.
o

Sections 1 through 24

Sections 5, 6,7, 8, 17, 18, 19, 20
Sections 13, 14, 23, 24, 25, 28, 35, 36
Sections 13 through 36

Sections 17, 18, 19, 20, 29, 30, 31, 32

These townships are referenced to the Williamette meridian. The location of these townships and
sections with respeet to the 200 East and 200 West Areas and other Hanford Site features is depicted

*Read as "township 12 north, range 25 east.”
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Figure A-1. Definition of the Separations Area for Ground-Water Monitoring.




25000870

WHC-EP-0152

A.4 WELL LOCATION MAPS

Well location maps for the Separations and the affected Areas are shown in Figures A-2
through A-25.
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Figure A-3. Site Map of Active 216-A-8 Crib Showing Well Locations.
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 1 0f14)

Wall no.
{waste site)

299-E13-086
{216-B-18)¥

299-E13-08
{216-B-21)*

299-E13-14
{216-B-28)%

289-E13-18
(216-B-28)*

209-E16-02
(216-A-30)

299-E17-01
{216-A-10)%

299-K17-02
{216-A-27)%

299-E17-05
{218~A-38B)

259-E17-06
(200 EAST)

299-E17-08
(2168-A-10)%

299-B17-09
(216-A~36B)

MIN

HMIW

AVG
MIN

MAX
AVG
MIN

AVG
HIN

HAX
AVG
MIN

AVG
MIN

AVG
MIN

Alpha
(pCi/L)

NN

NN

HH

2.30E+00
1.50E+00
9,00E-01

3, 40E+00
2. 70E+00
1.40E+00

8.90E+00Q
7.00E+00
4.E0E+00

8.90E+00

6. 80E+00
5.80E+00

NN

HR

4. 20E+00
3, 10E+00
2.10E+00

92125900899

Bata
{pCi/L)

8.80E+00
T7.30E+00
8.00E+00

T.50E+00
6. S0E+00
8.10E+00

8. 70E+00
5.60E+00
4.40E+00

6.4BE+DC
5. BBE+00Q
3.85E+00

1.81E401
1, 29E+01
9. B0E+00

3,29E+01
2.81E+01
2.37E+01

5.TO0E+02
2.6TE+02
8.93E+01

7.24E+02
2.08E+02
5.26E+01

1.94E+02
4.04E+01
£.80E+00

3.19E+01
1.99E+01
1.22E+0%

3.40E+01
2.358+01
1.42E+01

Tritium
{pCt/L)

7.83E+01
-3.78E+01
~1.58E+02

iN“

¥

NH

8.45E+03
4, 46E+03
1.81E+03

8.27E+06
8.02E+086
8.84E+06

1.7T0E+05
T.19E+04
3.93E+04

5. 39E+08
4.32E+08
3.BBE+08

1.26E+05
3.42E+04
1.04E+02

8, 28E+06
6.66E+06
4.52E+08

6.29E+0¢8
5.10E+08
3.61E+08

leo

(pCi/L)

HH

4.20E+00
~2.58E+00
-1.28E+01

HH

NN

8.51E+00
5.00E-02
-8,12E+00

9. 7T2E+00
2.79E+00
=3.75E+00

3.086E+01
3.10E+01
1.75E+01

6.22E+01
1.63E+01
=9, 11E+00

RN

1.60E+00
2.00E-01
-2.53E+00

5.61E+00
-1.40E+00
~1.07E+01

$05r
(pCi/L)

HH

RN

HH

8.208-01
1,80E-01
~2.30E-01

6,94E+00
6.43E+00
5.91E+00

4.12E+00
3.65E+00
2.93E+00

8. 78E+00
3.78E+00
2.52E+00

HN

3 56E+00
2,95E+00
2. 50E+00

3.43E+00
3.19E+Q0
2.75E+00

1088y
{pCL/L)

HH

4_TIE+01
3. 35E+00
=-3.23E+01

Hy

NN

5.06E+01
~1.40E-01
-8.07E+01

6.25E+01
4.90E+00
-3.25E+01

4.12E+02
2.41E+02
1.37E+02

5.67E+02
1.08E+D2
~5.43E+01

" NH

3.25E+01
4.7T7E+00
~1.96E+01

1.12E¢02
2.01E*01
-5.42E+01

137Cs
(pCi/L)

3.44E+00
2.0BE+Q0
0.00E+00

HH

HN

8.21E+00
~7.B0E-01
~1.10E+01

6, 42E+00
1.29E+00
-5, 98E+00

2.8TE+00
-1,86E+00
~7.28E+00

7.94E+00
3.90E-01
-5, 98E+00

N

9.99E+00
3.48E4+00
(}.00E+00

8.55E+00
~1,11E+00
-1.59E+01

Uranium
{pCLi/L)

& oo - LT L

-0

HH

L1

HH

HR

KK

.B5E+0D
.S0E+00
. TEE+0G

L2TE+Q0
. B4E+00
LO1E+00

BN

HN

.99E+00
LA4E+00
. 9DE+G0

Hitrata
{PFY)

HN

HY

NR

7.02E+00
3.97E+00
1,36E+00

4, 17TE+ 02
3.52E+02
2.48E+02

2.58E+02
1,.53E+02
8,55E+01

2. 7T8Ex02
1.40E+02
7.52E+01

3, 22E+00
1.69E+00
5.00E-01

3.58E+02
2.35E+02
6.70E+01

1.70E+02
1.39E+02
1.14E+02

2810-dU-OHM



Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 2 of 14)

Hell no.
(waste site)}

Alpha
(pC1l/L)

" 289-E17-12
{216-A-45)

299-E17-13
{218-A-45)

299-E23-02
(20C~EAST)*

200-E24-01
(218-A-5)%

299-E24-02
(2168-A-10)%

289-E24-04
(216-A-9)%

299-E24-08
{216-C-3,4,5)%

299~-E24-11
(216-A-10)%

289-E24-12
(216-A-21,31)%

299-E24-13
(241-A)x

289-E£25-02
(216-A-1,7)%

AVG
HIN

AVG
MIN

AVG
MHIN

AYG
HIN

AVG
MIN

AYG
MIN

AVG
MIN

MAX
AVG
MIN

MAX
AVG
HMIN

HAX
AVG
HIN

MAX
AVG
MIN

4.90E+00
3.710E+00
1.80E+00

7. TOE+00
5.40E+00Q
3.10E+00

HH

HH

6. 50E+00

5.00E+00

3,80E+00

RN

NN

HH

HH

NH

HH

9212392973980

Beta
{pCi/L)

4.56E+01
2.567E+01
1.48E+01

3.89E+01
2,43E+01
1.07E+01

7.80E+00
6.40E+00
5.10E+00

6.23E+01
4,29E+01
3.15E+01

2.11E+01
1.78E+01
1.41E+01

8. TOE+00
4.70E+00
2.60E+00

4.80E+01
2.28E+01
1.29E+0%

3,95E+01
1.83E+01
1.02E+01

4.76E+02
1.08E+02
2.17E+01

9.408+00
8,20E+00
6. 90E+00

4, 40E+00
4.10E+09
3.80E+00

Tritium
(pCLi/L)

3.09E+06
1.66E+08
2.54E+05

3% B3E+0B
2. 3TE+06
1.14E+06

3.35E+04
2.97E+04
2.59E+04

1. 13E+07
8.47E+08
5.BIE+08

4.85E+08
4.19E+08
3.83E+08

3.75E+04
1.51E+04
9.91E+03

8.89K+03
6,43E+03
4.83E+03

1} 40E+07
9.09E+08
5.278+06

2.49E+08
1.27E+08
3.26E+05

HN

8.66E+03
7.92E+03
7.19E+03

oy

$4Co
(pC1/1)

8, 55E+00
-7.00E~02
-9.01E+00

B.41E+00
1.34E+00
-1.12E+01

RN

8.42E+DD
1.82E+00
~2.64E+400

5.05E+00
-3.0TE+00
~8.56E+00

8.10E+00
-4.B7E+00Q
-1.B6E+01

2, 28E+00
4.40E-01
-5.60E~01

5.81E+00
3.98E+00
5.40E-01
1.458+01

1.06E+01
7.31E+00

RN

NN

03y
(pCi/L)

6.108-0L
§.00E-02
-2.10E-01

7.40E-01
3.80E-01
1.00E-01

HN

1.63E+01
1.563E+01
1.43E+01

3.34E+00
2.40E+00
1.42E400

4.60E-01

3.50E-01
2.30E-01

NN

1.38E+00
1.09E+00
9.20E-01

4.31E+00
3.59E+00
2.96E+00

HN

BN

108 Ru 1371(Cs Uranium
{pCi/L} (pCL/L) {pCi/L)
§.28E+01 7.18E+00 4,01E+Q0
2.84E+01 -8.00E-01 2.B9E+00

~2.67E+01  -1.93E+01 1.70E+00
5.91E+01 8.13E+00 5.684E+00

-2.21E+01 9.00E-02 4.07E+00

~1.11E+02  -8.33E+00 3.06E+00

NN NN HN
5.T8E+01 3. 85E+00

1.34E+00 -3.18E+00 HH
~2.34E+01  -9.40E+00
1.10E+02 3, 33E+00

3.39E+01  -3.35E+00 HN
5.91E+00 ~B,86E+00
1.81E+01 2.14E+00

~3,26E+01 -2.80E-01 NN

-1.08E+02  ~1.53E+00
6.14E+01 2.41E+00

-9, 44E+00 -9.10E-01 Hi

-8.44E+01 -4,B82E+00
3.98E+01 2.67E+00

~1.01E+01 -1, T3IE+Q0 NN

~6.45E+01 -7.69E+GD
4.20E+02 2.27E+00
1.23E+02 -1.52E+00 HH

~2.B8E+01  -6.05E+00
HH N HN
NR HH HH

Hitrate
{PPH)

1.17E+02
6,28E+01
2.42E+01

1.51E+02
9.11E+01
3.35E+01

2.50E+00
1.50E+00
5.00E-01

5.72E+02
3. 8BE+02
2.27E+02

2.04E+02
1.76E+02
1.49E+02

4.62E+00
3.33E+00
2.50E+00

6.96E+00
5.60E+00
2, 50E+Q0

4. TOE+02
3.18E+02
2.2B8E+02

2,09E+02
8.73E+01
4.66E+01

4.21E+00
3.14E+00
2.64E+00

2. 50E+Q0
2.08E+00
1.65E+00

2810-d3-DOHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 3 of 14)

Hell no.
(waste site)

299-E25-03
(216-A-6)*

289-E25-06
(216-A~8)

299-E25-09
(216-A-8)

299-E26-10
{216-A-18,19)%

209-E256-11
(216-A-30)

299-E25-13
(241-AX)*

299-E25-117
(216-A-37-1)

299-E25-18
(216-A-37-1)

208-E25-19
(216-A-37-1)

299-E25-20
(216-A-37-1)

299-E25-21
(216-A-37-2)

MIN

AVG
MIN

AVG
HIN

HAX
AVG
HIN

AVG
MIN

AVG
HIN

AVG
MIN

AvVa
HIN

AVG
MIN

Alpha
(rCL/1)

WN

1,60E+00
1.10E+00
2,00E-01

1.60E+00
7.00E-01
1,00E-01

1.50E+00
1.30E+00
1. 20E+00

1.80E+00
1,10E+00
5.00E-01

Ri

1.50E+00
1,10E+00
1,00E-01

1,B0E+00
1.30E+00
1.00E+00

1,70E+00
1.10E+00
4,00E-01

2,40E+00
1.80E+00
1.20E+00

2.30E+00
1.60E+00
$.00E-01

9212500090 |

Bata
{pCi/L)

5. 20E+00
4,80E+00
4.00EH00

B.TOE+00
4. 70E+00
1. 10E+00

6.40E+00
5.00E+00
4£.10E+00

6.90E+00
8.10E+00
5.10E+00

1.50E+01
1.11E+01
8. 80E+00

1.11E+01
9.70E+00
7.80E+00

1.76E+01
1.03E+01
6. 30E+00

1,17E401
7.50E+00
4.40E+00

1,19E+02
5.44E+01
8, 30E+00

1,78E+01
1.37E+01
9. 20E+00

1.47E+01
1,12E+01}
9.00E+00

Tritium
(pCL/L)

BN -

3.395+4
1.10E+04
4.38E+03

4.32E+03
3.36E+03
2. 36E+03

HH

6.02E+05
4.218+05
2. 03E+05

HH

5.02E+05
3.84E+0b
1.78E+05

3.12E+05
1.71E+05
B8.70E+04

6.83E+08
3.97E+08
4.23E105

8.58E+05
6.0BE+05
2.86E+05

9.00E+03
4, 72E+03
2.45E+03

40Co
{pCi/L)

HNH

4.21E+00
6.00E-02
-3, 54E+00

7.50E+00
3.07E+DD
-1.52E+00

2.43E+00
1.83E+Q0
1. 22E+00

8.54E+00
-2.70E-01
-1.12E+01

BN

~1.70E+00
-6.45E+00
~},.50K+01

7.93E+00
~-7.90E~-01
-1.17E+01

€.09E+00
1.77E+00
-3.56E+00

6.B81E+00
6.20E-01
-5.35E+00

9.B4E+00
1.84E+00
-9.12E+00

05y
(01 /L)

KN

3.30E-01
1.10E~-01
-1.80E-D1

7.00E-01
3.60E-01
3.00E-02

HKH

2, B1E+00
7.60E~-0}
2.00E-02

Hi

1.22E+Q0
5.80E-01
~2.30E-01

2, 34E+00
6,70E-01
5.00E-02

4.10E-01
-4.00E-02
~6.30E-01

1.60E-01
7.00E-02
-1.30E-01

8.60E-01
2.80E-01
~1.60E-0%

168Ry 13170s
(pCL/L) - (pCL/L)
2] NH
4.51E+01 &.56E+00
1.T0E+Q1 4.22E+00
-2.24E+01 2.66E+00
3,.63E101 8.95E+00
-7.97E+00 2.14E+00
-8, 21E+01 ~2,56E+00
5,50E+01 3.03E+00
T.53E+00  -3,27E+00
~5.7T6E+01 -7.94E+00
5.11E+01 8.99E+00
-8.38E+00 -3.20K-01
-6.88E+01 -1.31E+01
HH 2131
3.986E+01 5,00E+00
~-2,95E+00 2.17E+00
-3.11E+01 -6.70E-01
5.38E+01 8.33E+00
1.25E+01 1.27E+00
-5.34E+0%  ~7.03E+00
1.48E+01 6.81E+00
-4.00E+01 £.13E+00
~1.23K+02 3.20E-01
8.67E+)1 8.55E+00
3.T1E+01 3.88E+00
1.41E+01 -6.70E-01
5.07E+01 5.5BE+00
-1.22E+01 ~1.00E+00
-9,.40E+0F -t 09E+Ql

Uranium
(pCL/LY

NH

RH

1.09E+00

1.09E+0G

1.02E+00

NN

RH

HH

HH

HH

HH

1]

NH

3.28E+00
2.25E+00
1.53E+00

2.560E+00
1.94E+00
1. 34E+00

HH

5.50E+01
3.80E+01
2.80E+01

4, 438402
3.22E+02
1. 28E+02

2.65E+01
1.64E+01
7.75E+00

2.67E+01
1.683E+01
9.565E+00

2.4Er02
1.6YE+02
6.27E+01

2.29E+02
1. 70E+02
1.32E+02

1.24E+0})

8.01E400

5.72E+00

2510-d3-OHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 4of 14)

9-g

Well no. - Alpha Rata Tritium $0Co 05y 106Ru 13705 Uranium Nitrate
(wastae site) {pCi/L) {pCL/L) {pCi/L) {pCi/L) (pCisLl) (pCGL/L) {pCi/L) (pCi/L) ¢PPM)
MAX 1.50E+Q0 1.098E+0% 1.34E+04 9.74E+00 8.40E-01 &.9598+01 1.02E+01 7.04E+00
289-E25-22 AVG 1.00E+00 6.20E+00 6.94E+03 ~2.08E+00 4.00E-61 -1.86E+00 1.29E+00 RN 5.27TE+00
[{216-A-37-2) MIN 8.00E-01 3.50E+00 4.87E+03 -1.02E+01 3,00E-02 -1.44E+02 -1.12E+01 4, 30E+00
HAX 1.50E+00 1.B9E+01 1+ BOE+03 4.0BE+00 1.50E-01 9,.55E+01 8.48E+00 4.03E+00
2§9-E25-23 AVG 1.00E+00 1.49E+01 6i00E+02 -6.30E~0L 1.00E-02 3.39E+01 1.81E+00 NN 2,86E+00
(218-A-37-2) MIN 7.00E-01 1.32E+0% 1.71E+02 ~B.42E+00 -1.40E-01 2.83E+00 -4.48E+00 2.20E+00
MAX 1.30E+00 2.22E+01 3.15E+03 1.12E+01 2.80E-01 9.04E+01 1.07E4+01 5.30E+00
299-E25-24 AVG 1.G0E+00 1.50E+01 1.06E+03 3.68E+00 1.50E-01 1.62E+01 -2.80E-01 HR 3.14E+00
(218-A-37-2) MIN 7.00E-01 8.10E+00 4.90E+02 ~4.,29E+00 3.00E-02 -4.08E+01 -7.89E+00 2.50E+00
MAX 6.50E+00 3.40E+03 3.40E+0Q0
299-E28-02 AVG NN 5.50E+00 2.76E+03 NN HH HH 3] NN 2.38E+00
{216-A-24)* MIN 4. B0E+00 2,34E+03 1.14E+00
MAX 6.40E+0D0 B6.TAE+04 3.71E+00
295-E26-04 AVG NN 5. 40E+00 4.90E+04 NH NN HH RN HK 2.60E+00
{216-A-24)=% MIN 4.7T0E+00 3.6BE+04 1.68E+00
HAX 9.00E-01 5. 30E+00 3.64E+03 5. 4EHOD §.40E-01 2.23E+01 4.00E+00 2.50E+00
2809-E28-086 AVG 6.00E-01 3.60E+00 1.38E+03 8,50E-01 4,80E-01 -4 ,43E+01 -1.87E+00 NN 2.05E+00
(401-A)% MIN 3.00E~01 2.00E+00 1.35E+02 ~6.34E+00 2.60E-01 -8.40E+01 -5.99E+00 6.8TE-01
HAX 8.87E+01 3. T4E+00 2.23E+01 1.20E+01
299-E27~-05 AVG HR 6.85E+01 NH 3.77E+00 HN ~1.31E+01 3.11E+00 HH HH
{216-C~10)% HIN 5.33E+0L -1.698+00 ~-8.16E+01 -1, 3TE+00
MAX 1.69E+00 T.53E+00 H 1.07E+01
299-E27-07 AVG 1.5TE+00 5.97TE+00 "HN NN HH HH HH NN 5.48E+00
(241-C)* HIN 1.46E+00 3.88E+00 2.50E+00
MAX 1.60E+00 2,96E+02 8,79E+00 1, 45E+02 8.83E+00 3.20E+00 1.29E+00
299-E28-07 AVG 1.10E+00 1.82E+D2 NN 1.50E+00 9.40E+01 -4 . 40E+01 =1.T38+00 1.15E+00 HH
(216-B-5)% MIK 8.00E-01 1.12E+02 -3,64E+00 6.,93E+01 ~-9,.22E+01 -7.67E+00 1,02E+00
HAX 1.02E+01 1.15E+01 §.B82E+Q0
299-E28-09 AVG 8.40E+00 1.,00E+01 NN HH NN BN HH 6.B5E+00 NH
(218-B-12)% MIN 6. 20E+00 8.70E+00 4. 4BE+00
MAX 2.04E+01 4.01E+05 6.09E+0€Q 4,.8BTE+01 7.18E+00
299-E28~-12 AVG NH 1.54E+01 1.46E+05 -1.00E+00 BN -2.55E+00 1.40E-01 NN NN
(216-B-55) MIN 9, 40E+00 T7.02E+04 ~1.64E+01 -3.85E+01 -8.89E+00

GS10-dU-DOHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 5 of 14)

Well no. Alpha Beta Tritivm 80Co $08r 108 Ru 137Cs Uranium Hitrate
(waste site) (xCL/L) (pCL/L} (pCL/L)  (£C1/L) (pCi/L)  (PCi/L} (pC1/L) {pC1/L) (PEM)
. HAX 9.50E+00  B.98R+03  4.51E+00 4.658+01  5.98E+00
299-528-13  AVG LU 8,20E400  6.70E+03  1.01E+00 ] -3.11E+00  2.BOE+0D Ny By
(216-B-55}  MIN 7.00E+00  6§.30E+03  1.01E+00 -5.35E¢01  -1.69E+00
MAX  B8.20E+00  1.10E+01 7.8BE+00
299-E28-16  AVG  7.10B+00  B8.20E+00 HR HN BN NN N 8.04E+00 NN
(216-B-12)%  MIN  6.40E+00  7.00E400 | 4.82E+00
MAX  6.B0E+00  8.80E+00 8.22E+00
299-E28-17  AVG  5.30E+00  8.80E+00 NN N NN BN - NN §.18E+00 N
(216-B-6,108)% MIH  4.00E+00  8.90E+00 1.01E+00

HAX 9.41E+01 2.88E+01 1,18E+04 7.01E+00 9.40E-01 4,38E+01 5.67E+00 8,22E+01 7.33E+01
299-E28-18 AVG 6.H61E+0 1.91E+01 7.988+03 2.40E+00 3.80E-01 -3.87E+00 -3.10E-01 4.98E+01 6.13E+01

(216-B-62) MIN 3.66E+01 1.468+01 6.13E+03 -9.13E+00 5.00E-02 -4.03E+01 -1.87E+01 3.48E+01 3.61E+01
HAX 5.57E+0L 1.85E+01 9,69E+03 9. 73E+00 1.19E+00 6.968E+01 7.18E+00 6.36E+01 4.47E+01
2998-E28-21 AVG 4,.54E+01 1.54E+01 B.85E+03 3.04E+00 5.10E-01 -3.60E+00C 7.30E-01 4, 34E+01 4.04E+01
(216-B-B2) HIN 3.05E+01 1.03E+01 4.80E+03  -7.96E+00 1,10E-01  -B.34E+01 -1,.07E+01 3.00E+01 3,07E+01
MAX 5.72E+01 1.57E+04 7.43E+03 6.945+01 7.80E+03 6,11E+01 2.49E+03 3.60E+01 1.14E+01
299-E28-23 AVG 3.30E+01 1.24E+04 6.29E+03 1.688E+01 8.10E+03 -5.356E+01 1,68E+03 2.64E+01 1.02E+01
(216-B-5)% MIN 1.18E+01 1.01E+04 §.53E+03 ~2.44E+00 4.04E+03  -3.12E+02 1.58E+03 2.32E+01 9.27E+00
MAX 6.00E-01 3.81E+02 1.22E+01 1,92E+02 2.24E+01 9.65E+00 4.76E-01
299-E26-24 AVG 3.00E-01 2.98E+02 NN 6.30E-01 1.89E+02 1.07E+D1 4.53E+00 2.72E-0% HH
(216-B-5)% HIN 2.00E-01 2.01E+02 -1.13E+01 1.86E+02 2.79E+00  -3.00E+0Q 1.36E-01
HAX 5.00E+00 8§.83E+03 6.T3E+00 3.49E+403 3,52E+01 4,75E+01 4, 96E+00
298-E28-25 AVG 8.90E+00 8.10E+03 ) BN 2.60E+00 3.15E+03  -2.50E+01 3.61E+01 3.87E+00 HH
(216-B-5)x* HIN 3. 40E+00 4.37E+03 i -5.46E+00 2.T3E+03  -1.03E+02 1.90E+01 2.44E+00
MAX 3,75E+01 7.56E+03 1.07E+01
299-E32-01 AVG HN 3.87E+01 8.80E+03 HR HY 31 HH HR 5.60E+00
(LLBG)* MIN 3.59E+01 8.04E+03 5.04E-01
HAX 1.40E+02 1.93E+01 5.80E-01 3.96E+01 3.7BE+00
299-E33-01 AVG HN 1.02E+02 HH 1.03E+01 2.30K-01 2,18E+00 -8.BOE-01 HH i
{216-B-43)% MIN 6.35E+01 2.87E+00 5.00E-02  -5.18E+0% -2.33E+0D
HAX 4.38E+02 1.B60E+03 2.41E+01 5.10E-01 4.86E+01 5,11E+G0
299-E33-03 AVG HH 1.66E+02 5.19E+02 1.06E+01 4.80E-01  -B8.70E-01 2.02E+D0 HH NN

(216-B-~44,45)* MIN 2.99E+01 3.08E+02 1.07E+00 4, 50E-01 -1.01E+02 ~1.71E+00

2810-d¥-OHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987, (sheet 6 of 14)

Wall no. Alpha Bata Tritivm 80Co L1353 104Ru 137Cs Jranium Hitrate
{uaste site) (pCi/L) (pCi/L) (pCi/L) {pCi/L) {pCL/L) (pCL/L) (pCi/L) (pCL/L) (PPH)
. MAX 2,93E+02 3.08E+01 8.30E-01 7.18E+00 4, 82E+00
299-E33-05 AVG NN 2.47E+02 HR 2.14E+01 4.50E-01 -3,75E+01 -1.96E+00 KN RH
(216-B~47)* MIN 1.86E+02 1.38E+01 7.00E-02 -1.44E+02 -1,03E+01

HAX 1.01E+03 E 7.89E+01 4.03E+0]1 6.04E+01 1.34E+01
299-E33-07 AVG NN T.38E+02 YNN 5,.76E+0% 1.028+0¢ 9,.63E+00 -2,77E+00 HNH 1)
(216-B-48,49)*% HIN 65.53E+02 3.93E+01 -4,.60E-01 -3.23E+01 -1.51E+01

MAX . 1.09E+02 6. 44E+00 8.60E-01 5.99E+04 5.51E+00
299-E33-08 AVG HR 7.36E+01 HN 2.93E+00 3.50E-01 2.06E+01 2.08E+00 HR NH
(216-B-41)x MIN 5,.72E+01 -4.8BE+00 8.008-02 -1.72E+01 -8.50E-01

»

MAX 2.26E+02 3.82E+03 1.08E+00 2.01E+00 35.83E+01 1.20E+01 1.02E+01
209-E33-08 AVG BN 2.00E+02 2.48E+03 -1.3%E+00 1,40E+00 =-1.81EK+01 6.13E+00 il 7.70E+00
(241-BY)* MIN 1.30E+02 1.62E+03 ~2,82E+00 1.09E+00 -9.70E+01 -5, 34E+00 1.66E+00

HAX 2.77E+01 4. 38E+03 4.52E+00 -3.00E-02 4.59E+01 4.92E+00 1.05E+Q1
299-E33-10 AVG NN 1.91E+01 3.51E+03 1.86E+0D -7.00E-02 1.26E+01 1.68E+00 NN 7.14E+#00
(216-B~35,41)% MIN 1.16E+01 3.04E+03 -1.52E+00 -1.10E-01 -2.82E+01 -1.28E+00 5, TIE+Q0

HAX 1.085+01 2.81E+00 2.41E+00 4.77E+01 3.62E+00
299-E33-18 AVG HH 9. 70E+00 RN 6.60E-01 1. 54E+00 -1.26E+D1 -1.04E+G0 RN NN
(216-B-TA,7B)% MIN 8.60E+00 -1.83E+00 6.70E-01 ~5.79E+0F  -4.45E+00

MAX 1,36E+01 2,00E+00 9. 73E+00
299-E33-20 AVG NN 1.08E+01 NN N 1.37E+00 NN Hi MN 5. 21E+00
(216-B-7,11)% MIN B8.40E+00 7.40E-0t 2.T4E+00

MAX 1.27E+01 5.08E+00 4.92E+0} 4.990E+00
299-E33-21 AVG NH 9.5QGE+00C HH 2,20E-01 RN 2,08E+01 -1.40E-01 HH HH
{216-B-36)% MIN 6.00E+00Q ~7.48E+00 ~1.27E+01  -1,13E+81

MAX 3,86E+02 - 7.07E+Q0 9. 40E-01 5.02E+Q1 5.64E+00
299-E33-24 AVG NN 2.97E+02 NR 3.41E+00 4.40E-01 3.00E+01 1.15E+00 HH HN
(216~B-57)% HIN 2.16E+02 -4.87E+00 -2.00E-02 3.15E+00  -2.65E+00

MAX . 2.71E+02 1.92E+{01 6. 10E-01 6., T9E+01 1.93E+00
299-E33-26 AVG HN 2.24E+02 NH 1.18E+01 4.30E-01 4.18E+01 ~1.85E+00 NH NN
(216-B~81)% MIN 1.97E+02 4.57E+00 1.90E-0} 1.95E+01  -B.40E+00

MAX 2.80E+00 1.21E+01 1, 34E+03 8.83E+00 7.21E+01 9. 96E+00
299-E34-01 AVG 2.30E+00 §.50E+00 7.84E+02 1, 80E+00 NN 2.56E+00 3.90E-01 HN KN

(218-B-63) MIN 1.40E+00 7.60E+00 2.54E+02 -1,08E+0} ~5.78E+0)  -6.04E+C0

2810-dd-OHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 7 of 14)

Well no.
(wazte site)

299-#10-01
(216~T-5)*

289-910-03
(216-T-32)*

299-¥10-04
(216-T-36)%

299-H10-08
(241-T)*

299-W10-09
{241-T)*

289-H11-11
(216-T-18)%

295-W11-15
(216-T-32)*

295-W11-18
(216-P7-35)%

299-W11-23
(241-T)x

299-W1l1-24
(241-T)*

299-Hi4-02

HIN

AVG
HIN

MAX
AVG
MIR

MAX
AVG
MIN

HAX
AVG
MIN

HAX
AYG
HIN

MAX
AVG

{216-T-26,27)*% HMIN

-

921250009095

Alpha Bata Tritiun
(pCL/L) {pCL/L) {pCLi/L)
4.04E+01
NN -3.44E+01 Ri
2.98E+01

2.92E+01 4.TiE+D1
1.72E+01 4.03E+01 RN
1.12E+01 3.3BE+01
6.16E+01
HN 5.7T4E+01 RN
§.08E+01
2. 20E+00 1.13E+01
i.80E+00 §.50E+00 213
1.10E+00 2.60E+00
2.80E+00 5.07E+01
2.40E+00 4.42E+01 WY
1.BOE+00 3.41E+01
2.50E+00 5.57TE+01
1.90E+00 4.94E+01 HH
1.50E+00 4,34E+401
2.14E+01
NN 1.58E+01 3]
1.87E+01
5.52E+01
RN 5.10E+01 NN
4.76E+01 i
3.60E+00 4.62E+01
2. 50E+00 3.39E+01 © NN
9. 00E-01 2.05E+01
1. 10E+00 5,62E+01
7.00E-01 2.07E+01 NN
3.008-01 8.50E+00
1.40E+00 6.53E+01 1. 16B+05
1.30E+00 5,.61E+01 1.01E+05
1.10E+00 4.52E+01 8.8BE+04

§0Co
(pCL/L)

9. 10E+00
5.08E+00
1.53KE+00

1.10E+0}
4,34E+00
-2, 10E+00

1.59E+01
1.25E+01
9.B3E+0C

1.61E+00
-2.58E+00
-4.82E+00

1.36E+01
8.17E+00
-1.82E+00

1.89E+01
9. 16E+00
0.00E+00

NN

1.42E+01
7.22E+00
-5.89E+00

1.39E+01
8.58E+00
-2.44E+00

6. 36E+00
-2.90E+00
-1.16E+01

3.7BE+00
1.30E-01
-4 ,04E+00

#05yr

(pCL/L)

2.30E-01
-1,20E-01
-5.00E-01

5,30E-01
2.20E-01
~4.00E-02

1.B3E+00
8.70E-01
-89,00E-02

i.358+00
4.80E-01
7.00E-02

4.60E-01
2.10E-01
-6.00E-02

4.40E-01
7.00E-02
-9.00E-02

HN

8.10E-01
5.00E-01
1.80E-01

2.60E-01
4,00E~02
-1,50E-01

9.40E-01
2.70E-01
3.00E-D2

1.85E+00
1.20E+00
7.50E-01

166Ru 137Cs Uranium
{pCL/L) {pC1/L) (pCL/D)
4.40E+01 2.24E+00
9.08E+00 ~3,1BE+D0 RN
~1.38E+01 ~1.77E+01
1.B5E+01 5,56E+00
~-1.635+01 2.22E+00 NN
-4,.51E+01 -2,12E+00
4.72E+01 4.27E+00
-4. 25400 -2.03E+00 RH
-5.57E+01  -B.32E+0)
2.589E+01 2.33E+00
8.6BE+00  ~1.55E+00 HH
-5,.65E+00 -4.92E+00
5.528+01  -3,30E-01
5.01R+00 -3.5BE+00 HR
-4.46E+01  ~1.17E+D1
4, 47E+01 I.TBE+O0
1.13B+01  -1.87E+00 RN
-2.32E+01 -8.05E+00
HR HR BN
3,36E+01 5.26E+00
1.04E+01  -2.89E+00 BN
=2.62E+01 -1.07E+D1
4. 47E+01 3.00E+00
-1.76E+01 1.61iE+00 NN
-5.96E+01  ~7.80E-01
1,13E+01 6.93E+00
1.50E-01 1.26E+00 HN
~1.84E+01 ~5.30E+00
4,18E+01 6.35E+00
2.34E+01  -7.00E-01 RH
2.82E+00 -6, 43E+00

Hitrate
(PPHl)

4. 26E+02
4,25E+02
4.25E+02

HN

HH

7.61E+090
4, 17TE+00
2.50E+00

3. 9TE+02

3.87E+02
3. 11{E+02

HN

NN

HR

4 51E+02
4.34E+02
4,08E+02

3.33E+02

2.85E+02
2.21E+02

NN

2910-d8-0OBM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 8 of 14)

Hell no.
{waste site)

299-H14-05
(241-TX)x*

299-W14-08
(241-TX)*

299-H14-10
{216-W-LHC)

299-W15-03
(241-TY)*

299-W1H-04
(216-T-19)x

289-Wi5-086
(216~7%-9)*

289-W15-07
(216-2-T7)%

298-H15-10
(216-2~16)%

299-W15-11
(216-%-16)%

299-Wig-05
(216-3-12)*

299-W1i8-09
(216-2-18)*

9 2

Alpha Beta
(pCL/L) (pCL/L)
MAX 2.81E+01
AVG WA 2.54E+01
MIN 2.34E+01
MAX 2. 80E+01
AvG HN 1.58E+01
HIN 1.01E+01
MAX ~ 7.30E+00 9. T0E+00
AVG 4.10E+00 8. 40E+00
MIR 1.30E+00 4.70E+00
HAX B8.83E+01
AVQ HN 8.10E+01
MIN 7.328+01
HAX 1,30E+01
AVG NN 1.17E+01
HIN 1.05E+01
HAX $.00E-01 5.10E+00
AVG 8.00E-01 4., 40E+00
MIN 8.00E-01 4.00E+00
MHAX 8.00E-01 2.38E+01
AVG 8.00E-01 2.38E+01
MIN 8.00E-01 2.38E+01
HAX 1. 40E+00 2.18E+01
AVG 1.20E+00 1.90E+01
HIN 1.10E+00 1.683E+01
MAX 2.60E+00 1.60E+01
AVG 2.30E+D0 1.47E+01
HIN 2,20E+00 1.18E+01
MAX 8.00E-01 9. 30E+00
AYG 6.00E-01 7.20E+00
HIN 1.00E-01 3,80B+00
MAX 1.40E+08 8.60E+00
AVG 8.00E-01 4.6QE+0Q0
WIN 1.00E-01 1.80E+00

1 25

Tritium
(pCisLl)

D06 979

$4Co
(pCi/L)

905y
{pCi/L)

6

108Ru
(pCi/L)

137Cs
{pCi/L)

Uranium
(pCi/L)

Hitrate
(PPH)

1.67E+04
8.85E+03
6.21E+03
5.37E+04
3.27E+04
1.66E+04
2.41E+03

1.48E+03
2.48E+02

HE
2.81E+05
2.20E+05
1.64E+05

HN

RN

BN

NN

NN

NH

BN

7.11E+00
2.00E+00
-5.80E+00
5.B6E+00

8.268E+00
5.66E+00

HH

N

1.90E+01
1.90E+01
1.90E+01

NN

5.61E+00
2.89E+00
§.10E-01

KR

NH

NN

3.80E-01
1.20E-01
1.0CE-02
1.00E-01

2.00E-02
~-7.00E-02

HH

Ry

8.00E-01
8.00E-01
8.00E-01

HR

2.30E-01
4.00E-02
-2, 20E-01

HH

HN

HH

4.09E+01
-2,.21E+01
-7.85E+01
~5.92E+00
-7.58E+00
-8.24E+00

HN

HH

4.35E+01
4.35E+01
4.35E+01

HH

5.81E+01
2.03E+01
-6.11E+01

NN

KN

L1

4.00E+Q0Q
~1.61E+00
-9.00E+00
2.49E+00

2.45E+00
2.41E+00

NN

HH

~9,83E+06G
-9.83E+00
-8.83E+00Q

NN

§. 7T8E+00
5.81E+00
3.42E+00

NN

NN

NN

NN

NN

HH

NN

HN

HH

RN

HR

NN

1.40E+(2
7.84E+01
2.88E+01

8.81E+01
4.85E+01
2.01E+01

1.03E+02
8.93E+01
6,42E+01

1.45E+02
1.34E+02
1.24E+02

7.07TE+02
6.17E+02
5.20E+02

1.20E+01
1.03E+01
8.68E+00

5.49E+01
5.49E+01
5.49E+01

1.07E+D2
1.03E+02
1.00E+02

1.52E+02
1.37E+02
1.21E+02

BN

§.50E+00
6.20E+0Q
5.20E+00

eS10-dd-DHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987, (sheet 9 of 14)

921235900907

Well no. - . Alpha Beta
{(waste site) {pCi/L}) {(pCL/L}
HMAX &.03E+01 2.83E+01
299-W18-15 AVG 5.30E+01 1.75E+01
{216-0-10)% MIN 4,12E+01 1.008+01
HAX 1. 40E+00 8.10E+30
299-W1B~17 AVG 3.00E-01 4.10E+00
{216-2-20) HIN -2.00E~01 2.30E+00
MAX 1.40E+00 4.40E+00
208-W18-18 AVG 6.00E-01  3.10E+00
(216-2-20) MIN 0.00E+00 2.50E+00
MAX 2.30R+00 6.10E+00
299-W16-20 AVG 1.00E+00 4. TOE+0Q
{218-%-20) MIN 4.00E-01 3.T0E+00
HAX 9. 14E+01 1.28R1+02
289-H19-02 AVG 5. 3EFDL 9, 72E+01
(216-0-8)% MIN 1.689E+01 6.98E+01
HAX 1.05E+04 1.01E+04
208-419-03 AVG 7.29E+03 6.88E+03
(218~U~1,2)* HIN 3.93E+03 4.05E+03
MAX 8. T0E+00 3.03E+01
299-W19-05 AVG 8.70E+00 2,54E+01
(216-5-23)% HIN 8. 70E+00 1.68E+01
MAX 4.28E+03 5.06E+03
295-W19-09 AVG 2.81E+03 3.28E+03
(216-0~1,2)% MIR 1.58E+03 1.83E+03
MAX 5.24E+03 8.9TE+03
299-W19-11 AVG 4,03E+03 4 .98E+03
(216-0-1,2)% MIN 2.86E+03 3.27E+03
MAX 4.BOE+00 2.84E+01
299-W19-12 AVG 4. 40E+00 1.8B6E+01
(241-U)x HIN 4., 30E+00 9. 70E+0D
MAX 1.87E+01 2.22E+01
299-W19-13 AVG 1.02E+01 1.77E+01
{216-U-16)% MIN 7.50E+00 1.168+01

Tritium
{pCi/L)

0Co
{pCL/L)

908y
{pCi/L})

108 Ru
(pCL/L

137Cs
(pCi/L)

Uranium
(pC1/L)

Hitrata
{PPM)

7 0 8 82 1 7 e e T AR L B P e o S o ok o e S R o A g o e L

3. 35E+02
1.41E+02
~4.86E+01

7.63E+02
3.44E+02
8. TOE+DS

2,33E+02
7.77E+01
~7.89E+01

1.68E+03
5.40E+02
1,29E+01

1.29E+05
1.08E+05
6.98E+04

1.99E+03
1.41E+03
9.21E+02

6.43E+02
4.04E+02
1.72E+02

NN

1.71E+03
1.,12E+03
2.82E+02

2.83E+02
1., 78E+02
8.61E+01

7.28E+02
2.17E+02
-1.25E+02

3.21E+00
-1.27E+00
-4, 87E+00

7.02E+00
1.88E+00
-6.31E+00

6.43E+00
2.00E+00
-6.07TE+00

2. 14E+00
~4,24E+00
~1.00E+01

2. 29E+00
=2.03E+00
~7.02E+00

2.80E+01
2.82E+00
-1.62E+D1

HN

HN

7.78E+00
2.44E+00
-3.85E+00

9.02E+0D
2.74E+00
~1.07E+00

7.08E+00
~2.04E+00
~2.53E+01

NN

NN

KH

NH

1.74E+0t
1,38E+01
1.06E+01

6.34E+00
2.80E+00
3,.80E-0t

HR

HR

2.79E+00
1.87E+00
8.00E-02

1.36E+00
4.60E-01
~2.10E-01

1.00E-01
4.00E-02
-4.00E-02

5.06E+01
-~1.587E+00
~2,30E+01

6.12E+01
1.74E+01
-2,16E+0t

4, 37E+01
2.00E+00
-7.21E+01

3.35E+01
-9, 43E+00
~8.53E+401

2.91K+30
-4,22E+01
-9.42E+01

4.23E+01
1.44E+00
-2.18E+02

N

NH

6.48E+01
3.65E+00
-7.76E+01

5.85E+01
-3.27TE+01
~1.42E+02

§.45E+01
-2.08E+01
-8.78E+01

2.33E+00
1.10E-01
~2,33E+00

2.88E+00
~6,00E-02
-2.99E+00

2.14E+00
2.90E-01
~-2.85E+00

3.33E+00
3,70E-01
-1.62E+01

§.98E+00
7.30E-01
-8.26E+00

8.12E+00
4.608-01
-5.23E+00

NN

NN

3.58E+00
-4.60E-01
-~1.15E+01

4.63E+00
1.02E+00
~2.27E+00

4.91E+00
~1.656E+00
~8.32E+00

5.19E+01
4.81E+0}
3.998+01

HH

NN

HN

6.42E+01
4.16E+01
1.58B+01

1.13E04
T7.40E+03
3.99E+03

8.01E+00
B.01E+DO
8.01E+00

6.50E+03
3.38E+02
1.54E+03

6.43E+03
4.58E+03
3.04E+03

4,.69E+00
3.67TE+00
3.26E+00

1.10B+01
8.28E+00
5. 30E+00

2. 78E+00
1.87E+00
5.41E-0L

8.03E+00
§.58E+00
2.50E+00

3.018+00
1.08E+00
5,00E-01

3.88E+00
3.01E+00
2.50E+00

5.85802
4., 60E+02
3.17E+02

1,13E+02
9.96E+01
7.14E+01

5.52E+00
4.80E+00
3,81E+00

1.26E+02
8.448+01
1,39E+03

1.41E+02
1.17E+02
1.02E+02

7.49E+00
&, 05E+00
3.17E+00

9, 99E+01

2, 77TE+D]

1.84E+01

2810-d3-OHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 10 of 14)

Well no.
{waste slte)

299-W18-~14
(216-0-16)*

299-#W19-16
(216-U-1,2)%

299-W19-16
{216-0-1,2)%

299-H19-17
(218-0-1,2)%

299-918-18
(216-U-1,2)x

299-W12-19
(216-0-17)

299-W19-20
(216-U-17)

209-w18-21
(218-U-14)

299-W19-23
(216-0-17)

205-%19-24
{216~8-17)

299-W19-25
(218-U-17)

AVG
MIN

AVG
HIR

MIN

MIN

HAX
AVG
MIN

AVG
MIN

HAX
AVG
HIN

Alpha
(pCL/L)

921 23999908

Beta
{pCi/L)

Tritium
{pCi/L}

83Co
(pCL/L)

905y
(pCi/L)

108Ry
(pCi/L

137Cs
{pCi/L)

Uranium

(pCi/L)

Nitrate
(PEFM)

___________________________________________________________________ e ki o T T A At o e o

6. 20E+00
4.00E+00
3.00E+00

8.52E+02
2.22E+02
5.81E+01

1.78E+03
1.38E+03
1.02E+03

5.37E+01
2.19E+01
8.30E+00

5.09E+03
4.48E+03
3.62E+03

5.05E+02
3.86E+02
2.T2E+02

3.44E+02
2.52B+02
1.64E+D2

1.588+01
1.70E+01
1.18E+01

1. T1E+B2
1.35E+02
8.57E+01

5.4BE+02
4.35E+02
1.87E+02

2.93E+02
2.45E+02
1.82E+02

1.32E+01
1.01E+01
8.20E+00

8.L7E+02
4,1BE+02
8.19E+01

2.68E+03
1.88E+03
1.42E+03

8, 21E+01
8.01E+01
4,278+01

8.29E+03
7.84E+03
8.29E+03

5.18E+02
2.84E+02
1.80E+02

1.15E+03
8.35E+02
1.33E+02

1.89E+01
1.15E+01
7.70E+00

3.45E+02
2,30E+02
8.578+01

1.44E+03
9.92E+02
8.26E+02

3.05E+03
1.95E+03
6.3TE+02

3. 05E+02
1.02E+02
-~3.55E+01

i

¢ HR
NN
RN

NN

3.5TE+03
1.87TE+D3
1.19E+03

1.85E+03
1.4B6E+03
8.18E+02

3.09E+02
1.21E+02
-9, 86E+01

1.23E+03
1.04E+03
8.478+02

2.30E+03
1.88E+03
1.78E+03

2.50E+03
1.71E+03
1,47E+03

4.55E+00
1.85E+00
-1,52E+00

HH
Nl
NN

HN

6.07E+00
1.70E-01
~1.02E+01

1.87E+01
2.50E+00
~3.70E+00

5.63E+00
1.09E+D0
-4.81E+00

3.47E+00
8.80E-01
~3.51E+00

6. 43E+00
2.35E+00
-2.53E+00

1.07E+01
2.60E+0C
-3.05E+00

9.80E-01
5.00E-01
3.00E-02

RH

HN

HH

NN

9.30E-01
4.00E-01
-1.00E-01%

8. 70E-01
3.30E-01
-1.30E-01

4.7T0E-01
3,10E-01
2.00E-02

6.20E+00
9. 80E-01
-7.40E-01

1.95E+00
1.25E+00
4,00E-01

5.00E-01
2.10E-01
~7.00E-02

3.78E+01
-1.74E+00
~7.62E+01

HR

‘NN

BN

HH

§.91E+01
1.13E+01
~3.54E+01

8.69E+01
1.09E+01
-3.33E+01

7.28E401
2.62E+01
-2.82E+00

1.64E+01
-1, 18E+01
-6.41E+01

§.47E+01
1.53E+01
-1.42E+01

1,66E+01
~1.72E+00
-§.99E+01

8.01E+00
3.40E-01
~8.80E+00

N
WH
RN

HH

5.86E+00
1.06E+00
3.44E+00

6.8B8E+01
4£.04E+00
-8.32E+00

6. 88E+00
2.08E+00
-2.33E+00

3.58E+00
4_90E-01
-4.27E+00

3.20E-0t
~-1.52E+00
~3.83E+00

8.96E+00
2.31E+00
~-3.57TE+00

3.19E+00
2.85E+00
2.58E+00

5.42E+02
2.81E+02
1.30E+02

1.75E+03
1.376+03
1.04E+D3

4.11E+0L
3.209E+01
2.13E+01

6.65E+03
5.04E+03
4.18E+03

5.14E+02
3.78E+02
2.82R+02

4.69E+02
2.87E+02
1.34E+02

1.83E+01
1.51E+01
8.22E+00

1.68E+02
1.40E+02
1.26E+02

5.00E+02
4,35E+02
3.78E+02

2.79E+02
2.43E+02
1.51E+02

8.77E+01
2.13E+0%
9.04E+00

1.2BE+02
7.77E+01
2. 17E+00

9.71E+01
5. 49E+01
3.52E+01

b.52E+01
1.51E+01
1.04E+01

3.03E+02
2.37E+02
1.87E+02

1.50E+03
1.27E+03
1. 10E+03

1.07TE+03
8.88E+02
1.01E+02

3.0Q2E+00
2.40E+00
1. 26E+00

5.7H6E+02
4,82E+02
1.05E+02

1.50E+03
1.32E+03
1.27E+03

7.28E+02
6, 21E+02
1.498+02

ee10-dU-DHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987, (sheet 11 0f14)

Wall no. Alpha
(waste aite) (pCi/L)
MAX 1.48E+02
£99-H19-28 AVG 1.30E+02
(216-5-17) Wi 1.07E+02
MAX 1.04E+01
299-W19-27 AVG 2. 10E+00
(216-U-14) HIN B.50E+0Q
HAX 4.80E+00
299-W22-01 AVG 4.708+00
(218-5-1,2)% MIN 4, 60E+Q0
MAax 6.00E+0D
299-W22-02 AVG 5. 50E+00
(218-5-1,2)x MIH 5. 10E+00
HAX 3.00E-01
299-W22-10¢ AVG 1.00E-01
(216-8-1,2)% HIH 0.00E+0D
MAX
299-wz22-12 AVG BE
(216-5-~7)* MIN
HAX 3.40E+0D
299-W22~18 AVG 2.30E+00
(218-5-8)*% MIN 1.50E+00
MAX
299-W22-20 AVG HR
(216-5-20)=* HIN
i MAX 1.8TE+0]
299-Hg22-~-21 AVG 1.B1E+01
(216-5-13)¥% MIN 1.45E+01
HMAX 1.10E+00
299-4a22-22 AYG 8.00E-01
(216-9-12) MIN 1.00E-01
MAX 7.30E+00
299-W22-26 AVG 7.30E+00
(216-5-9)* HiN 7.30E+00

9212590069009

Bata
{pCl/L)

Tritiom
{pCi/LY

80Co
(pCL/L)

205y
(pCi/L)

104 Ru
(pCi/L)

137Ca
(pC1/L)

Uranium
{pCi/L}

Hitrate
{PEH}

3,83E+02
2.118+02
8.87E+01

1.92E+01
1.67E+01
1.16E+01

3.52E+01
3.52E+01
3.52E+01

1.B4E+01
1.64E+01
1. 64E+01

1.20E+02
8. B3E+01
6.55E+01

7. 10E+00
6.60E+00
6. LOE+00

4.88E+01
2. 208+(1
4, 20E+00

4, Z6E+01
3. 85E+01
3.30E+01

2.24E+02
1.97E+02
1.80E+02

5. 10E+00
3.30E+00
-3.00E~01

2.61E+0Y
2.02E+01
1.27E+01

1.51E+03
1.38E+02
1. 30E+03

2.41E+02
1. 238+02
1. 51E+01

2. 40E+02
2.40E+02
2.40E+02

4_.39E+03
4, 39E+03
4, 38E+032

NN

3. 36E+04
2,81E+04
1.78E+04

HH .

2.6BE+05
2.55E+05
2.33E+05

HH

2, 10E+03
1.8BE+03
1.5388+03

3.14E+04
2.58E+04
1.98E+04

8.08E+00
4 .67E+00
1. HE+00

§.35E+00
2.138+00
-8.18E+00

1. 22E+00
1.22E+00
1.22E+00

2.02E+00
2.02E+00
2. 02E+00

7.04E+00
1.90E-01
-B.30E+00

~1.48E+01
-1.48E+01
~1,4B8E+01

4. 30E+00
1.87E+00
-1, 69F+00

5. 88E+00
3.55E+00
1.23E+00

3.04E+00
-2.40E-01
-3.53E+00

7.49E+00
2,19E+00
-9.84E+00

3. 20E+00
~3.50E+00
~1.02E+D1

6.40E-01
1.70E-01
~3.90E-01

4,70E-01
0.00E+0D
-2.90E-01

1.70E+01
1.70E+01
1.TOE+01

3.T1E+00
3.71E+00
3, T1E+00

7.02E+01
4. 28E+01
2.76E+01

2.80E-0L
2.80E-01
2.80E-01

1,20E+01
3, 40E+00
-1.80E-01

9.50E-01
4, 50E-01
~4 ,00E-02

1. 4TE+00
1.05E+00
6.30E-0%

7.80E-01
2.80E-01
~1.70E-01

1.680E-01
1.30E-01
1.00E-01

1.81F+01
-1.68E+01
-7.08E+01

B5.36E+01
-4.76E+01
-2.008+02

-5.30E+00
-§.30E+00
-5.30E+00

2.66E+01
2.68E+01
2.66E+01

7.52E+01
2. BEE+0L
-2.19E+01

3, 80E+01
3.90E+D1
3.90E+01

9,32E+01
4.95E+01

T 1.44E+01

~-2.97E+01
~4.99E+01
~7.00E+01

2.24E+01
-6. 208100
~3.48E+01

4.TTE+0L
3.39E+00
-2,538+01

~2.33E+01
~-4.,00E+01
-5.85E+01

3.97E+00
3.10E-01
~2.41E+00

4,70E+Q0Q
=1.33E+00
~1.40E+0}

4.53E+00
4.53E+00
4.53E+00

4. 79E+0D
4.79E+00
4.7T9E+00

3,84E+00
2,70E-01
-4 . 2BE+00

-4, 16E+00
~4,16E+00
~4_16EB+00

6.00E+00
~1.85E+00
~8.05E+00

3, 33E+00
1.29E+00
-7.60E~-01

3. 85E+00
2.08E+00
3.20E-01

1.07E+01
3.80E-01
~7.94E+00

-6.70E~01
-2.00E+00Q
=3.33E+00

1,66E+02
1.23E+02
8.42E+01

8.83E+00
8.15E+00
7.40E+00

3.06E+00
3.068E+00
3.08E+00

6.31E+00

6.31E+00
6. 31E+00

N

HH

HH

HH

1.58E+01
1.32E+01
1.02E+01

3.15E-01
4.0TE-01
8. 79E-02

9_71E+00
9. 7T1E+00
9.71E+00

1.20E+03
7.95E+02
6.21E+02

3. 86E+00
3.17E+00
2.50E+00

3.49E+00
3.49E+00
3.49E+400

2_66E+00

2.66E+00
2, 66E+00

HNH

3. 32E+00
3.08E+Q0
2.81E+00

HH

NH

1.42E+01
1.31E+01
1.12E+01

4,08E+00

2. 04E+00
5.00E-01

HN

TS10-dE-OHM
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Table B-1.  Results of the Uneonfined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 120f 14)

Well no.
(waste site)}

289-823-01
(216-5-3)*

299-W23-02
{241-8X)*

299-W23-03
(241-SX)*

299-W23-04
(216-5-21)%

299-W23-09
{215-5-25)

289-W23-10
(216-8-25)

299-y23-11
(216-0-10)*

299-W26-03
(216-5-8)%

293-H26-08
(216-5-5)%

299-W27-01
{216-5-28)

699-32-72A
(216-5-19)%

MAX
AVG
HIN

HAX
Avg
MIN

MAX
AVG
MIB

MAX
AVG
MIN

HAX
AVG
MIN

MAX
AVG
MIN

HAX
AVG
MIN

MAX
AVG
HMIR

MAX
AVG
MIN

MAX
AVG
MIR

HAX
AVG
MIN

Alpha
{(pC1/L)

1.40E+01
1,40E+01
1.40E+01

NN

" RH

2.42E+01
1.87E+01
1.46E+01

4.84E+01
2.73E+01
1.43E+01

4.47E+01
3.62E+01
2.42E+01

4.26B+01
2.1BE+01
1,79E+01

1. 70E+00
1.40E+00
1.20E+00

1.20E+00Q
8.00E-01
8.00E-01

1.03E+0L
7.40E+00
6.30E+00

1.50E+00
5.00E-01
~1,00E-01

9 2

Beta
(pCi/L)

1.45E+03
§.24E+02
3.70E+01

1.44E+03
1.03E+03
5.33K+02

1.43E+02
8.94E+0!
4.45E+01

8.00E+00
8.00E+00
§.00E+00

2.24E+01
1,26E+01
8.70E+00

3.40E+01
2.06E+01
1.32E+01

1.99E+01
1.11E+01
7.00E+00

5.80E+0Q
4.30E+00
2, 10E+00

6.60E+00
4. 40E+0D
2. 50E+00

1,02E+01
7.50E+00
5.70E+00

1.57E+81
8.80E+00
3.10E+00

2

Tritiom
(pCi/L)

1.
1.
1.

1.
1.
T.

1.
7.
3.

8.
2.
1.

4,
1,
1.

3,
2.
4.

1.
5.
1.

LY.

HH

NH

6TE+03
B7E+03
87TE+03

55E+06
29E+08
TEE+06

02E+06
01E+08
0BE+05

51E+04
12E+04
00E+03

T1E+02
93E+02
11E+02

70E+02
13E+02
TAE+0Y

45E+04

TBE+03
Q8E+02

HY

ey

o

D009 19

83Co
{(pCi/L)

7.33E+00
4.49E+00
1.61E+00

8.45E+00
-1.21E+00
~1.30E+01

6. 82E+00
~-5.90E-01
-9, 10E+00

1.13E+00
1.13E+00
1,13E+00

§.11E+00
1.44E+00
-6.83E+00

5,.0554+00
2.40E-01
-5.40E+00

1. 41E+00
-3.30E+00
-1.01E+01

KN

4.23E+00
2.70E-01
-4.87E+00

1.22E+01

3.24E+00
~2.84E+00

HH

805y

(pC1/L}

9.00E-02
5.00E-02
0.00E+00

4.00E-01
2.80E-01
8.00E-02

1.30E-01
-2.00E-02
~-3.00E-01

8. 70E-01
6.70E-01
8.70E-01

4,.80E-01
2.40E-01
-2.30E-01

8.00E-01

1.70E-01
~2.40E-01

HH

HN

1.03E+00
3.40E-01
~1.50E-01

7.30E-01

2.70E-01
~3.70E-01

NN

L08Ry
{pCi/L}

4.23E+01
2.50E-01
-7.03E+01

0., 00E+00
~1.51E+01
-4.14E+0)

1.81E+01
~3.57E+00
-4,78E+01

3, 20E+0L
3.20E+01
3.20E+01

4 55E+03
3.10E-01
~5,55E+01

5,33E+01
1.01E+01
-3.87E+01

4. 80E+01
-3.28E+01
~1.15E+02

NN

3.38E+01
-4.48E+00
«3,3E+D1

1.02E+02

3,20E+01
-1.08E+01

HN

131Cn
(pCi/L)

5.00E+00
1.31E+00
~4,.54E+00

7.50E-01
=~2.73E+00
~4.B0E+00

5. 08E+00
-3.168+00
~1.28E+01

8.90E-01
6.90E-01
6.90E~01

9.82E+00
1.67E+00
~1.29E+01

6.38E+00
7.70E-01
~6.B4E+00

1.71E+00
~3.80E-01
-2.57E+00

X

7.12E+00
~1,00E+00
-7.18E+00

5.51E+00

4.30E+D0
1.28E+00

NN

Uranium
{pGi/L)

1.28E+01
1.28E+01
1.26E+01

L1

BN

1.96E+01
1.78E+01
1,58E+01

4.97E+01
2.70E+0L
1.83E+01

4,66E+01
3.47E+D1
2.70E+01

2,15E+01
1.59E+01
1.28E+01

1.02E+00

8.83E-01
6.79E-0%

HH

6.31E+00
§.16E+00
4.07E+00

Hi

Nitrate
{PPtD)

4,35E+01
1.868+01
3.26E+00

3.64E+01
3.168+01
2.687E+01

‘7.66E+00
§.55E+00
4,19E+00

5.92E-01
5.92E-01
5.92E-01

4,09E+D2
2.10E+02
7.71E+01

2.28E+02
1.93E+02
1.38E+02

2.75E+00
2. 55K+00
2.50E+00

2.88E+00
2.17E+00
8.13E-01

4.30E+00
3.20E+00
2.51E+00

1.18K+02

1.05E+02
7.82E+01

NN

2610-d¥-OHM
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Table B-1, Results of the Unconfined Aquifer Ground-Water Monitering Network in CY 1987. (sheet 13 of 14)

92125000091 |

Well no. Alpha Beta

{waste alte) {pCisL) (pCL/L)
. HAX 1.37E+01 1.01K+01
B99-35-7T8A NG 3.40E+00 8.50E+00
(216-0-10)% HIN 4.70E+00 4.40E+00
MAX 1. 70E4+00 5.10E+00
699-42-40A AVG T.060E-01 4.10E+00
(218-B-3) HIR 0., 00E+00 3.30E+00
MAX - 6,80E+00
£99-42-40B AVG RN 4,.00E+00
{216-B-3) HMIN 2. 10E+00
HAX 2.10E+Q0 4,BOE+00
899-45~42 AYG 1.B80E+00 3.90E+0D
{218-B-3) MIN 1.70E+00 3.00E+00
MAX 2.30E+00 T.40E+00
699-50-42 AVG 1.50E+00 6,60E+00
(216~A-25) MIN 6.00B-01 5, 80E+00
MAX 6.20E+00 1.43E+02
699-53-47A AVG 2.50E+00 1. 1IE+02
{216~-A-25) MIN 1.00E-01 8,68E+01
HAX 5. 40E+00 1.90E+02
699-53-47B AVG 3.70E+00 1.57TE+02
(216-A-25) HIN 2.90E+00 1.35E+02
MAX 1.88E+01 1.62E+01
699-53-48A AVG 4.60E+00 8. T0E+0Q
(216-A-25) HIX 9.00E-01 5.890E+00
- MAX 2.20E+00 8.81E+02
598-53-48B AVG 4.90E-01 5.45E+0H2
{216-A-25) MIN -2.00E-01 3.65E+02
HAX 1, 80E+00 9.60E+00
B9D-53-85A AVG 1.10E+00 8.00E+00
{216-A-25) HIN 3.00E-01 8.30E+00
HAX 2.20E+00 1.17TE+02
699-54-48 AVG 1.50E+00 1.05E+02
{218-A-258) MIN 9.00E-01 8.95E+01

Tritium
(pCi/L)

3.18E+02
8.23E+01

-1.88E+02

7.00E+02
3.19E+02
3.40E+00

2.77E+03
5. 25E+02

-9.52E+01

e

5.20E+04
5. 20E+04
5.11E+04

ni

HN

NN

NN

HN

HKR

NN

so0Co
(pCL/L)

5.83E+00
3.08E+00
1.61E+00

7.40E+00
2.37E+00
-7.91E+00

6. 27E+00
1. 82E+00
-9.73E+00

4.05E+00
-4.50E+00
-2.03E+01

HN

5.61E+00
-4.15E+00
~1.12E+01

6. 41E+00
3.50E-01
-7.89E+00

7.00E+00
-6.10E-01
-1.01E+0})

§.73E+00
3.38E+00
-4.91E+00

5.36E+00
4.35E+00
2.81E+00

§.38E+00
1,95E+00
~1,70E+00

808y
{aCL/L)

HH

8.30E-01
. 2.10E-01
-2.60E-01

4.40E-01
1.60E-01
~3.00E-02

2.20E-01
&€.00E-02
~2.7T0E-01

3.10E-01
1.10E-01
~1.50E-01

7.89E+01
6,15E+01
4.27E+01

1.15E+02
8.52E+01
7.03E+01}

1.62E+00
4.00E-01
-1.00E-02

4,395+02
3.14E+02
2.01E+02

2,70E-01
8.00E-02
-2.00E-01

5.90E+01
5.05E+01
3.79E+01

108 Ru

~7.33E+Q0
-3.43E+01
-5.93E+01

8.338+01
3,04E+00
-8, 34E+01

6.B3E+01
1.19E+01
-3.97E+01

6.28E+01
-8.54E+00
~7.23E+01

HH

3.39E+01
€.26E+00
-3.08E+01

5.48E+01
-8.566E-01
-4,32E+0%

7.85E+01
1,47E+01
~1.T6E+01

4.428+01
12.41E+01
~7.3BE+01

3,66E+00
-3.65E+01
~9.80E+01

6. 46E+01
1.64E+00D
=-5.64E+01

137Ca
(pCL/L)

9.66E+00
5.06E+00
0.C0E+00

7. HME+00
2.62E+00
-4.53E+00

7.33E+00
~4,00E-01
-4.79E+00

7.28E+00
1.30E-01
-9.83E+00

HH

4.866E+00
~3.00E-01
-1.12E+01

2.15E+00
-1.80E-01
~4,18E+00

3.20E+Q0
=1.10E+00
~4.16E+00

1. 138+01
2.50E+00
~3.85E+00

T7.70E+00
5.54E+00
4,00E+00

7.18E+00
-4.00E-01
-9, 24E+00

Uranium
(pCL/LY

1.32E+01
7.81E+00
5.38E+00

6.79E-01
4.75E-01
2.72E-01

NN

1.70E+00Q

1.48E+00

1.29E+00

NN

HN

Hi

HN

BN

NH

N

Hitrate
(BPH)

kR g T S

2.50E+Q0
1.83E+00
5.00E-01

2.31E+01
. 3TE+00
2.50E+00

2.50E+00

1.61E+00

5,00E-01

K

NN

HH

NN

:13]

R

K

NR

2810-4B-DHM
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Table B-1. Results of the Unconfined Aquifer Ground-Water Monitoring Network in CY 1987, (sheet 14 of 14)

Wall no. Alpha Baeta Teitium LY} 5y 106Ry 1370s Uranium Hitrate

(wasta aite) (pCi/L) {pCi/L) (pCi/L) (pCL/L) {pCi/L) {(pCL/L) (pCL/L) (pCi/L) (PEH)

MAX 1.80E+00 1.23E+02 5.81E+01
689-54-49 AVG 1.10E+00 8.93E+01 HH 113 3.26E+01 HR HN . NH L
(216-A-28) HIN 8.00E-01 2. 24E+01 1.20E+01

i

MAX 8.00E-01 §.60E+00 H 7.60E-01
699-55-50C AVG 7.00E-01 4,.80E+00 MK HN 5.00E-01 NH NN NN HH
{216-A-25} BIN 4.00E-01 3.70E+00 -8.00E-02

MAX 1.80E+00 4.56E+01 9,10E-01
899-55-50D AVG 9.00E-01 2.48E+01 NN Hi 3.30E-01 - NN HN HR RN
(216-A-25) MIN ~1.00E-01 4.80E+00 -1.80E-01

’ MAX 4.00E-01 5. 10E+00

899-56-51 AVG 4.00E-01 5. 10E+00 N HE NM HN ] NN NN
(216-A-25) MIN 4.00E-01 §.10E+00 .

MAX 1.20E+00 5.00E+00 -3.00E-01
£99-59-58 AVG 1. 20E+00 4.B0E+00 NN RN -3,70E-01 NN NN NN ]
{216-A-25) MIN 1.20E+00 4,50E+00 -4.40E-01

MAX 8.00E-01 1.78E+01 8,00R-02
699-63-58 AVG B.00E-01 1.81E+01 NN HR -3.00E-02 HN HH Ny 1
{216-A-25) MIt 7.00E-01 1.43E+01 -1.50E-01

* Inactive disposal facllity.

% Anaiysis not necessary {as determined from lnventory, effluent history, or gross alphasbeta analysis),
* Maximum.

b Average.

¢ Minlmum.

2510-dU4-OHM
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Table B-2. Results of the Confined Aquifer Ground-Water Monitoring Network in CY 1987, (sheet 1 of 2)

Wall no. Alpha Beta Tritiun $0Co S 108Ru 310a tranium Nitrate

{waste sitas) (pCL/L) (pCL/L) {(pCi/L) (pCi/L) {pCi/L) {pCiL/L) {pCL/L) {pCi/L) 43 3:1)
MAXs 1.80E+02

299-E26-08 AVGE HN=* HH 1.00E+02 NN ' NN Ny NN . HM DL
HINs 2.05E+01
MAX A 92E+02

299-E33-12 AVG NN NR W, 3A9E+02 NN RN NN NN HH <DL
MIN .85E+02
MAX 1.17E+403

698-42-40C AVG NH NN 1.04E+03 HH HN HN NN HH <DL
MIN 9.,08E+02
HAY 3.26E+02 B8.54E+00

6599-47-50 AYG NN NH 2.95E+02 Ni¥ NN NE HH HH 7.65E+00
HMiN 2,.85E+02 8, TS5E+00
MAX 5.81E+01

695-50-45 AVG HH NN 1.14E+0] NK (1] BN HH NN <DL
HIN -3.34E+02 -
MAX 1.30E+02

§99-50-48 AV HN RN 1.30E+02 HH 313} HNH HN NN <DL
MiN 1.30E+02
MAX 7.79E+03

698-51-48 AVG HR HH 3.84E+03 RH NN Hi NN NN <L
IR ~1.13E+02
MAX -9.60E+01

699~52~-46A AVG 3 R ~9.60E+D1 HH NN RN RN NN <DL
MIN ~9.60E+01
HAX ' 1_90E+02 - :

649-52-43 AVG BN BN 1.60E+02 HY NN NN NH NN DL
HIN 1.30E+02
MAX 6.03E+Q]

699.-53 -50 AVG NN NH ~T. DE+OG N NN NN NN HK <DL

MIN ~T.44E+0}

eST10-dE-DHM
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‘Pable B-2. Results of the Confined Aquifer Ground-Water Monitoring Network in CY 1987. (sheet 2 of 2)

Hall no. Alpha Beta
(waste site) (pCL/L) (pCi/L)
HAX
693-54-57 AVG NN HN
HIN
HAX
699-56~53 AVG NN HB
MIN

¥ Analysis not necesaary {as determined
** Less than detection limit.

2 Maximum.

b Average.

¢ Hinimum.

Trivium 80Co $08r 108 Hu 137Cs Uranlum
{pCi/L) {pCi/L) {pCi/L) {(pCL/L) {pCL/L}) (oCL/L}
6.02E+01
~-1.67E+01 | HH HN NR NN
-sgassfol

8.18E+01

7.88E+01 HH NH HN NH BN
T7.53E+01

from inventory, effluent history, or gross alpha/bheta analysis),

Nitrate
(PPH)

<DL

SP10-dd-DHM
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Table B-3. Isotopic Uranium and Plutonium Results for Unconfined Aquifer Weils. (sheet 1 6f2)

Waste
Site

216-B-3
Contingency
Pond

216-B-5
Reverse
¥Wall

218-B-82
Crib

216-5~15
Crib

216-5-21
Crib

216-U-1,2
Cribs

218-y-10
Pond

216-0-14
Pitch

"7 Well
Number

§89-45-42

299-E28-07
259-E28-23
289-E28-24
299-E28-25

209-E26~18
298-E28-21

293-w23-09
289-H23-10

299-W23-04

299-W19-03

299-H19-09
293-W19-11

2589-H19-15
299-W19-18
299-W19-17
299-Wi9~18

299-W18-15
289-W23-11

899-35~784
299-W19-21
299-W18-27

Sample
Date

09/15/87
10/14 /87
11/15/87
12/03/87

GB/03/87
09/01/87
09/01/87
08/03/87

07/17/87
07/17/87

01/08/87
07/24/87
01/06/87
07/24/87

09/23/87

07/22/87
09/15/87
07/22/87
07/22/87
09/15/87
07721787
07/23/87
07/22/87
07/20/87

07/23/87
01/19/87
07/24/87
07/08/87

01/05/87
04/19/87
07/01/87
08/18/87
08/16/87
10/32/87
11/11/87
12/08/87

1344
{eCL/L)

1.14E+Q)
1.07E+00
1.24E+00
1.02E+00

8.65K~01
1.30E+01
1.48E-01
1.55E+00

4.36E+01
2.33E+01

2.0CE+01
1.32E+01
1.45E+01
2.17E+01

8.44E+00
3.43E+03

3.19E+03
1.33E+03

‘1. TYE+03

2.62E+03
§.51E+01
8.62E+02
1.55E+01
2.62E+03

2.35E+01
1.00E+01
9.90E+30
5.05E+00

6.08E+00
8. 4TE+D0
4.49E+00
4,54E400
4.96E+00
9.65E+00
4.95E+00
4.64E+00

z2asy
{pCL/L})

3.52E~02
2.82E-02

- 3.308-02

3.00E-02

1.64E-02
4,318-01
§.89E-03
5.92E-02

1.87E+00
1.01E+0D

8.39E-01
§,.28E-01
5.81E-01
1.32E+00

2,98E-01

1.40E+02
1.33E+02
5.83E+01
1.02E+32
1.13E+52
2.72E+00
2.85E+01
5.58E-01,
1.03E+02

1.02E+00
3.65E-01
3.47E-01
2.03E-01

2.82E-01
4.02E-01
3.218-01
1.87E-03
1.59E-01
3.80E-01
2,07E-01
3.40E-01

2380
{pCi/L)

8.60E-01
8.81E-01
4.94E-01
8.02E-01

6.92E-01
1.29E+01
1,22E-01
1.44E+00

4.87E+01
2.32E+01

2.07E+01
1.30E+01
1.48E+01
2.30E+01

8,42E+00

3.47E+03
3.16E+03
1.36E+03
2.01E+03
2.83E+03
6.77E+01
6.85E+02
1.62E+01
2.55E403

2.40E+01
9. 64E+00
1,01E+01
4,78E+00

6.0%E+00
8.53E+00
4.20E+00
4 .86E+D0
4.77TE+00
8.92E+00D
4.TQE+0G
4,73E+00

238Py
{pCi/L)

8.19E-03
-1.37E-03
-3.81E-03
-1.37E-03

2,04E-03
7.96E+00
1.04E-01
2.16E-02

HAx
NA

HA
HA
HA
HA
NA
HA
HA
WA
HA

HA
HA
NA
HA

0,.00E+00
0.00E+00
0.00E+00
0.00E+00
-5.43E-03
6.08E-04
~1.37E-03
~1.37E-03

23

L240Py

(pCL/L)

2.
=7,
-7.
-7.

2.
g.
8.
2.

WoOQoo

-7.
-7.

-7.

01E-02
17E-04
16E-04
17E-04

Q4E-03
36E-02
BB8E-03
T08~03

HA

.00E+00
.0DE+00
.00E+00
DOE+G0
.34E-03

i17E-04
16E-04
17E-04

eS10-dE-OHM
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Table B-3. Isotopic Uranium and Plutonium Results for Unconfined Aquifer Wells. (sheet 2 of 2)

Haata Wall
Site Rumber
216-U-186 289-W19-13
Crib
216-U-17 209-W19-23
Crib
299-¥19~24
299-W19-25
299-#19-26
200 West 6998-38~T0

¥ Ho analysis performed

Sample
Date

0%7/21/87

05/19/87
06/08787
07/20/87
08/13/87
08/16/87
10/12/87
11/18/87
12708787
05/15/87
08709787
07/20/87
08/13/87
08/15/87
10/12/87
05/15/87
05/09/87
07/20/87
08/13/87
09/15/87
10/12/87
11/19/87
12/06/87
05/15/87
06/10/87
07/20/87
06/13787
11/19/87
12/08/67

08/15/87

2340
(pCi/L)

4.47E+00

6.73E+01
7.08E+01
7.47E+01
8.76E+01
7.30E+01
8.21E+01
8.86E+01
6.82E+01
2.30E+02
2.48E+02
2.33E+02
2.17E+02

.2.03E+02

2.17TE+02
1.31E+D2
1. M4E+Q2
1,35E+02
1.24E+02
1, 20E+02
1.18E+02
1.08E+02
1.32E+02
6.11E+01
8.92E+01
5.6BE+01
6.228+01
7.99E+01
7.87E+01

2.32E+01

2350
(pCi/L)

1.65E-01

3. 40E+00
2.088E+00
3.57E+00
1.83E+00
2.34E+00
5.85E+00
3.71E+00
3.61E+00
1.34E+D1
1.01E+0t
1.07E+01
8.32E+00
1.008+01
1.06E+01
6.8TE+0D
8.90E+00
5,T1E+00
8. 18E+00
6.81E+00
4, 29E+00
£.80E+00
6. 37E+00
2.10E+00
3.62E+00
2.43E+00
1.30E+00
2.T8E+00
8.43E+00

7.85E-01

2380
{pCi/L)

4.04E+00C

6.83E+01
7.31E+01
7.41E+01
5.85E+01
6.98E+01
B8.13E+01
§.69E+01
7.11E+01
2.6B6E+02
2.56E+02
2.43E+02
2.40E+02
2.14E8+02
2.31E+02
1.48E+02
1.33E+02
1.378+02
1.33E+02
1,.23E+02
1.20E+02
1.18E+02
1.38E+02
6.16E+01
6.95E+01
5.99E+01
6.14E+01
T.87E+01
8.28E+01

2.26E+01

238Py
{pCi/L)

HA

5.60E-02
0.00E+00
4.40E-03
1.97E-02
3.97E-02
1.85E-02
4,.35E-02
NA.
0.00E+00
8.81E-03
5.82E-03
~1.37E-03
2.71E-01
~3.04E-03
0.0DE+Q0
2.16E-03
2.31E-03
5.23E~03
7.28E-02
5.0BE-03
-7.38E-04
HA
0.00E+00
3.67E-03
5,15E-04
2.38E-03
1.62E-03
~1.86E-04

HA

31319,240pPy
{eCi/L)

e e ke i i e o e e o e ke o b b e o

NHA

3,88E-03
7.44E-03

0.00E+00
1.78E-03
6.28E~03
-7.18E-04
4.038-02
-1.58E-03
6.00E+00
¢.C0E+QD
~T.17E-04
-7.17E-04
1.05E-02
~1.59E-02
-1.02E-03
A
0.00E+00
0.00E+00
~-7.17E-04
1.16E-03
4.20E-03
~1.02E-03

HA

¢510-dE8-OHM
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Table B-4. Outliers that have been Deleted.

Well Constituent Sample date Result
299-E13-19 Total beta 05/22/87 5.04 E+01 pCVL
299-E17-06 | Nitrate 03/27/87 1.17E+01 ppm
299-8E24-08 Nitrate 04/16/87 3.50 E+ 01 ppm
299-E25-06 Tritium 02/23/87 1.50 E+05 pCi/L
299-E28-25 {90Sr 10/22/87 2.27TE+02 pCi/L
299-E34-01 Tritium 16/07/87 1.13E+4-04 pCi/L
259-W19-16 Nitrate 04/17/87 4.44 E+ 00 ppm
299-W19-19 | Nitrate 06/09/87 8.28 E+01 ppm
299-W19-24 | Nitrate 06/09/87 7.77TE+01 ppm
299-W23-11 Tritium 05/15/87 1.51 E+06 pCi/L
699-42-40B Tritium 02/13/87 1.50 E + 04 pCi/L

NOTE: These outliers were not used in the averages listed in

Table B-1.

B-21

PSTa3-3281-7
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APPENDIXC

SEPARATIONS AREA CONFINED AND UNCONFINED AQUIFER GROUND-WATER
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Table C-1. Separations Area Unconfined Aquifer Ground Waler Monitoring Schedule for CY 1988. (sheet 1 of 7)

Well EI{?: * | Site monitored rSna.:;;]p 0’3 3;‘:,?; ‘};(;i‘;l 3H 88Cp | ¥0Sr | ¥UTe [ WERy [ 129] § WI0g 8 fso. U [l;ﬁ‘ NO,
209.E13.05 | 2314 |216.B-18 pb s Q! Q - - - - - - - - - -
200-E13-08 | 2334 |216-B-21 Be - Q - Q - - Q - Q - - - By
209-E13-14 | 2340 |216-B-20 P - Q - - - - - - - - - - -
299-E13-19 § 2352 | 216-B-28 B - Q - - - - - - - - - - -
299-E16-02 t 2372 |216-A-30 B Mt M M M Q - M - M - - - M
299.E17-01 | 2328 |216-A-10 P M| Mg [ M MQ T @ - tamal o |ug | - - - | Mg
299.E17-02 | 2367 |216-A-27 B M M M Q Q - Q Sh Q Q - - M
219-E17-05 | 2511 1216-A-36B P M M M Q - M = M M - - M
299-E17-06 | 2512 |216-A-36B P - M/Q Q - - - - Q - - - - Q
209-E17-08 | 2513 [216.a-10 P - v | M| q Q - Q - Q - - - | mMa
299-E17-09 | 2514 |216-A-36B p M M M M Q - M Q M M - - M
299-E17-12 { 2399 {216-A-45 P M M M M M - M Q M M M M M
209-E17-13 | 2400 |216-A-45 P M M M M M - M Q M M M M M
209-E24-01 | 2317 [216-A-5 B - M | M| Q s - Q - Q - - - M
299-£24-02 | 2329 |216-A-10 P M MQ | M | MIQ | MQ - M - M/Q - - - MiQ
209-E24-04 | 2326 {216-A-9 P - M ] M Q 5 - Q - Q - - - MRQ
209.£24.08 | 2355 |216-C-3,4,5 P - | v Ma ] q - - Q - Q - - N YT
299.E24-11 | 2518 |216-A-10 B N Y Q Q Q - Q - Q - - - Q
209-E24-12 | 2521 |216.a-21,31 P - Mo [ MQ | Q Q - Q - Q - - - M
299-E24-13 | 2383 |241-A B - Q - - - - - - - - - - Q
200-E25-02 | 2316 {216-A-1,7 B - S 5 - - - - - - - - - S5
298-1525-03 | 2318 | 216-A-G B - Q - - - - - - - - - - -
208-825-06 | 2343 }216-A-8 B M M M Q Q - Q - Q - - - Q
209-E25-09 | 2344 |{216-A-8 B M M qQ Q 4] - Q - Q Q - - Q

PSTB8-3241-8

%610-dE-OHM
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Table C-1. Separations Area Unconfined Aquifer Ground Water Monitering Schedule for CY 1988. (shect 2 of T)

Jm

921 25000922

T

Well E&‘én Site monitared ﬁ:‘et:;llmg 3‘;:‘?; {‘;ﬁl SH 60n | %05 { T | MR | 2B | WICs U lso. U} if;: NOy
299.E25-10 | 2363 |216-A-18,19,20 ws | @S - Qs - - Wws - Qs | @S - - -
299-E25-11 | 2370 |216-A-30 B M M M M Q - M - M - - - M
299.K25-13 | 2523 {241-AX B - Q - - - - - - - - - - Q
209-E25.17 | 2386 |216-A-37-1 B M M M Q Q - Q - Q - - - M
209-E25-18 | 2387 |216-A-37-1 P Mg iMg [ MQ | § Q - Q - Q - - - 1 MQ
299.E25-19 | 2388 |216-A-371 B MQ | MQ [ MQ | Q Q - qQ - Q - - - | v
299-E25-20 | 2389 |216-A-37-1 P M | Mg | MQt Q Q - Q - Q - - - | MQ
299.E25-21 | 2391 {216-A-37-2 P MQ Fowe [ MQ ] MQ } Q - Ifmq] - | MQ | - - - Mg
999.525-22 | 2392 |216-A-37-2 P M | MQ [ MQ I MQ | Q - M| - | MQ - - - | wq
299-E25-23 | 2393 |216-A-37-2 P MQ | Mg [ MQ { MQ | Q - wal - | M@t - - - 1 MQ
299-E25.24 | 2394 }216-A-37-2 P MQ ] MQ | MQ | MQ ] Q - M| - | MQ - - - | mq
299.E26-02 | 2364 |216-A-24 B - Q g-| - - - - - - - - - Q
200-E26-04 | 2362 |216-A-24 B - Q Q - - - - - - - - - Q
299.E26-06 | 2069 |401-A Couling B Q Q Q Q Q - Q - Q - - - Q
209-E27-05 | 2551 ]216C-10 P - s - Qs - - Qs - Qs - - - -
299-E27-07 | 2557 |241-C P os |- s - - - - - - - - - - Qs
999.5:28.07 | 2404 |216-B5 B e | @ - Q Q - Q - Q Q s Q -
299.528.09 | 2357 |216-B-12 B Q Q - - - - - - - Q - - -
299-E28-12 | 2380 | 216-B-65 B - M M M - - M - M - - - -
299-E28-13 | 2324 |216-B-56 P - wq | Mg | Mg | - - {mq| - M - - - -
299-B26-16 { 2825 {216-B-12 P QB8 Qs - - - - - - - QB - - -
299.E28-17 | 2619 }216-B-6, 108 B Q - - - - - - - - Q - - -
299-E28-18 | 2524 |216-B.62 P M M M M Q - M - M M s - M
209-E28-19 | 2525 |200-East B Q Q - - - - - - - Q - - -

PSTRE-3244-8

2810-dE-DHM
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Table C-1. Separations Area Unconfined Aquifer Ground Water Monitoring Schedule for CY 1988, {sheet 3 of 7)

921259039 23

Well EN: * 1 site monitored m{}ﬁ}& gl‘;]"!?; '{,‘;ﬁl H ey | U8y T | 18Ry | 129) 187Cg U 1so. U 153 NO;
299-E28-21 | 2656 §216-B-62 M M M M Q - M - M M 8 - M
299-E28-23 | 2390 {216-B-5 P (4] Q Q Q Q - Q - Q Q S Q Q
299-E28-24 | 2560 |216-B-6 B Q Q - Q Q - Q - qQ Q 8 Q -
209.E28-25 | 2561 |216B-§ B Q Q - Q Q - Q - Q Q S Q -
289-E32-01 2368 | LLBG P - 8 8 - - - - - - - - - s
299-833-01 | 2301 |216-B-43 P - s | - |aes | as - {as | - s | - - - -
289-E33-03 | 2303 | 216-B-14,45,46 P - Qs Qs 4)1) ] - Q8 - Qs - - - -
289-E33-06 | 2308 |2i6-B-47 p - AT ] s Qs - Q5 - ws - - - -
299-E33-07 | 2305 |216-B-18,49,50 B - Q - Q Q - Q - Q - - - -
299-E33-08 | 2300 §216-B-41 P - s [ - s | QS - s - s - - - -
299-£33-09 | 2299 §241-BY B - Q Q Q.1 4q - Q - Q - - - Q
289-E33-10 | 2306 [ 216-B-35,41 |3 - Qs Qs Qs B - Qs - Qs - - - Qs
259-E33-18 | 2309 {216-B-7A,7TB P - Qs - Qs R - Qs - /s - - - -
299-E33-20 | 2332 | 216-B-7,11 B - Q - - S - - - - - - - Q
209-E33-21 | 2353 |216-B-36 P - Q - Q - - Q - qQ - - - -
299-E33-24 | 2520 | 216-B-57 P - Qs - Qs Qs Qs Qs - Qs - - - -
209-E33-26 | 2342 |{216-B-61 P - QS - Qs QB - Qs - Qs - - - -
289-E34-01 | 2374 |216-B-63 P M/Q M/Q | MRQ | MQ - - M/Q - M/Q - - - -
299-W10-01 | 2892 |216-T-5 B - Q - Q Q|- Q - Q - - - -
209-W10-03 | 2885 | 216-T-32 B Q Q - Q Q - Q - Q - - - -
209-W10-04 | 2886 {216-7-36 P - Qs - 8 S - 5 - S - -~ - -
299-W16-08 | 2096 §241.7 P s s -~ Qs Qs - QS ~ Qs - - Qs
299-W10-09 | 3009 2417 P s Qs - Qs Qs - Qs - Q75 - - - Qs
299-W11-07 216-T-3 B Q Q - - - - - - - - - - -

PETRA-3241-8

2810-d3-DHM
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'Pable C-1. Separations Area Unconfined Aquifer Ground Waler Monitoring Schedule for CY 1988, (sheet4of 7

Well EMA® § Site monitored | Sawple 3‘;‘;’; Total [ yy [ eago [ suse [ 89w [ 100Ru [ 18T { WICk { U {lko.U Wo. | wo,
299.W11-11 | 2887 |216-T-18 s | s | - | s | as - 1 Q8 - Qs - - - -
209-Wil-14 216-T-33 B Q Q - - - - - - _ - _ - _
299.W11-15 | 2961 |216-T-32 P - Q | - - - - - - - - - _ _
299-W11-16 | 2963 |216-T-35 P - s | - | os S - 1 as - Qs - _ - _
200.wi1-23 | 2616 |241-T P s |fas | - s | s - Qs - Qs - - - Qs
200.W11-24 | 3010 |241-T P s | as | - | es | @8 - | os - | as - - - | s
299-W14-02 | 2895 | 216-T-26, 27,28 P s ] s | oS Qs S - Q - Q - - - -
259.W14.06 | 3007 |241-TX P - Qs | s - - - - - - - - - s
299.W14-08 | 3008 |241.TX P - Q Q - - - - - - - _ - Q
299.W14-10 | 3018 |216-W-LWC P MG | M Lwa t Mt Q - Imaj - tMmql - - - | M
299-W15-02 218-W-4A B Q Q - - - - - - - - - - _
299-W15.03 | 2894 |241-TY B Q Q - s S - S - 8 - - - Q
299-W15.04 | 2696 |216-T-19 P - s | os - - - - - - - - _ s
299.W15-06 | 2034 {216-Z-9 P Q Q - - - - - - - - - - Q
299-W15-07 | 2060 |216-Z7 P as 1 s | - | as s - bas - Qs - - - Qs
209-W15-08 | 2974 |216-Z9 B e |. Q - - - - - - - - _ _ -
299.W15-10 | 2609 |216-216 P as | s | - - - - - - - - - _ Qs
299-W15-11 | 2610 | 216-2-16 P Q8 Qs - Qs 3 QS - Qs - Qs - - - s
209-W18.05 | 2933 |216-Z-12 P s | s | - - - - - - - - - ~ -
299-W18-06 | 2951 |216Z-1A B Q Q - - - - - - - - - - -
299.Wi8-07 | 2952 |216-Z-1A B Q Q - - - - - - - - - - -
299-W18-09 | 2064 |216-Z-18 B Q Q - - - - - - - - - - Q
209-W18-156 | 3015 |216-U-10 P MQ | MQ I MQ | Q - - Q - Q |mel s s 1 MQ
299.W18-17 | 3016 |216-2.20 B M M Q Q - - Q - Q _ - - Q

P5TA8-3241-8

2810-dd-OHM
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Table C-1. Separations Area Unconfined Aquifer Ground Waier Monitoring Schedule for CY 1988. (sheet 5ol 7)

921259008925

Well E;&’:a Site monitored gf&}]l’nlg 5‘;‘:‘: 'li;‘;tt‘;l SH, | 90Co | #9Sr | %Tc | W6Ry § 8] | 10y U Iso. U l;':l' NO,
299-W18-20 | 3020 (216-Z-20 B M M Q Q - - Q - Q - - - Q
209.W19.02 | 2928 |216-U-8 p M M Q Q Q - Q - Q M - - M
299-W19-03 | 2829 |216-U-1,2 P MQ M/Q Q MG Q M/IQ | MG - Mg T MG s - M/Q
209-W19-05 | 2968 |216-5-23 p - Qs | Qs - - - - - - - - - Qs
299-W19-09 § 2624 |216.U.1,2 P M/Q M/Q Q M/Q s MQ | MIQ - MQ | MG s - MG
299-W19-11 [ 2619 |216-U-1,2 P M M Q M Q M M - M M 5 - M
299-W19-12 | 2618 |241.U P (AT o5 /s QS Qs - Qs - Qs Q8 - - s
209-Wi9-13 | 2622 | 216-U-16 P M/Q MQ | MIQ | MIQ Q - M/Q - MQ | MIQ - - MIQ
269-W19-14 | 2623 }216-U-18 P M/Q MQ | MIQ | MAQ Q - M/Q - MQ | MAQ - - BMAQ
209-W19-15 | 2625 |216.-U-1,2 P MQ MiQ Q MQ 5 M@ | MAQ - Mg | MIQ S - MiQ
299-w1s-16 | 2626 |216-U.1,2 P Mo | Mg | Q@ [ MQ | s MQ | Mg | - MQ | Q| s - | MR
209-w19-17 | 2627 {216-U.1,2 P MQ | Mg Q@ | MQ ]| s MQ | MQ | - MQ [ MQ | S - 1 MQ
259-w198-18 | 2628 {216-U-1,2 P M M Q M s M M - M M 5 - M
299-W19-19 | 2631 |216-U-17 P M M M Q Q M Q - Q M Q - M
200-W19-20 | 2629 |216-U-17 P M M M Q Q M Q - Q M Q - M
299-W19-21 { 2630 |216-U-14 P MQ MG { MQ | -Q Q - Q - Q MQ | MIQ Q MQ
209-wW19.23 | 2663 |216-U.17 P M M M Q Q M Q - Q M M Q M
289-W19-24 | 2664 |216-U-17 P M M M Q Q M Q - Q M M Q M
208-Wi9-25 | 2685 |216-U-17 p M M M Q Q M Q - Q M M Q M -
200-W10-26 | 2666 |216-U-17 p M M M Q Q M Q - Q M M Q M
299-W19.27 | 2673 }216.U-14 P MQ | MQ | MQ T Q Q - Q - Q Mgl MQ | g | MQ
209-W22-01 | 2019 }216-5-1,2 Q Q Q Q Q - Q - Q - - - Q
299-W22.02 | 2020 |216-81,2 Q Q Q Q Q - Q - Q - - - Q

PSTA8-3241-8
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Table C-1. Separations Area Unconfined Aquifer Ground Water Monitoring Schedule for CY 1988. (sheet 6 of 7)

well | "MA® | g6 monitorea | Sample :;thﬁ Totul | sy | wgo | s | wre |rogu [ w1 | wics | U [lsov Ieo. 1 No,
299-W22-10 | 2632 |216-5-1,2 B Q Q - Q Q - Q - Q - - - _
200-w22-12 | 2012 |216.87 P - s | @s 8 8 - 5 - S - - - Qs
209.W22-18 | 2633 |216-S8 B Q Q - Q Q - Q - Q _ - - -
209.W22-20 | 2926 {216-8-20 P - ws | Qs s S - S - S - - - -
209.w22-21 | 2031 |216.513 P as | as | - s s - s - s | s - - Qs
299.w22.22 | 2939 1216-U.12 P MQ § Mg (Mg | MQt Q - M3 - | MQ | Ml - - | M
299.W22-26 | 2954 |216-59 P - s | s s s - s - s - - - -
209.W23.01 | 2898 |[2i6-53 i - Q - Q s - Q - Q - - - Q
209.W23-02 [ 2910 |241.8X B - M - Q Q M Q - Q - - - Q
209-W23-03 { 2911 |241-8X B - Q - Q Q - Q - Q - - - Q
209-W23.04 | 2925 |216-S21 B Q Q Q - - - - - - Q S - Q
209-W23-07 | 2080 |241-8 B - M - - - M - - - - - -
299.W23-00 | 2003 |216-825 B M M M M Q - M - M M Q - M
209.W23-10 | 2894 |216-825 P MQ | Mg M | MQ | Q - Mg | - MQ { MQ I Q - I MAQ
299.W23-11 | 2095 |216-U-10 P Mg | MQ [MQ i MQ ] - - IvMel] - [MQlmve !l Q - | My
299.W26-03 | 2917 |216-86 P Qs | Qs | @S - - - - - - - - - s
299.W26.06 | 2620 |216-85 P s | as [es as ] as | - Jas | - |aes | - - - | s
299.W27-01 | 2621 |216-526 P MQ | MQ | Q Q Q - Q - Q Q Q Q Q
699.32-72A | 4868 |216.519 P Mg | ms | - - - - - - - - - - -
699.35-78A | 4869 |216-U-10 P MiQ | M | MQ | Q - - Q - Q [ MQ | Q - Q
699-38-70 | 4493 |600-Area P M M - - - M - - - M - - -
699-42-40A | 4874 |216-B-3 P MQ | Mg [ MQ I MQ] Q - g - MQ | Q Q Q Q
699.42-40B | 4875 |216-B-3 B - M M M Q - M - M - - - Q
609-45-42 | 4958 |216-B-3 P M M M M M - M - M M M M M

PSTOE-3241-8

2810-dd-DHM
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Table C-1. Separations Area Unconlined Aquifer Ground Water Monitoring Schedule for CY 1988. (sheet 70f7)

Well E&Ji@ Site monitored i‘:;:}!;’g Z.I‘]:tl?; '};‘:1‘_';] 3H 800y | UGp 99Fe | 108Ry | 1] WiCs u Is0, U ';?l NO,
699-50-42 4610 |216-A-25 P 5 5 - - Qs - - - - - - - -
699-53-4TA | 4866 |216-A.25 P M M - M M - M - M - - - -
699-53-478 | 4600 |216-A-25 p MIQ MG - M/Q M/Q - M/Q - MIQ - - - -
699-53-48A | 4893 |216-A-25 P M | MAQ - Mg | Miq - MIQ - MIQ - - - -
699-53-488 | 4894 |216-A-25 P MQ | MQ - MQ | M - M/Q - MQ - - - -
699-53-55A | 4867 [216-A-25 P MS |} M | - Q Q - Q - Q - - - -
£09.54-48 4895 | 216-A-25 P M | MQ - MIQ | M - M - MQ - - - -
699-54-49 | 4732 |[216-A-25 P we | M | - - M - - - - - - - -
699-55-50C | 4887 |[216-A-25 P Qs | Qs - - Qs - - - - - - - -
605-55-50D) 1 4730 | 216-A-26 B Q Q - - Q - - - - - - - -
6959-59-58 4734 | 216-A-25 P ] 8 - - S - - - - - - - -
699-63-58 4741 | 216-A-25 P S 5 - - S - - - - - - - -

:glﬁ?l;i.ﬁcation number used by U.S. Testing Laboratory, PSTE5-3241-8
cAnalysis not necessary (as determined from inventory, effluent history, or gross alphasbeta analyses).

dQuarterly.

Monthiy.

£Normal/modified sampling intervals: modified intervals are temporary.
LSemiannually.

7e10-dE-DHA
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Table C-2. Separations Area Confined Aquifer Monitoring

WHC-EP-0152

Schedule for CY 1988.

Well EMAa No. Site monitored iaer?ggg 3H NO3
299-E26-08 2395 Rattlesnake Ridge Bailer S S
299-E33-12 2294 Rattlesnake Ridge Bailer S S
£99-42-40C 4881 Rattlesnake Ridge Bailer 5 )
699-47-50 4882 Rattlesnake Ridge Bailer S 8
699-49-55B 4743 Rattlesnake Ridge Bailer 3 S
699-50-45 4759 Rattlesnake Ridge Bailer 5] K]
699-50-48 4883 Rattlesnake Ridge Bailer S S
699-51-46 4884 Rattlesnake Ridge Bailer S S
699-52-46A 4885 Rattlesnake Ridge Bailer S 5
699-52-48 4886 Rattlesnake Ridge Bailer . 8 5
699-53-50 4849 Rattlesnake Ridge Bailer S S
699-54-57 4469 Rattlesnake Ridge Bailer 5 S
699-56-53' 4892 Rattlesnake Ridge Bailer S s

aldentification number used in PNL data base.
S = Semiannuslly.

C-10

PST88-3241-9
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APPENDIX D

LONG-TERM CONCENTRATION HISTORIES QF SELECTED LIQUID WASTE
DISPOSAL SITES AND MONITORING WELLS

W s S

D-1
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